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TYPICAL NOTE TEXT 1. ALL CONSTRUCTION SHALL BE PER MOST CURRENT CITY OF NEWARK STANDARDS AND < ol EE
EXISTING NOTE PROPOSED NOTE BC BOTTOM OF CURB SPECIFICATIONS, BUILDING CODE AND FIRE CODE. 9 z5z92 |5
2. AS-BUILT PLANS AND CHECKLIST SHALL BE SUBMITTED TO THE CITY OF NEWARK PRIOR TO ISSUANCE To25082 |8
ONSITE PROPERTY OsS0O=0m |53
-——- LINE/ROW. LINE | — e e e BF BASEMENT FLOOR OF CERTIFICATE OF OCCUPANCY. OZwWASu L3
3. ALL HANDICAPPED PARKING STALLS, LOGOS, AND ACCESS AISLES SHALL BE MARKED WITH BLUE PAINT Z>0E/FX Y |52
NEIGHBORING BK BLOCK AND HAT Eu<xTPuw=|(z3
CHED ACCORDINGLY. FYZ5wn3 |
- - PROPERTY LINE / - - BL BASELINE F O R 4. ANY DAMAGE TO THE CITY STORM SEWER, WATER, OR SANITARY SEWER INFRASTRUCTURE SHALL BE SEIZA e |23
INTERIOR PARCEL LINE REPAIRED OR REPLACED TO THE SATISFACTION OF THE PUBLIC WORKS AND WATER RESOURCES %) c:/)) =< > |38
EASEMENT BLDG BUILDING DIRECTOR OR THEIR DESIGNEE. ZOSWZEE i
LINE 5. ALL ON-SITE STORM SEWER AND SANITARY SEWER IS PRIVATE. ON-SITE MANHOLES SHALL NOT HAVE OzS<<ES|e%d
BM BUILDING BENCHMARK "NEWARK" ANYWHERE ON THE LID. 0250 - E o |zg°
__________ SETBACK BRL BUILDING RESTRICTION LINE - 6. UNUSED WATER AND SEWER SERVICES SHALL BE TERMINATED AT THE UTILITY MAIN UNLESS A MORE Z-0g2u 2 |58
LINE SUITABLE LOCATION IS DETERMINED BY THE PUBLIC WORKS WATER RESOURCE DEPARTMENT DURING < XzPog |t
CF CUBIC FEET CONSTRUCTION. S < o |22
7.  WATER METER SHALL BE LOCATED AS CLOSE AS POSSIBLE TO WHERE THE DOMESTIC MAIN ENTERS 5 F s
cL CENTERLINE THE BUILDING. THE METER ROOM SHALL BE READILY ACCESSIBLE TO THE CITY OF NEWARK. A} TURN 0 %
CMP CORRUGATED METAL PIPE P RO P OS E D LOCKING BALL VALVE SHALL BE LOCATED IMMEDIATELY ON BOTH SIDES OF THE METER. = §§
CURB AND GUTTER 8. INDIVIDUAL WATER METER WILL BE PROVIDED FOR EACH DWELLING AND/OR COMMERCIAL UNIT. THE n s
CONN CONNECTION DEVELOPER WILL BE RESPONSIBLE FOR THE COST OF THE METERS AND THE METER PITS. THE CITY g5
' | WILL DETERMINE THE SIZE OF THE METERS IN COORDINATION WITH THE DEVELOPER. METER PITS 5%
SPILL TRANSITION CONC CONCRETE SHALL BE MUELLER THERMAL-COIL METER PITS IN ACCORDANCE WITH THE LATEST CITY OF NEWARK E
CONCRETE CURB & I cPp CORRUGATED PLASTIC PIPE WATER AND WASTEWATER STANDARDS AND SPECIFICATIONS. £
GUTTER GENERAL NOTES 9. METER PITS FOR WATER METERS 1" AND UNDER SHALL BE MUELLER THERMAL-COIL, 42" DEPTH WITH 2
rD_E_P_R_E_’S_S_E_D_C_U_FiEif\fllQ GUTTER ! cY CUBIC YARDS —_— INTEGRAL DUAL CHECK VALVE, AND 4" INSULATION PAD. THE LIDS FOR ALL METER PITS SHALL BE H-20 =
RATED UNLESS OTHERWISE APPROVED.
1. PURPOSE OF PLAN: THIS PLAN IS THE MINOR LAND DEVELOPMENT PLAN FOR THE CONSTRUCTION OF A
DEC DECORATIVE
4,805+ SF CONVENIENCE STORE WITH ASSOCIATED GASOLINE PUMP ISLANDS WITH CANOPY, A 3,485 10 TNE DEVELOPER SHALL PAY FEES ASSOCIATED WITH THE NEW WATER METER PRIOR TO ISSUANCE OF
- UTILITY POLE - DEP DEPRESSED l\SAiﬁﬁgel,\\//lﬁl\ES'\:—_:_TUNNEL WITH ACCESS DRIVEWAYS AND PARKING LOT, UTILITIES, AND STORMWATER 11 THE DEVELOPER WILL BE RESPONSIBLE FOR THE INSTALLATION OF ADDITIONAL TRANSMISSION REVISIONS
WITH LIGHT DIP DUCTILE IRON PIPE 9 TAX MAP PARGEL NO.: 18-046.00-024 EQUIPMENT SHOULD THE PROPOSED BUILDING NEGATIVELY AFFECT THE PERFORMANCE OF THE p—
POLE 3. SOURCE OF TITLE: INSTRUMENT NO. 20020318-0025084 CITY'S WIRELESS METER READING SYSTEM. COMMENT
_ e _ DOM DOMESTIC 4 ZONING. 12. AN 'APPROVAL TO CONSTRUCT' WILL BE REQUIRED FROM THE DEPARTMENT F PUBLIC HEALTH OFFICE
CLEC CLECTRIC A, EXISTING: 18PL (PARKLAND) 180FD (SPECIAL FLOOD HAZARD AREA) SII;DAI';IL\I';%\IVGAXVATER. A COPY OF THE APPROVED PERMIT SHALL BE FURNISHED TO THE CITY PRIOR TO
o€ TRAFFIC =€ ELEV ELEVATION 5 D A?uM,PROPOSED ZONING: BC (GENERAL BUSINESS) WITH SPECIAL FLOOD HAZARD OVERLAY 13. AN 'APPROVAL TO OPERATE' FROM THE DEPARTMENT OF PUBLIC HEALTH SHALL BE PROVIDED TO THE
LIGHT : A HORIZONTAL DATUM IS NAVD 83 LO CATI 0 N O F S IT E CITY PRIOR TO THE USE OF ANY DOMESTIC WATER OR ISSUANCE OF ANY CERTIFICATE OF
UTILITY EP EDGE OF PAVEMENT B. VERTICAL ELEVATIONS ARE BASED ON NAVDES. OCCUPANCY.
O POLE O s CDGE OF SHOULDER 6. TEMPORARY BENCHMARKS SET: 14. DEVELOPER SHALL PROVIDE A SET OF WATER SYSTEM DRAWINGS IN ACCORDANCE WITH THE STATE
' ; DEPARTMENT OF HEALTH DRINKING WATER STANDARDS FOR THEIR REVIEW AND APPROVAL.
TBM-A: MAG NAIL SET IN CONCRETE WALK NORTH WESTERLY OF SURVEYED PROPERTY, ELEVATION =
TYPICAL EW END WALL 66.89' 1 1 1 0 S C O L L E G E AVE 15. ALL WATER VALVES SHALL BE MUELLER UNLESS OTHERWISE APPROVED BY THE CITY OF NEWARK
NORTHING: 6013245970 . . PUBLIC WORKS AND WATER RESOURCES DEPARTMENT.
LIGHT EX EXISTING EASTING: £62463 8710 16. THE DEVELOPER SHALL PAY THE SEWAGE TREATMENT PLANT (STP) FEE PRIOR TO RECEIVING A
' : BUILDING PERMIT.
TBM-B: MAG NAIL SET IN CONCRETE CURB SOUTHERLY CORNER OF SURVEYED PROPERTY
XX ']‘_IC(?,ETN XX FES FLARED END SECTION ELEVATIOI\? - 61 928 CONC CURB SOU o OF SU ° ’ 17. ANY SANITARY SEWER LATERALS PROPOSED TO BE REUSED SHALL BE VISUALLY INSPECTED
- FINISHED FLOOR NORTHING: 6000295 0350 y (TELEVISED) BY THE DEVELOPER AND APPROVED FOR THE RE-USE BY THE PUBLIC WORKS AND WATER
TYPICAL EASTING: 562440.1930 RESOURCE DEPARTMENT. CONTACT SHAWN GEALY, WATER AND WASTEWATER INSPECTOR, AT
: : - -
v SIGN v FH FIRE HYDRANT 7. THE PROPERTY LINES AND TOPOGRAPHY SHOWN HEREON ARE BASED ON AN ALTA/NSPS LAND TITLE i%szﬁg ;‘:’JgsL'l“C“w‘g'\ng’é" ,S\IFD4\?V;|$;§I§I£,; éﬁgég%iggﬁfﬁw WORK AND PROVIDE A DIGITAL COPY
I FG FINISHED GRADE 8 ;UTFévngiY(;ggTTm%';. POINT ASSOCIATES, INC., DATED 10/28/22. N EW C AST L E C O U N T ' 18. THE DNREC 'CONSTRUCTION OF WASTEWATER COLLECTION AND CONVEYANCE SYSTEMS' PERMIT
COUNTS ' A BUILDING COVER: 28,873+ SF (0.66+ AC) WILL BE REQUIRED AND SHALL BE FURNISHED TO THE CITY PRIOR TO CIP APPROVAL (REQUIRED FOR
G GRADE B OTHER IMPERVIOUS COVER: 108,839+ SF (2.50¢ AC) PROJECTS THAT GENERATE MORE THAN 2000 GALLONS PER DAY AVERAGE SEWER FLOW).
GF GARAGE FLOOR (AT DOOR) C. WOODS: ' 8,573 SF (0.20% AC) . 19. A SIGNED AND SEALED COPY OF THE DNREC APPROVAL SANITARY SEWER AS-BUILT PLANS SHALL BE
b, OPEN AREA: 7357+ SF (0174 AC) T M . 1 8 -046 . 0 0 -024 FURNISHED TO THE CITY WITHIN 30 DAYS OF DNREC APPROVAL.
GH GRADE HIGHER SIDE OF WALL E  WETLAND AREA: 3,495+ SF (0.08% AC) 20. THE REQUIRED FIRE PROTECTION FLOW RATE IS TO BE PROVIDED.
— 7 — 790 F  TOTALGROSS ACREAGE. 157 1372 5F G861z AC) 21. THE DEVELOPER SHALL PAINT ALL EXISTING AND PROPOSED FIRE HYDRANTS ASSOCIATED WITH THIS
0 CONTOUR LU GL GRADE LOWER SIDE OF WALL 9 SITE AREA (PROPOSED): : 137+ SF (3.61¢ PROJECT TO REFLECT THE FLOW CAPACITY AND APPLY A 2-INCH REFLECTIVE TAPE IN ACCORDANCE
_____________ U LINE |187| GRT GRATE ' A BU|L(D|NG COVEg{-' 8.290+ SF (0.19+ AC WITH THE STATE FIRE CODE.
5 OTHER IMPERVIOUS COVER: 06 2604 SF( | Eos Aé 22. SPRINKLERS ARE REQUIRED IN ALL UNITS AND ALL FIRE PROTECTION SYSTEMS SHALL BE SUBMITTED
SPOT TC516.00] [TC 516.00] [WMATCHEX GV GATE VALVE - - 2692 SF (1.59+ AC) TO THE CITY OF NEWARK FIRE MARSHAL'S OFFICE FOR REVIEW AND PERMITTING PRIOR TO ISSUANCE Know what's below.
: : : efore you dig.
HDPE HIGH DENSITY D WOODED ARER. o p 2o A 23. ABLUE CARD HOLDER WILL BE ON SITE AT ALL TIMES DURING CONSTRUCTION TO ENSURE ALL youeia
POLYETHYLENE PIPE o o Y BEDICATION S er 0(06+ o ) SEDIMENT AND STORMWATER REGULATIONS ARE ADHERED TO. ALWAYS CALL 811
' - _ ' (0.06x AC) 24. A CONCRETE WASHOUT AREA SHALL BE INSTALLED AND APPROVED BY THE PUBLIC WORKS AND
A HP HIGH POINT G. TOTAL GROSS ACREAGE: 157,137+ SF (3.61+ AC) WATER RESOURCES DEPARTMENT. It's fast. It's free. It's the law.
SAN SANITARY SAN 10. LAND USE:
7 HOR HORIZONTAL
I LABEL # A. EXISTING: HOTEL
B. PROPOSED: COMMERCIAL RETAIL
HW HEADWALL
X STORM X 11.  AREA REGULATIONS: 1.0 AC. MIN.
LABEL INT INTERSECTION 12. PARKING RATIONALE: SHEET INDEX NOT APPROVED FOR
A. REQUIRED PARKING: 1 PER 200SF (SALES AREA ON GROUND FLOOR) (28 SPACES)+ 1 PER 1 CONSTRUCTION
5 SANITARY SEWER s INV INVERT EMPLOYEES (12 SPACES) = 40 SPACES SHEET TITLE SHEET NUMBER
LATERAL L LINEAR FOOT B. PROPOSED PARKING: 45 SPACES (EXCLUDING AIR VAC SP; INCLUDING 3 ADA SP) T ———————
13. PROJECTED SANITARY SEWER FLOW DATA: AVERAGE AND PEAK FLOWS TO BE PROVIDED COVER SHEET 101 T D R O e rron
W UNDERGROUND W LOC LIMITS OF CLEARING 14. ACREAGE OF PROPOSED DISTURBANCE: 3.27+ AC DOCUMENT UNLESS INDICATED OTHERWISE.
WATER LINE 15. UTILITIES: GENERAL NOTES SHEET C-102
LOD LIMITS OF DISTURBANCE a. WATER SUPPLY: CITY OF NEWARK. THE CITY OF NEWARK OWNS THE WATER MAIN AND SERVICE REFERENCES PROJECT No.: DEA220023.00
UNDERGROUND CONNECTION UP TO THE SHUT OFF VALVE, LOCATED AT THE PROPERTY LINE. THE CITY OF C-201 DRAWN BY: EAC
£ E EXISTING CONDITIONS AND DEMOLITION PLAN
ELECTRIC LINE LOS LINE OF SIGHT NEWARK HAS OWNERSHIP AND MAINTENANCE RESPONSIBILITY FOR THE WATER METER. THE AND CONTACTS CHECKED BY: DMK
Lp LOW POINT WATER METER PIT OR VAULT, ON SITE WATER MAIN AND SERVICE LINES, ARE TO BE OWNED AND SITE PLAN C-301 DATE: 08/15/23
¢ UNDERGROUND 6 MAINTAINED BY THE PROPERTY OWNER. CADI.D.: CNDS -0
GAS LINE L/s LANDSCAPE b. SANITARY SEWER: CITY OF NEWARK. SUBJECT TO THE APPROVAL OF THE DELAWARE STATE REFERENGES GRADING PLAN C-401
DEPARTMENT OF NATURAL RESOURCES AND ENVIRONMENTAL CONTROL AND THE DELAWARE PROJECT:
om OVERHEAD oH MAX MAXIMUM STATE DIVISION OF PUBLIC HEALTH AND THE CITY OF NEWARK. #BOUNDARY & TOPOGRAPHIC SURVEY: UTILITY PLAN C-501 '
WIRE MIN MINIMUM c. STORM DRAINAGE: CITY OF NEWARK PUBLIC WORKS AND WATER RESOURCES CONTROL POINT ASSOCIATES, INC. 70170 C.702 PRELIMINARY
d. STORM DRAINAGE SYSTEM, STORMWATER MANAGEMENT FACILITIES, ETC.) SHALL BE PRIVATELY wxggEEEHE@‘O‘;‘; BLVD., SUITE 100 LANDSCAPE PLAN
7 UNDERGROUND T MH MANHOLE OWNED AND MAINTAINED. DRAINAGE FACILITIES SHALL BE IN ACCORDANCE WITH THE NEW ~ DATED: 10158/22 DETAIL SHEET C.901 7O G902 MINOR LAND
TELEPHONE LINE CASTLE COUNTY DRAINAGE CODE AND THE DELAWARE SEDIMENT AND STORMWATER ' - 05- .
JOB # /SURVEY JOB #: 05-220315-00 DEVELOPMENT
MJ MECHANICAL JOINT MANAGEMENT REGULATIONS DATED FEBRUARY 2019 OR AS LATER AMENDED, INCLUDING THE )\ ELEVATIONS: NAVD 1988
c UNDERGROUND ¢ oc ON CENTER CITY OF NEWARK. I '
CABLE LINE e. ELECTRIC: CITY OF NEWARK. SUBJECT TO THE CITY'S APPROVAL. ¢ ARCHITECTURAL PLAN: P’F-(‘)qRN
PA POINT OF ANALYSIS 16. OWNER OF RECORD: DESIGN RWL, LLC.
__________ SO | DAVE CANTERA DESIGNRWL LG CERTIFICATION OF OWNERSHIP
—————————— SEWER PC POINT OF CURVATURE 896 TRUST, LLC DATED: 07/11/223
B COINT OF COMPOUND ADDRESS:2301 N. DUPONT HIGHWAY NEW CASTLE DE, 19720 I, DAVE CANTERA, CERTIFY THAT: | AM THE OWNER OF THE PROPERTY WHICH IS SUBJECT OF THIS PLAN,
SANITARY S PCCR CURVATURE. CURB RETURN PHONE:(302) 383-9705 ARCHITECTURAL PLAN: THE LAND USE ACTION PROPOSED BY THIS PLAN IS MADE AT MY DIRECTION, AND ALL LAND CLEARING,
SEWER MAIN ; 17.  MONUMENTATION: ¢ - CONSTRUCTION AND DEVELOPMENT SHALL BE DONE PURSUANT TO THE APPROVED PLAN AND THAT
o POINT OF INTERSECTION D. EXISTING: 5 2%55'4‘3'; C;';‘ngz RESPONSIBLE PERSONNEL (I.E. BLUE CARD HOLDER) INVOLVED IN THE LAND DISTURBANCE WILL HAVE A
201 HYDRANT 208 E. PROPOSED: 0 i 5)3/123/2072‘37 7 CERTIFICATION OF TRAINING COURSE FOR THE CONTROL OF EROSION AND SEDIMENT DURING STORE NO. 1436
POG POINT OF GRADE 18. FIRE HYDRANTS: ' CONSTRUCTION. IN ADDITION, | GRANT THE DNREC SEDIMENT AND STORMWATER PROGRAM AND THE CITY
A. EXISTING: 1 OF NEWARK THE RIGHT TO CONDUCT ON-SITE REVIEWS, AND | UNDERSTAND MY RESPONSIBILITIES UNDER PROPOSED
@ SANITARY PROP PROPOSED B. PROPOSED: 0 ¢ARCHITECTURAL PLAN: THE NPDES CONSTRUCTION GENERAL PERMIT, AS REFERENCED ON THIS COVER SHEET.
MANHOLE T POINT OF TANGENGY 19. NO DEBRIS SHALL BE BURIED ON-SITE. REFUSE COLLECTION WILL BE HANDLED PRIVATELY. McGEE CORPORATION DEVELOPMENT
STORM RN 20. ALL FIRE LANES, FIRE HYDRANTS, FIRE DEPARTMENT CONNECTIONS, SPRINKLERS, STANDPIPE PHONE: (704) 893-3744
@ MANHOLE ! ) POINT OF TANGENCY, CONNECTIONS, AND FIRE EXITS SHALL BE MARKED AND/OR PROTECTED IN ACCORDANCE WITH THE DAVE CANTERA DATE 1110 S. COLLEGE AVE.
N PTCR CURB RETURN DELAWARE STATE FIRE REGULATIONS. GOVERNING AGENCIES 2301 N. DUPONT HIGHWAY CITY OF NEWARK, DE 19713
WM 21. ALL COMMON FACILITIES INCLUDING, BUT NOT LIMITED TO, PAVED AREAS, SIDEWALKS, CURBING, +CITY OF NEWARK NEW CASTLE DELAWARE, 19720 NEW CASTLE COUNTY
® XAVEAIES » PVC POLYVINYL CHLORIDE PIPE LANDSCAPING, PUBLIC OPEN SPACE, AND/OR DRAINAGE FACILITIES SHALL BE KEPT IN GOOD REPAIR 220 SOUTH MAIN STREET TM: 18.046.00-024
AND MAINTAINED IN A SAFE SANITARY CONDITION. NEWARK, DE 19711 - 10-U40.U0-
W PVI PO OF VERTICAL 22. ALL PUBLIC UTILITIES INCLUDING, BUT NOT LIMITED TO, ELECTRIC, GAS, AND TELEPHONE SHALL BE PHONE: (435) 366-7000 CERTIFICATION OF EQUITABLE OWNERSHIP
X WATER [ ) PLACED UNDERGROUND WITHIN THE SUBDIVISION AND LAND DEVELOPMENT. SUCH UTILITIES SHALL LOCATION MAP +DELDOT
VALVE PVT POINT OF VERTICAL TANGENCY BE INSTALLED IN STRICT ACCORDANCE WITH THE PREVAILING STANDARDS AND PRACTICES OF THE . . === I, JASON BELT, CERTIFY THAT: | AM THE EQUITABLE OWNER OF THE PROPERTY WHICH IS SUBJECT OF THIS
UTILITY OR OTHER COMPANY PROVIDING SERVICE, EXCEPT WHERE IT IS DEMONSTRATED TO THE SCALE:1" =800 800 S BAY RD PLAN, THE LAND USE ACTION PROPOSED BY THIS PLAN IS MADE AT MY DIRECTION, AND ALL LAND
O GAS O R RADIUS SATISFACTION OF THE CITY OF NEWARK THAT UNDERGROUND INSTALLATIONS ARE NOT FEASIBLE PLAN REFERENCE: Do (D?’%;)gfgg_zoso CLEARING, CONSTRUCTION AND DEVELOPMENT SHALL BE DONE PURSUANT TO THE APPROVED PLAN AND
VALVE Sy REINFORCED CONCRETE PIPE BECAUSE OF PHYSICAL CONDITIONS OF THE LAND. : THAT RESPONSIBLE PERSONNEL (I.E. BLUE CARD HOLDER) INVOLVED IN THE LAND DISTURBANCE WILL
23. ACCORDING TO THE FEDERAL EMERGENCY MANAGEMENT AGENCY FLOOD INSURANCE RATE MAP NO. Copyright: 2023 +DNREC HAVE A CERTIFICATION OF TRAINING COURSE FOR THE CONTROL OF EROSION AND SEDIMENT DURING
X GAS X RETWALL | RETAINING WALL 10003C0130K, EFFECTIVE DATE 1/22/2020, THIS SITE FALLS WITHIN ZONE AE Nearmap, HERE 285 BEISER BLVD CONSTRUCTION. IN ADDITION, | GRANT THE DNREC SEDIMENT AND STORMWATER PROGRAM AND THE CITY 18958 COASTAL HWY. SUITE D
METER 24. ACCORDING TO THE FEDERAL EMERGENCY MANAGEMENT AGENCY FLOOD INSURANCE RATE MAP NO. OWNER DEVELOPER/APPLICANT SUITE 102 OF NEWARK THE RIGHT TO CONDUCT ON-SITE REVIEWS, AND | UNDERSTAND MY RESPONSIBILITIES UNDER REHOBOTH BEACH bE 19971
TYPICAL END RW RIGHT OF WAY 10003C0140K, EFFECTIVE DATE 1/22/2020, THIS SITE FALLS WITHIN ZONE AE. DOVER, DE 19904 THE NPDES CONSTRUCTION GENERAL PERMIT, AS REFERENCED ON THIS COVER SHEET. Bh 302) 64,4 1155
— —/ 25. WETLANDS LOCATED OUTSIDE OF PROPOSED IMPROVEMENTS. WETLANDS INCLUDED IN DELDOT CIP DAVE CANTERA PHONE: (302) 739-9921 one: -
SECTION S SLOPE PROJECT TO BE IMPROVED BY DELDOT. ys0q BOBTRUST.LIC EQUITABLE OWNER +FEMA/LOMR Fax: (302) 703-3173
HEADWALL OR SAN SANITARY SEWER NEW CASTLE DELAWARE, 19720 DASH IN FOOR STORES, INC CLEARINGHOUSE JASON BELT DATE BohlerEngineering.com
m R PHONE: 302-383-9705 102 CENTENNIAL STREET 3601 EISENHOWER AVENUE 102 CENTENNIAL STREET
ENDWALL SF SQUARE FEET BULK REQUIREMENTS: ORDINANCE SECTION ALLOWED/REQUIRED PROVIDED ' c IcSﬁJ TPALéys\J R/IS% %\logzltzels_ T SUITE 500 LA PLATA. MD 20460
.9 ALEXANDRIA, VA 22304-6426
GRATE STA STATION . 154,638+ SF PHONE: 240-320-6448 NDRIA, VA
SRATE A. LOT AREA 32-19(b)(3)(a) 24,000 S.F. 3,55+ AC (TOTAL) PHONE: (877) 336-2627
- ST™M STORM B. MIN. BUILDING SETBACK SFIREMARSHAL =~ CERTIFICATION OF PLAN ACCURACY - ENGINEER
INLET ©5 SW SIDEWALK FRONT SETBACK 32-19(a)(2)(a) 35 4.3 220 SOUTH MAIN STREET
P RE PARE D BY NEWARK, DE 19702-2426 I, DAVID M. KUKLISH, P.E., HEREBY CERTIFY THAT THIS PLAN HAS BEEN PREPARED UNDER MY SUPERVISION
TBA TO BE ABANDONED PHONE: (302) 366-7000 AND TO THE BEST OF MY KNOWLEDGE COMPLIES WITH THE APPLICABLE STATE AND LOCAL REGULATIONS
CLEAN (302)
o o o TBR 70 BE REMOVED REAR SETBACK 32-19(D)(6) 10’ 88.7" AND ORDINANCES.
UTILITIES M - y N
C. PARKING REQUIREMENTS i - - PBROFESSIONAL ENGINERR: ~
TERL TO BE RELOCATED ¢ SANITARY SEWER ?% JELAWARE LICENSE No, 14522’5/3:
1 PER 200 SF OF FLOOR AREA 08/15/2023 ) : G2 L
CITY OF NEWARK T ANARY: gg LICENSE %% 224§ $
BV TO BE VACATED USED OR DESIGNED FOR SALES 32-45 (Table: 1) 28 SP. 45 SP. 590 SOUTH MAINSTREET DAVID M. KUKLISH, P.E. DATE » VIRONIA LT ENARN PO ,.20@%1 R
., 08/15/23"" R
D TELEPHONE ©) TC TOP OF CURB ON GROUND FLOOR NEWARK, DE 19711 BOHLER ., S/ONA L W2
MANHOLE 1 PER 1 EMPLOYEE 32-45(Table 1) +12 SP PHONE: (302) 366-7000 18958 COASTAL HWY, SUITE D ‘, FELAN
TELE TELEPHONE (12 EMPLOYEES ANTICIPATED) Tesr. WATER REHOBOTH BEACH, DE 19971
45 SP (EXCLUDES . PHONE: (302) 644-1155 SHEET TITLE:
e TPF TREE PROTECTION FENCE TOTAL 40 SP. VAC SPACES) CITY OF NEWARK
3 ADA SPACES WHEN TOTAL 3 (INCL. 2 VAN 220 SOUTH MAIN STREET CITY OF NEWARK APPROVAL
TW TOP OF WALL _ PER ADA GUIDELINES 3S.P NEWARK, DE 19711
ELECTRIC PARKING = 51-75 5000 SF OF ACCESSIBLE) PHONE: (302) 366-7000 c o VE R
PEDESTAL TYP TYPICAL s :
LOADING SPACES 32-46(a)(1) C-STORE FLOOR 0 APPROVED BY
UG UNDERGROUND AREA =0
PUBLIC WORKS DIRECTOR FOR CITY OF NEWARK DATE H EET
2-47(i f ' ' ' - * THE ABOVE REFERENCED DOCUMENTS ARE s
uP UTILITY POLE D. MIN. PARKING SPACE DIMENSIONS 32-47(i) 9'X18 10' X 20 CONTACT CO RY Tl ESTE N R D D A ecE
MONITORING 1 SPACE PER 5 OFF PLANS, HOWEVER, BOHLER ENGINEERING DOES NOT
D D w WIDE E. BICYCLE REQUIREMENTS 27-APPENDIX Il (h)(1)  STREET PARKING 10 SPACES CERTIFY THE ACCURACY OF THE WORK REFERENCED APPROVED BY:
WELL WL WATER LINE SPACES = 9 SPACES OR DERIVED FROM THESE DOCUMENTS, BY OTHERS.
SHEET NUMBER:
TEST E;L e ATER METER F. MAX. LOT COVERAGE 32-19(d)(2) 100% 42.9% CITY MANAGER FOR CITY OF NEWARK DATE
PIT G. MIN. LOT WIDTH 32-19(b)(1)(c) 140' 543' SRR C - 1 O 1
N * PLUS OR MINUS H. MAX. BUILDING HEIGHT 32-19(d)(4) 3 STORIES OR 35' 18TORY IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO REVIEW ALL OF THE DRAWINGS AND SPECIFICATIONS ASSOCIATED WITH THIS PROJECT APPROVED BY:
& BENCHMARK ~d BUILDING, 25'+ WORK SCOPE PRIOR TO THE INITIATION OF CONSTRUCTION. SHOULD THE CONTRACTOR FIND A CONFLICT WITH THE DOCUMENTS RELATIVE TO
° DEGREE THE SPECIFICATIONS OR APPLICABLE CODES, IT IS THE CONTRACTOR'S RESPONSIBILITY TO NOTIFY THE PROJECT ENGINEER OF RECORD IN
WRITING PRIOR TO THE START OF CONSTRUCTION. FAILURE BY THE CONTRACTOR TO NOTIFY THE PROJECT ENGINEER SHALL CONSTITUTE CITY SECRETARY FOR CITY OF NEWARK DATE
0] DIAMETER ACCEPTANCE OF FULL RESPONSIBILITY BY THE CONTRACTOR TO COMPLETE THE SCOPE OF THE WORK AS DEFINED BY THE DRAWINGS AND IN
BORING 4 NUMBER FULL CONFORMANCE WITH LOCAL REGULATIONS AND CODES ORG DATE _ 08/1 5/23
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THESE PLANS ARE SOLELY BASED ON INFORMATION THE OWNER AND OTHERS PROVIDED TO BOHLER ENGINEERING, VA, LLC

(HEREIN “BOHLER”) PRIOR TO THE DATE ON WHICH THE PROFESSIONAL OF RECORD AND BOHLER PREPARED THESE PLANS. THE CONTRACTOR MUST
FIELD VERIFY ALL EXISTING CONDITIONS AND IMMEDIATELY NOTIFY BOHLER , IN WRITING, IF ANY ACTUAL SITE CONDITIONS DIFFER FROM THOSE
SHOWN ON THESE PLANS, OR IF THE PROPOSED WORK CONFLICTS WITH ANY OTHER SITE FEATURES.

THE CONTRACTOR MUST STRICTLY COMPLY WITH THESE NOTES AND ALL SPECIFICATIONS/REPORTS CONTAINED HEREIN. THE CONTRACTOR MUST
ENSURE THAT ALL SUBCONTRACTORS FULLY AND COMPLETELY CONFORM TO AND COMPLY WITH THESE REQUIREMENTS, THESE NOTES, AND THE
REQUIREMENTS ARTICULATED IN THE NOTES CONTAINED IN ALL THE OTHER DRAWINGS THAT COMPRISE THE PLAN SET OF DRAWINGS. ADDITIONAL
NOTES AND SPECIFIC PLAN NOTES MAY BE FOUND ON THE INDIVIDUAL PLANS. THESE GENERAL NOTES APPLY TO THIS ENTIRE DOCUMENT PACKAGE.
IT IS THE CONTRACTOR'S RESPONSIBILITY TO REVIEW ALL CONSTRUCTION CONTRACT DOCUMENTS INCLUDING, BUT NOT LIMITED TO, ALL OF THE
DRAWINGS AND SPECIFICATIONS ASSOCIATED WITH THE PROJECT WORK SCOPE, PRIOR TO THE INITIATION AND COMMENCEMENT OF
CONSTRUCTION.

PRIOR TO THE COMMENCEMENT OF CONSTRUCTION, THE CONTRACTOR MUST CONFIRM WITH THE PROFESSIONAL OF RECORD AND BOHLER THAT
THE LATEST EDITION OF THE DOCUMENTS AND/OR REPORTS REFERENCED WITHIN THE PLAN REFERENCES ARE BEING USED FOR CONSTRUCTION.
THIS IS THE CONTRACTOR'S SOLE AND COMPLETE RESPONSIBILITY.

PRIOR TO THE COMMENCEMENT OF CONSTRUCTION, THE CONTRACTOR MUST ENSURE THAT ALL REQUIRED PERMITS AND APPROVALS HAVE BEEN
OBTAINED. NO CONSTRUCTION OR FABRICATION IS TO BEGIN UNTIL THE CONTRACTOR HAS RECEIVED AND THOROUGHLY REVIEWED THE
CONDITIONS OF APPROVAL TO ALL PLANS AND OTHER DOCUMENTS REVIEWED AND APPROVED BY THE PERMITTING AUTHORITIES AND HAS ALSO
CONFIRMED THAT ALL NECESSARY AND REQUIRED PERMITS HAVE BEEN OBTAINED. THE CONTRACTOR MUST HAVE COPIES OF ALL PERMITS AND
APPROVALS ON SITE AT ALL TIMES.

THE CONTRACTOR MUST ENSURE THAT ALL WORK IS PERFORMED IN ACCORDANCE WITH THESE PLANS, SPECIFICATIONS/REPORTS AND
CONDITIONS OF APPROVAL, AND ALL APPLICABLE REQUIREMENTS, RULES, REGULATIONS, STATUTORY REQUIREMENTS, CODES, LAWS AND
STANDARDS OF ALL GOVERNMENTAL ENTITIES WITH JURISDICTION OVER THIS PROJECT, AND ALL PROVISIONS IN AND CONDITIONS OF THE
CONSTRUCTION CONTRACT WITH THE OWNER/DEVELOPER INCLUDING ALL EXHIBITS, ATTACHMENTS AND ADDENDA TO SAME.

PRIOR TO THE COMMENCEMENT OF CONSTRUCTION, THE CONTRACTOR MUST COORDINATE THE BUILDING LAYOUT BY CAREFULLY REVIEWING THE
MOST CURRENT ARCHITECTURAL, CIVIL AND STRUCTURAL CONSTRUCTION DOCUMENTS (INCLUDING, BUT NOT LIMITED TO, MECHANICAL,
ELECTRICAL, PLUMBING AND FIRE SUPPRESSION PLANS, WHERE APPLICABLE). THE CONTRACTOR MUST IMMEDIATELY NOTIFY THE OWNER,
ARCHITECT AND PROFESSIONAL OF RECORD AND BOHLER, IN WRITING, OF ANY CONFLICTS, DISCREPANCIES OR AMBIGUITIES WHICH EXIST
BETWEEN THESE PLANS AND ANY OTHER PLANS THAT COMPRISE THE CONSTRUCTION DOCUMENTS.

CONTRACTOR MUST REFER TO AND ENSURE COMPLIANCE WITH THE APPROVED ARCHITECTURAL/BUILDING PLANS OF RECORD FOR EXACT
LOCATIONS AND DIMENSIONS OF ENTRY/EXIT POINTS, ELEVATIONS, PRECISE BUILDING DIMENSIONS, AND EXACT BUILDING UTILITY LOCATIONS.

THE CONTRACTOR MUST FIELD VERIFY ALL DIMENSIONS AND MEASUREMENTS SHOWN ON THESE PLANS, PRIOR TO THE COMMENCEMENT OF
CONSTRUCTION. THE CONTRACTOR MUST IMMEDIATELY NOTIFY THE PROFESSIONAL OF RECORD AND BOHLER, IN WRITING, IF ANY CONFLICTS,
DISCREPANCIES, OR AMBIGUITIES EXIST PRIOR TO PROCEEDING WITH CONSTRUCTION. NO EXTRA COMPENSATION WILL BE PAID TO THE
CONTRACTOR FOR WORK WHICH HAS TO BE RE-DONE OR REPAIRED DUE TO DIMENSIONS, MEASUREMENTS OR GRADES SHOWN INCORRECTLY ON
THESE PLANS PRIOR TO BOTH (A) THE CONTRACTOR GIVING THE PROFESSIONAL OF RECORD AND BOHLER WRITTEN NOTIFICATION OF SAME AND (B)
PROFESSIONAL OF RECORD AND BOHLER, THEREAFTER, PROVIDING THE CONTRACTOR WITH WRITTEN AUTHORIZATION TO PROCEED WITH SUCH
ADDITIONAL WORK.

THE CONTRACTOR MUST VERIFY ALL DIMENSIONS AND MEASUREMENTS INCLUDED ON DESIGN DOCUMENTS HEREIN AND MUST NOT SCALE OFF THE
DRAWINGS DUE TO POTENTIAL PRINTING INACCURACIES. ALL DIMENSIONS AND MEASUREMENTS ARE TO BE CHECKED AND CONFIRMED BY THE
GENERAL CONTRACTOR PRIOR TO PREPARATION OF SHOP DRAWINGS, FABRICATION/ORDERING OF PARTS AND MATERIALS AND COMMENCEMENT
OF SITE WORK. SITE PLAN DRAWINGS ARE NOT INTENDED AS SURVEY DOCUMENTS. DIMENSIONS SUPERSEDE GRAPHICAL REPRESENTATIONS. THE
CONTRACTOR MUST MAKE CONTRACTOR'S OWN MEASUREMENTS FOR LAYOUT OF IMPROVEMENTS.

THE OWNER AND CONTRACTOR MUST BE FAMILIAR WITH AND RESPONSIBLE FOR THE PROCUREMENT OF ANY AND ALL CERTIFICATIONS REQUIRED
FOR THE ISSUANCE OF A CERTIFICATE OF OCCUPANCY.

WHEN INCLUDED AS ONE OF THE REFERENCED DOCUMENTS, THE GEOTECHNICAL REPORT, SPECIFICATIONS AND RECOMMENDATIONS SET FORTH
THEREIN ARE A PART OF THE REQUIRED CONSTRUCTION DOCUMENTS AND, IN CASE OF CONFLICT, DISCREPANCY OR AMBIGUITY, THE MORE
STRINGENT REQUIREMENTS AND/OR RECOMMENDATIONS CONTAINED IN: (A) THE PLANS; AND (B) THE GEOTECHNICAL REPORT AND
RECOMMENDATIONS, MUST TAKE PRECEDENCE UNLESS SPECIFICALLY NOTED OTHERWISE ON THE PLANS. THE CONTRACTOR MUST NOTIFY THE
PROFESSIONAL OF RECORD AND BOHLER, IN WRITING, OF ANY SUCH CONFLICT, DISCREPANCY OR AMBIGUITY BETWEEN THE GEOTECHNICAL
REPORT AND PLANS AND SPECIFICATIONS, PRIOR TO PROCEEDING WITH ANY FURTHER WORK. IF A GEOTECHNICAL REPORT WAS NOT CREATED,
THEN THE CONTRACTOR MUST FOLLOW AND COMPLY WITH ALL OF THE REQUIREMENTS OF ANY AND ALL MUNICIPAL, COUNTY, STATE, AND FEDERAL
LAWS AND APPLICABLE SPECIFICATIONS WHICH HAVE JURISDICTION OVER THIS PROJECT.

THE PROFESSIONAL OF RECORD AND BOHLER ARE NEITHER LIABLE NOR RESPONSIBLE FOR ANY SUBSURFACE CONDITIONS AND FURTHER, HAS NO
LIABILITY FOR ANY HAZARDOUS MATERIALS, HAZARDOUS SUBSTANCES, OR POLLUTANTS ON, ABOUT OR UNDER THE PROPERTY.

THE CONTRACTOR IS RESPONSIBLE FOR IDENTIFYING WHEN AND WHERE SHORING IS REQUIRED AND FOR INSTALLING ALL SHORING REQUIRED
DURING EXCAVATION (TO BE PERFORMED IN ACCORDANCE WITH CURRENT OSHA STANDARDS) AND ANY ADDITIONAL PRECAUTIONS TO BE TAKEN TO
ASSURE THE STABILITY OF ADJACENT, NEARBY AND CONTIGUOUS STRUCTURES AND PROPERTIES. ALL OF THIS WORK IS TO BE PERFORMED AT
CONTRACTOR'S SOLE COST AND EXPENSE.

THE CONTRACTOR MUST EXERCISE EXTREME CAUTION WHEN PERFORMING ANY WORK ACTIVITIES ADJACENT TO PAVEMENT, STRUCTURES, ETC.
WHICH ARE TO REMAIN EITHER FOR AN INITIAL PHASE OF THE PROJECT OR AS PART OF THE FINAL CONDITION. THE CONTRACTOR IS RESPONSIBLE
FOR TAKING ALL APPROPRIATE MEASURES REQUIRED TO ENSURE THE STRUCTURAL STABILITY OF SIDEWALKS AND PAVEMENT, UTILITIES,
BUILDINGS, AND INFRASTRUCTURE WHICH ARE TO REMAIN, AND TO PROVIDE A SAFE WORK AREA FOR THIRD PARTIES, PEDESTRIANS AND ANYONE
INVOLVED WITH THE PROJECT.

DEBRIS MUST NOT BE BURIED ON THE SUBJECT SITE. ALL DEMOLITION AND CONSTRUCTION WASTES, UNSUITABLE EXCAVATED MATERIAL, EXCESS
SOIL AND DEBRIS (SOLID WASTE) MUST BE DISPOSED OF IN ACCORDANCE WITH THE REQUIREMENTS OF ANY AND ALL MUNICIPAL, COUNTY, STATE,
AND FEDERAL LAWS AND APPLICABLE CODES WHICH HAVE JURISDICTION OVER THIS PROJECT OR OVER THE CONTRACTOR.

IT IS THE CONTRACTOR'S SOLE RESPONSIBILITY TO MAINTAIN RECORDS TO DEMONSTRATE PROPER AND FULLY COMPLIANT DISPOSAL ACTIVITIES,
TO BE PROMPTLY PROVIDED TO THE OWNER UPON REQUEST.

THE CONTRACTOR MUST REPAIR, AT CONTRACTOR'S SOLE COST, ALL DAMAGE DONE TO ANY NEW OR EXISTING CONSTRUCTION OR PROPERTY
DURING THE COURSE OF CONSTRUCTION, INCLUDING BUT NOT LIMITED TO DRAINAGE, UTILITIES, PAVEMENT, STRIPING, CURB, ETC. AND MUST BEAR
ALL COSTS ASSOCIATED WITH SAME TO INCLUDE, BUT NOT BE LIMITED TO, REDESIGN, RE-SURVEY, RE-PERMITTING AND CONSTRUCTION. THE
CONTRACTOR IS RESPONSIBLE FOR AND MUST REPLACE ALL SIGNAL INTERCONNECTION CABLE, WIRING CONDUITS, AND ANY UNDERGROUND
ACCESSORY EQUIPMENT DAMAGED DURING CONSTRUCTION AND MUST BEAR ALL COSTS ASSOCIATED WITH SAME. THE REPAIR OF ANY SUCH NEW
OR EXISTING CONSTRUCTION OR PROPERTY MUST RESTORE SUCH CONSTRUCTION OR PROPERTY TO A CONDITION EQUIVALENT TO OR BETTER
THAN THE CONDITIONS PRIOR TO COMMENCEMENT OF THE CONSTRUCTION, AND IN CONFORMANCE WITH APPLICABLE CODES, LAWS, RULES,
REGULATIONS, STATUTORY REQUIREMENTS AND STATUTES. THE CONTRACTOR MUST BEAR ALL COSTS ASSOCIATED WITH SAME. THE CONTRACTOR
MUST, PROMPTLY, DOCUMENT ALL EXISTING DAMAGE AND NOTIFY, IN WRITING, THE OWNER AND THE CONSTRUCTION MANAGER PRIOR TO THE
START OF CONSTRUCTION.

THE PROFESSIONAL OF RECORD AND BOHLER ARE NOT RESPONSIBLE FOR AND HAVE NO CONTRACTUAL, LEGAL OR OTHER RESPONSIBILITIES FOR
JOB SITE SAFETY JOB SITE SUPERVISION, OR ANYTHING RELATED TO SAME. THE PROFESSIONAL OF RECORD AND BOHLER HAVE NOT BEEN
RETAINED TO PERFORM OR TO BE RESPONSIBLE FOR JOB SITE SAFETY, SAME BEING WHOLLY OUTSIDE OF THE PROFESSIONAL OF RECORD'S AND
BOHLER SERVICES AS RELATED TO THE PROJECT. THE PROFESSIONAL OF RECORD AND BOHLER ARE NOT RESPONSIBLE TO IDENTIFY OR REPORT
ANY JOB SITE SAFETY ISSUES OR ANY JOB SITE CONDITIONS, AT ANY TIME.

THE CONTRACTOR MUST IMMEDIATELY IDENTIFY IN WRITING, TO THE PROFESSIONAL OF RECORD AND BOHLER, ANY DISCREPANCIES THAT MAY OR
COULD AFFECT THE PUBLIC SAFETY, HEALTH OR GENERAL WELFARE, OR PROJECT COST. IF THE CONTRACTOR PROCEEDS WITH CONSTRUCTION
WITHOUT PROVIDING PROPER WRITTEN NOTIFICATION AS DESCRIBED ABOVE, IT WILL BE AT THE CONTRACTOR'S OWN RISK AND, FURTHER, THE
CONTRACTOR MUST INDEMNIFY, DEFEND AND HOLD HARMLESS THE PROFESSIONAL OF RECORD AND BOHLER FOR ANY AND ALL DAMAGES, COSTS,
INJURIES, ATTORNEY'S FEES AND THE LIKE WHICH RESULT FROM OR ARE IN ANY WAY RELATED TO SAME INCLUDING, BUT NOT LIMITED TO, ANY
THIRD PARTY AND FIRST PARTY CLAIMS.

THE PROFESSIONAL OF RECORD AND BOHLER ARE NOT RESPONSIBLE FOR ANY INJURY OR DAMAGES RESULTING FROM THE CONTRACTOR'S
FAILURE TO BUILD OR CONSTRUCT IN STRICT ACCORDANCE WITH THE APPROVED PLANS, AND CURRENT CODES, RULES, STATUTES AND THE LIKE. IF
THE CONTRACTOR AND/OR OWNER FAIL TO BUILD OR CONSTRUCT IN STRICT ACCORDANCE WITH APPROVED PLANS, RULES, STATUTES, CODES AND
THE LIKE, THE CONTRACTOR AND/OR OWNER AGREE TO AND MUST JOINTLY, INDEPENDENTLY, SEPARATELY, AND SEVERALLY INDEMNIFY AND HOLD
THE PROFESSIONAL OF RECORD AND BOHLER HARMLESS FOR AND FROM ALL INJURIES, CLAIMS AND DAMAGES THAT THE PROFESSIONAL OF
RECORD AND BOHLER SUFFER AND ANY AND ALL COSTS THAT THE PROFESSIONAL OF RECORD AND BOHLER INCUR AS RELATED TO SAME.

ALL CONTRACTORS MUST CARRY AT LEAST THE MINIMUM AMOUNT OF THE SPECIFIED AND COMMERCIALLY REASONABLE STATUTORY WORKER'S
COMPENSATION INSURANCE, EMPLOYER'S LIABILITY INSURANCE AND COMMERCIAL GENERAL LIABILITY INSURANCE (CGL) INCLUDING ALSO ALL
UMBRELLA COVERAGES. ALL CONTRACTORS MUST HAVE THEIR CGL POLICIES ENDORSED TO NAME BOHLER , AND ITS PAST, PRESENT AND FUTURE
OWNERS, OFFICERS, DIRECTORS, PARTNERS, SHAREHOLDERS, MEMBERS, PRINCIPALS, COMMISSIONERS, AGENTS, SERVANTS, EMPLOYEES,
AFFILIATES, SUBSIDIARIES, AND RELATED ENTITIES, AND ITS SUBCONTRACTORS AND SUBCONSULTANTS AS ADDITIONAL NAMED INSUREDS AND TO
PROVIDE CONTRACTUAL LIABILITY COVERAGE SUFFICIENT TO INSURE (DEFEND, IF APPLICABLE) AND HOLD HARMLESS AND INDEMNITY OBLIGATIONS
ASSUMED AND AGREED TO BY THE CONTRACTOR HEREIN. ALL CONTRACTORS MUST FURNISH BOHLER WITH CERTIFICATIONS OF INSURANCE OR
CERTIFICATES OF INSURANCE AS EVIDENCE OF THE REQUIRED INSURANCE COVERAGES PRIOR TO COMMENCING ANY WORK AND UPON RENEWAL
OF EACH POLICY DURING THE ENTIRE PERIOD OF CONSTRUCTION AND FOR TWO YEARS AFTER THE COMPLETION OF CONSTRUCTION AND AFTER
ALL PERMITS ARE ISSUED, WHICHEVER DATE IS LATER. IN ADDITION, ALL CONTRACTORS AGREE THAT THEY WILL, TO THE FULLEST EXTENT
PERMITTED UNDER THE LAW, INDEMNIFY, DEFEND AND HOLD HARMLESS BOHLER AND ITS PAST, PRESENT AND FUTURE OWNERS, OFFICERS,
DIRECTORS, PARTNERS, SHAREHOLDERS, MEMBERS, PRINCIPALS, COMMISSIONERS, AGENTS, SERVANTS, EMPLOYEES, AFFILIATES, SUBSIDIARIES,
AND RELATED ENTITIES, AND ITS SUBCONTRACTORS AND SUBCONSULTANTS FROM AND AGAINST ANY DAMAGES, INJURIES, CLAIMS, ACTIONS,
PENALTIES, EXPENSES, PUNITIVE DAMAGES, TORT DAMAGES, STATUTORY CLAIMS, STATUTORY CAUSES OF ACTION, LOSSES, CAUSES OF ACTION,
LIABILITIES OR COSTS, INCLUDING, BUT NOT LIMITED TO, REASONABLE ATTORNEYS' FEES AND DEFENSE COSTS, ARISING OUT OF OR IN ANY WAY
CONNECTED WITH OR TO THE PROJECT, INCLUDING ALL CLAIMS BY EMPLOYEES OF THE CONTRACTOR(S), ALL CLAIMS BY THIRD PARTIES AND ALL
CLAIMS RELATED TO THE PROJECT. THE CONTRACTOR MUST NOTIFY THE PROFESSIONAL OF RECORD, IN WRITING, AT LEAST THIRTY (30) DAYS
PRIOR TO ANY TERMINATION, SUSPENSION OR CHANGE OF ITS INSURANCE HEREUNDER.

THE PROFESSIONAL OF RECORD AND BOHLER ARE NOT RESPONSIBLE FOR CONSTRUCTION METHODS, MEANS, TECHNIQUES OR PROCEDURES,
GENERALLY OR FOR THE CONSTRUCTION MEANS, METHODS, TECHNIQUES OR PROCEDURES FOR COMPLETION OF THE WORK DEPICTED BOTH ON
THESE PLANS, AND FOR ANY CONFLICTS IN SCOPE AND REVISIONS THAT RESULT FROM SAME. THE CONTRACTOR IS FULLY AND SOLELY
RESPONSIBLE FOR DETERMINING THE MEANS AND METHODS FOR COMPLETION OF THE WORK, PRIOR TO THE COMMENCEMENT OF CONSTRUCTION.
NEITHER THE PROFESSIONAL ACTIVITIES OF BOHLER, NOR THE PRESENCE OF BOHLER AND/OR ITS PAST, PRESENT AND FUTURE OWNERS,
OFFICERS, DIRECTORS, PARTNERS, SHAREHOLDERS, MEMBERS, PRINCIPALS, COMMISSIONERS, AGENTS, SERVANTS, EMPLOYEES, AFFILIATES,
SUBSIDIARIES, AND RELATED ENTITIES, AND ITS SUBCONTRACTORS AND SUBCONSULTANTS AT A CONSTRUCTION/PROJECT SITE (HEREIN “BOHLER
PARTIES”), RELIEVES OR WILL RELIEVE THE CONTRACTOR OF AND FROM CONSTRUCTION MEANS, METHODS, SEQUENCE, TECHNIQUES OR
PROCEDURES NECESSARY FOR PERFORMING, OVERSEEING, SUPERINTENDING AND COORDINATING THE WORK IN ACCORDANCE WITH THE
CONTRACT DOCUMENTS AND COMPLIANCE WITH ALL HEALTH AND SAFETY PRECAUTIONS REQUIRED BY ANY REGULATORY AGENCIES WITH
JURISDICTION OVER THE PROJECT AND/OR PROPERTY. BOHLER PARTIES HAVE NO AUTHORITY TO EXERCISE ANY CONTROL OVER (OR ANY
RESPONSIBILITY FOR) ANY CONSTRUCTION, THE CONTRACTOR OR ITS EMPLOYEES RELATING TO THEIR WORK AND ANY AND ALL HEALTH AND
SAFETY PROGRAMS OR PROCEDURES. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR JOB SITE SAFETY. THE CONTRACTOR MUST INDEMNIFY,
DEFEND, PROTECT AND HOLD HARMLESS BOHLER PARTIES FOR AND FROM ANY LIABILITY TO BOHLER PARTIES RESULTING FROM THE
CONTRACTOR'S WORK, SERVICES AND/OR VIOLATIONS OF THIS NOTE, THESE NOTES OR ANY NOTES IN THE PLAN SET AND, FURTHER, THE
CONTRACTOR MUST NAME BOHLER AS AN ADDITIONAL INSURED UNDER THE GENERAL CONTRACTOR'S POLICIES OF GENERAL LIABILITY INSURANCE
AS DESCRIBED ABOVE.

WHEN IT IS CLEARLY AND SPECIFICALLY WITHIN BOHLER'S SCOPE OF SERVICES CONTRACT WITH THE OWNER/DEVELOPER, BOHLER WILL REVIEW OR
TAKE OTHER APPROPRIATE ACTION ON THE CONTRACTOR SUBMITTALS, SUCH AS SHOP DRAWINGS, PRODUCT DATA, SAMPLES, AND OTHER DATA,
WHICH THE CONTRACTOR IS REQUIRED TO SUBMIT, BUT ONLY FOR THE LIMITED PURPOSE OF EVALUATING CONFORMANCE WITH THE DESIGN
INTENT AND THE INFORMATION SHOWN IN THE CONSTRUCTION CONTRACT DOCUMENTS. CONSTRUCTION MEANS AND METHODS AND/OR
TECHNIQUES OR PROCEDURES, COORDINATION OF THE WORK WITH OTHER TRADES, AND CONSTRUCTION SAFETY PRECAUTIONS ARE THE SOLE
RESPONSIBILITY OF THE CONTRACTOR AND BOHLER HAS NO RESPONSIBILITY OR LIABILITY FOR SAME. BOHLER WILL PERFORM ITS SHOP DRAWING
REVIEW WITH REASONABLE PROMPTNESS, AS CONDITIONS PERMIT. ANY DOCUMENT, DOCUMENTING BOHLER'S REVIEW OF A SPECIFIC ITEM OR
LIMITED SCOPE, MUST NOT INDICATE THAT BOHLER HAS REVIEWED THE ENTIRE ASSEMBLY OF WHICH THE ITEM IS A COMPONENT. BOHLER IS NOT
RESPONSIBLE FOR ANY DEVIATIONS FROM THE CONSTRUCTION DOCUMENTS. THE CONTRACTOR MUST, IN WRITING, PROMPTLY AND IMMEDIATELY
BRING ANY DEVIATIONS FROM THE CONSTRUCTION DOCUMENTS TO BOHLER'S ATTENTION. BOHLER IS NOT REQUIRED TO REVIEW PARTIAL
SUBMISSIONS OR THOSE FOR WHICH SUBMISSIONS OF CORRELATED ITEMS HAVE NOT BEEN RECEIVED.

IF THE CONTRACTOR DEVIATES FROM THESE PLANS AND/OR SPECIFICATIONS, INCLUDING THE NOTES CONTAINED HEREIN, WITHOUT FIRST
OBTAINING THE PRIOR WRITTEN AUTHORIZATION OF THE PROFESSIONAL OF RECORD AND BOHLER FOR ALL DEVIATIONS WITHIN THE PROFESSIONAL
OF RECORD'S AND BOHLER SCOPE, THE CONTRACTOR IS SOLELY RESPONSIBLE FOR THE PAYMENT OF ALL COSTS INCURRED IN CORRECTING ANY
WORK PERFORMED WHICH DEVIATES FROM THE PLANS, ALL FINES AND/OR PENALTIES ASSESSED WITH RESPECT THERETO AND ALL
COMPENSATORY OR PUNITIVE DAMAGES RESULTING THEREFROM AND, FURTHER, MUST DEFEND, INDEMNIFY, PROTECT, AND HOLD HARMLESS THE
PROFESSIONAL OF RECORD AND BOHLER PARTIES TO THE FULLEST EXTENT PERMITTED UNDER THE LAW, FOR AND FROM ALL FEES, ATTORNEYS'
FEES, DAMAGES, COSTS, JUDGMENTS, CLAIMS, INJURIES, PENALTIES AND THE LIKE RELATED TO SAME.

THE CONTRACTOR IS RESPONSIBLE FOR A MAINTAINING AND PROTECTING THE TRAFFIC CONTROL PLAN AND ELEMENTS IN ACCORDANCE WITH
FEDERAL, STATE, AND LOCAL REQUIREMENTS, FOR ALL WORK THAT AFFECTS PUBLIC TRAVEL EITHER IN THE RIGHT OF WAY OR ON SITE. THE COST
FOR THIS ITEM MUST BE INCLUDED IN THE CONTRACTOR'S PRICE AND IS THE CONTRACTOR'S SOLE RESPONSIBILITY.

OWNER MUST MAINTAIN AND PRESERVE ALL PHYSICAL SITE FEATURES AND DESIGN FEATURES DEPICTED ON THE PLANS AND RELATED DOCUMENTS
IN STRICT ACCORDANCE WITH THE APPROVED PLAN(S) AND DESIGN; AND, FURTHER, THE PROFESSIONAL OF RECORD AND BOHLER ARE NOT
RESPONSIBLE FOR ANY FAILURE TO SO MAINTAIN OR PRESERVE SITE AND/OR DESIGN FEATURES. IF OWNER FAILS TO MAINTAIN AND/OR PRESERVE
ALL PHYSICAL SITE FEATURES AND/OR DESIGN FEATURES DEPICTED ON THE PLANS AND RELATED DOCUMENTS, OWNER AGREES TO INDEMNIFY
AND HOLD THE PROFESSIONAL OF RECORD AND BOHLER PARTIES, HARMLESS FOR ALL INJURIES, DAMAGES AND COSTS THAT THE PROFESSIONAL
OF RECORD AND BOHLER INCUR AS A RESULT OF SAID FAILURE OR FAILURE TO PRESERVE.

THE CONTRACTOR IS SOLELY RESPONSIBLE FOR ENSURING THAT ALL CONSTRUCTION ACTIVITIES AND MATERIALS COMPLY WITH AND CONFORM TO
APPLICABLE FEDERAL, STATE AND LOCAL RULES AND REGULATIONS, LAWS, ORDINANCES, AND CODES, AND ALL APPLICABLE REQUIREMENTS OF
THE OCCUPATIONAL SAFETY AND HEALTH ACT OF 1970, (29 U.S.C. 651 ET SEQ.) AS AMENDED, AND ANY MODIFICATIONS, AMENDMENTS OR REVISIONS
TO SAME.

THE CONTRACTOR MUST STRICTLY COMPLY WITH THE LATEST AND CURRENT OSHA STANDARDS AND REGULATIONS, AND/OR ANY OTHER AGENCY
WITH JURISDICTION OVER EXCAVATION AND TRENCHING PROCEDURES. THE PROFESSIONAL OF RECORD AND BOHLER HAS NO RESPONSIBILITY FOR
OR AS RELATED TO EXCAVATION AND TRENCHING PROCEDURES AND WORK.

THE CONTRACTOR AND THE OWNER MUST INSTALL ALL ELEMENTS AND COMPONENTS IN STRICT COMPLIANCE WITH AND IN ACCORDANCE WITH
MANUFACTURER'S STANDARDS AND RECOMMENDED INSTALLATION CRITERIA AND SPECIFICATIONS. IF THE CONTRACTOR AND/OR OWNER FAIL TO
DO SO, THEY AGREE TO JOINTLY, INDEPENDENTLY, SEPARATELY, COLLECTIVELY, AND SEVERALLY INDEMNIFY, DEFEND, PROTECT AND HOLD THE
PROFESSIONAL OF RECORD AND BOHLER PARTIES HARMLESS FOR ALL INJURIES AND DAMAGES THAT PROFESSIONAL OF RECORD SUFFERS AND
COSTS THAT THE PROFESSIONAL OF RECORD INCURS AS A RESULT OF SAID FAILURE.

THE CONTRACTOR IS RESPONSIBLE TO MAINTAIN AN ON-SITE STORMWATER POLLUTION PREVENTION PLAN (SWPPP) IN COMPLIANCE WITH THE
ENVIRONMENTAL PROTECTION AGENCY (EPA) REQUIREMENTS OR LOCAL GOVERNING AGENCY FOR SITES WHERE ONE (1) ACRE OR MORE IS
DISTURBED BY CONSTRUCTION ACTIVITIES (UNLESS THE LOCAL JURISDICTION REQUIRES A DIFFERENT THRESHOLD). THE CONTRACTOR MUST
ENSURE THAT ALL ACTIVITIES, INCLUDING THOSE OF ALL SUBCONTRACTORS, ARE IN COMPLIANCE WITH THE SWPPP, INCLUDING BUT NOT LIMITED
TO LOGGING ACTIVITIES (MINIMUM ONCE PER WEEK AND AFTER RAINFALL EVENTS) AND CORRECTIVE MEASURES, AS APPROPRIATE AND FURTHER,
THE CONTRACTOR IS SOLELY AND COMPLETELY RESPONSIBLE FOR FAILING TO DO SO.

AS CONTAINED IN THESE DRAWINGS AND ASSOCIATED DOCUMENTS PREPARED BY THE PROFESSIONAL OF RECORD AND BOHLER, THE USE OF THE
WORDS 'CERTIFY' OR 'CERTIFICATION' CONSTITUTE(S) AN EXPRESSION ONLY OF PROFESSIONAL OPINION REGARDING THE INFORMATION WHICH IS
THE SUBJECT OF THE PROFESSIONAL OF RECORD'S AND BOHLER KNOWLEDGE OR BELIEF AND IN ACCORDANCE WITH COMMON AND ACCEPTED
PROCEDURE CONSISTENT WITH THE APPLICABLE STANDARDS OF PRACTICE, AND DOES NOT CONSTITUTE A WARRANTY OR GUARANTEE OF ANY
NATURE OR TYPE, EITHER EXPRESSED OR IMPLIED, UNDER ANY CIRCUMSTANCES.

DEMOLITION NOTES

(Rev. 1/2023)

1.

SOIL EROSION & SEDIMENT CONTROL PLAN NOTES

THE GENERAL NOTES MUST BE INCLUDED AS PART OF THIS ENTIRE DOCUMENT PACKAGE AND ARE PART OF THE CONTRACT
DOCUMENTS. THE GENERAL NOTES ARE REFERENCED HEREIN, AND THE CONTRACTOR MUST REFER TO THEM AND FULLY
COMPLY WITH THESE NOTES, IN THEIR ENTIRETY. THE CONTRACTOR MUST BE FAMILIAR WITH AND ACKNOWLEDGE FAMILIARITY
WITH ALL OF THE GENERAL NOTES AND ALL OF THE PLANS' SPECIFIC NOTES.

THE CONTRACTOR MUST CONDUCT DEMOLITION/REMOVALS ACTIVITIES IN SUCH A MANNER AS TO ENSURE MINIMUM

INTERFERENCE WITH ROADS, STREETS, SIDEWALKS, WALKWAYS, AND ALL OTHER ADJACENT FACILITIES. THE CONTRACTOR

MUST OBTAIN ALL APPLICABLE PERMITS FROM THE APPROPRIATE GOVERNMENTAL AUTHORITY(IES) PRIOR TO THE

COMMENCEMENT OF ANY ROAD OPENING OR DEMOLITION ACTIVITIES IN OR ADJACENT TO THE RIGHT-OF-WAY.

WHEN DEMOLITION-RELATED ACTIVITIES IMPACT ROADWAYS AND/OR ROADWAY RIGHT-OF-WAY, THE CONTRACTOR MUST

PROVIDE TRAFFIC CONTROL AND GENERALLY ACCEPTED SAFE PRACTICES IN CONFORMANCE WITH THE CURRENT FEDERAL

HIGHWAY ADMINISTRATION "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES" (MUTCD), AND THE FEDERAL, STATE, AND LOCAL

REGULATIONS.

THE DEMOLITION (AND/OR REMOVALS) PLAN IS INTENDED TO PROVIDE GENERAL INFORMATION AND TO IDENTIFY ONLY

CONDITIONS REGARDING ITEMS TO BE DEMOLISHED, REMOVED, AND/OR TO REMAIN.

A. THE CONTRACTOR MUST ALSO REVIEW ALL CONSTRUCTION DOCUMENTS AND INCLUDE WITHIN THE DEMOLITION ACTIVITIES
ALL INCIDENTAL WORK NECESSARY FOR THE CONSTRUCTION OF THE NEW SITE IMPROVEMENTS.

B. THIS PLAN IS NOT INTENDED TO AND DOES NOT PROVIDE DIRECTION REGARDING THE MEANS, METHODS, SEQUENCING,
TECHNIQUES AND PROCEDURES TO BE EMPLOYED TO ACCOMPLISH THE WORK. ALL MEANS, METHODS, SEQUENCING,
TECHNIQUES AND PROCEDURES TO BE USED MUST BE IN STRICT ACCORDANCE AND CONFORMANCE WITH ALL STATE,
FEDERAL, LOCAL, AND JURISDICTIONAL REQUIREMENTS. THE CONTRACTOR MUST COMPLY WITH ALL OSHA AND OTHER
SAFETY PRECAUTIONS NECESSARY TO PROVIDE A SAFE WORK SITE FOR THE CONTRACTOR AND THE PUBLIC.

THE CONTRACTOR MUST PROVIDE ALL "METHODS AND MEANS" NECESSARY TO PREVENT MOVEMENT, SETTLEMENT, OR

COLLAPSE OF EXISTING STRUCTURES, AND ANY OTHER IMPROVEMENTS THAT ARE REMAINING ON OR OFF SITE. THE

CONTRACTOR, AT THE CONTRACTOR'S SOLE COST, MUST REPAIR ALL DAMAGE TO ALL ITEMS AND FEATURES THAT ARE TO

REMAIN. CONTRACTOR MUST USE NEW MATERIAL FOR ALL REPAIRS. CONTRACTOR'S REPAIRS MUST INCLUDE THE

RESTORATION OF ALL ITEMS AND FEATURES REPAIRED TO THEIR PRE-DEMOLITION CONDITION, OR BETTER. CONTRACTOR MUST

PERFORM ALL REPAIRS AT THE CONTRACTOR'S SOLE EXPENSE.

THE PROFESSIONAL OF RECORD AND BOHLER ARE NOT RESPONSIBLE FOR JOB SITE SAFETY OR SUPERVISION. THE

CONTRACTOR MUST PROCEED WITH THE DEMOLITION IN A SYSTEMATIC AND SAFE MANNER, COMPLYING WITH ALL OSHA

REQUIREMENTS, TO ENSURE PUBLIC AND CONTRACTOR SAFETY AND SAFETY TO ALL PROPERTY ON THE SITE OR ADJACENT OR

NEAR TO THE SAME.

THE CONTRACTOR IS RESPONSIBLE FOR JOB SITE SAFETY, WHICH MUST INCLUDE, BUT IS NOT LIMITED TO, THE INSTALLATION

AND MAINTENANCE OF BARRIERS, FENCING, OTHER APPROPRIATE AND/OR NECESSARY SAFETY FEATURES AND ITEMS

NECESSARY TO PROTECT THE PUBLIC FROM AREAS OF CONSTRUCTION AND CONSTRUCTION ACTIVITIES. THE CONTRACTOR

MUST SAFEGUARD THE SITE AS NECESSARY TO PERFORM THE DEMOLITION IN SUCH A MANNER AS TO PREVENT THE ENTRY OF

ALL UNAUTHORIZED PERSONS AT ANY TIME, TO OR NEAR THE DEMOLITION AREA.

PRIOR TO THE COMMENCEMENT OF ANY SITE ACTIVITY AND ANY DEMOLITION ACTIVITY, THE CONTRACTOR MUST, IN WRITING,

RAISE ANY QUESTIONS CONCERNING THE ACCURACY OR INTENT OF THESE PLANS AND/OR SPECIFICATIONS, ALL CONCERNS OR

QUESTIONS REGARDING THE APPLICABLE SAFETY STANDARDS, AND/OR THE SAFETY OF THE CONTRACTOR AND/OR THIRD

PARTIES IN PERFORMING THE WORK ON THIS PROJECT. ANY SUCH CONCERNS MUST BE CONVEYED TO THE PROFESSIONAL OF

RECORD AND BOHLER, IN WRITING AND MUST ADDRESS ALL ISSUES AND ITEMS RESPONDED TO, BY THE PROFESSIONAL OF

RECORD AND BY BOHLER, IN WRITING. ALL DEMOLITION ACTIVITIES MUST BE PERFORMED IN ACCORDANCE WITH THE

REQUIREMENTS OF THESE PLANS AND SPECIFICATIONS AND ALL APPLICABLE FEDERAL, STATE AND LOCAL REGULATIONS,

RULES, REQUIREMENTS, STATUTES, ORDINANCES AND CODES.

THE CONTRACTOR MUST BECOME FAMILIAR WITH THE APPLICABLE UTILITY SERVICE PROVIDER REQUIREMENTS AND IS

RESPONSIBLE FOR ALL COORDINATION REGARDING UTILITY DEMOLITION AND/OR DISCONNECTION AS IDENTIFIED OR REQUIRED

FOR THE PROJECT. THE CONTRACTOR MUST PROVIDE THE OWNER WITH WRITTEN NOTIFICATION THAT THE EXISTING UTILITIES

AND SERVICES HAVE BEEN TERMINATED, REMOVED AND/OR ABANDONED IN ACCORDANCE WITH THE JURISDICTION AND UTILITY

COMPANY REQUIREMENTS AND ALL OTHER APPLICABLE REQUIREMENTS, RULES, STATUTES, LAWS, ORDINANCES AND CODES.

PRIOR TO COMMENCING ANY DEMOLITION, THE CONTRACTOR MUST:

A. OBTAIN ALL REQUIRED PERMITS AND MAINTAIN THE SAME ON SITE FOR REVIEW BY THE PROFESSIONAL OF RECORD AND
ALL PUBLIC AGENCIES WITH JURISDICTION THROUGHOUT THE DURATION OF THE PROJECT, SITE WORK, AND DEMOLITION
WORK.

B. NOTIFY, AT A MINIMUM, THE MUNICIPAL ENGINEER, DESIGN ENGINEER, AND LOCAL SOIL CONSERVATION JURISDICTION, AT
LEAST 72 BUSINESS HOURS PRIOR TO THE COMMENCEMENT OF WORK.

C. INSTALL THE REQUIRED SOIL EROSION AND SEDIMENT CONTROL MEASURES PRIOR TO SITE DISTURBANCE, AND MAINTAIN
SAID CONTROLS UNTIL SITE IS STABILIZED

D. IN ACCORDANCE WITH STATE LAW, THE CONTRACTOR MUST CALL THE STATE ONE-CALL DAMAGE PROTECTION SYSTEM FOR
UTILITY MARK OUT, IN ADVANCE OF ANY EXCAVATION.

E. LOCATE AND PROTECT ALL UTILITIES AND SERVICES, INCLUDING BUT NOT LIMITED TO GAS, WATER, ELECTRIC, SANITARY
AND STORM SEWER, TELEPHONE, CABLE, FIBER OPTIC CABLE, ETC. WITHIN AND ADJACENT TO THE LIMITS OF PROJECT
ACTIVITIES. THE CONTRACTOR MUST USE AND COMPLY WITH THE REQUIREMENTS OF THE APPLICABLE UTILITY
NOTIFICATION SYSTEM TO LOCATE ALL UNDERGROUND UTILITIES.

F.  PROTECT AND MAINTAIN IN OPERATION, ALL ACTIVE UTILITIES AND SYSTEMS THAT ARE NOT BEING REMOVED DURING ANY
DEMOLITION ACTIVITIES.

G. ARRANGE FOR AND COORDINATE WITH THE APPLICABLE UTILITY SERVICE PROVIDER(S) FOR THE TEMPORARY OR
PERMANENT TERMINATION OF SERVICE REQUIRED BY THE PROJECT PLANS AND SPECIFICATIONS REGARDING THE
METHODS AND MEANS TO CONSTRUCT SAME. THESE ARE NOT THE PROFESSIONAL OF RECORD'S OR BOHLER
RESPONSIBILITY. IN THE EVENT OF ABANDONMENT, THE CONTRACTOR MUST PROVIDE THE UTILITY ENGINEER AND OWNER
WITH IMMEDIATE WRITTEN NOTIFICATION THAT THE EXISTING UTILITIES AND SERVICES HAVE BEEN TERMINATED AND
ABANDONED IN ACCORDANCE WITH JURISDICTIONAL AND UTILITY COMPANY REQUIREMENTS.

H.  ARRANGE FOR AND COORDINATE WITH THE APPLICABLE UTILITY SERVICE PROVIDER(S) REGARDING WORKING "OFF-PEAK"
HOURS OR ON WEEKENDS AS NECESSARY OR AS REQUIRED TO MINIMIZE THE IMPACT ON, OF, AND TO THE AFFECTED
PARTIES. WORK REQUIRED TO BE PERFORMED "OFF-PEAK" IS TO BE PERFORMED AT NO ADDITIONAL COST TO THE OWNER.

I. IN THE EVENT THE CONTRACTOR DISCOVERS ANY HAZARDOUS MATERIAL, THE REMOVAL OF WHICH IS NOT ADDRESSED IN
THE PROJECT PLANS AND SPECIFICATIONS OR THE CONTRACT WITH THE OWNER/DEVELOPER, THE CONTRACTOR MUST
IMMEDIATELY CEASE ALL WORK IN THE AREA OF DISCOVERY, AND IMMEDIATELY NOTIFY, IN WRITING AND VERBALLY, THE
OWNER, PROFESSIONAL OF RECORD AND BOHLER, THE DISCOVERY OF SUCH MATERIALS TO PURSUE PROPER AND
COMPLIANT REMOVAL OF SAME.

THE CONTRACTOR MUST NOT PERFORM ANY EARTH MOVEMENT ACTIVITIES, DEMOLITION OR REMOVAL OF FOUNDATION WALLS,

FOOTINGS, OR OTHER MATERIALS WITHIN THE LIMITS OF DISTURBANCE, UNLESS SAME IS IN STRICT ACCORDANCE AND

CONFORMANCE WITH THE PROJECT PLANS AND SPECIFICATIONS, OR PURSUANT TO THE WRITTEN DIRECTION OF THE OWNER'S

STRUCTURAL OR GEOTECHNICAL ENGINEER.

DEMOLITION ACTIVITIES AND EQUIPMENT MUST NOT USE OR INCLUDE AREAS OUTSIDE THE DEFINED PROJECT LIMIT LINE,

WITHOUT SPECIFIC WRITTEN PERMISSION AND AUTHORITY OF AND FROM THE OWNER AND ALL GOVERNMENTAL AGENCIES

WITH JURISDICTION.

THE CONTRACTOR MUST BACKFILL ALL EXCAVATION RESULTING FROM, OR INCIDENTAL TO, DEMOLITION ACTIVITIES. BACKFILL

MUST BE ACCOMPLISHED WITH APPROVED BACKFILL MATERIALS AND MUST BE SUFFICIENTLY COMPACTED TO SUPPORT ALL

NEW IMPROVEMENTS AND MUST BE PERFORMED IN COMPLIANCE WITH THE RECOMMENDATIONS AND GUIDANCE ARTICULATED

IN THE GEOTECHNICAL REPORT. BACKFILLING MUST OCCUR IMMEDIATELY AFTER DEMOLITION ACTIVITIES AND MUST BE

PERFORMED SO AS TO PREVENT WATER ENTERING THE EXCAVATION. FINISHED SURFACES MUST BE GRADED TO PROMOTE

POSITIVE DRAINAGE. THE CONTRACTOR IS RESPONSIBLE FOR COMPACTION TESTING AND MUST SUBMIT SUCH REPORTS AND

RESULTS TO THE PROFESSIONAL OF RECORD AND THE OWNER.

EXPLOSIVES MUST NOT BE USED WITHOUT PRIOR WRITTEN CONSENT FROM BOTH THE OWNER AND ALL APPLICABLE,

NECESSARY AND REQUIRED GOVERNMENTAL AUTHORITIES. PRIOR TO COMMENCING ANY EXPLOSIVE PROGRAM AND/OR ANY

DEMOLITION ACTIVITIES, THE CONTRACTOR MUST ENSURE AND OVERSEE THE INSTALLATION OF ALL OF THE REQUIRED PERMIT

AND EXPLOSIVE CONTROL MEASURES THAT THE FEDERAL, STATE, AND LOCAL GOVERNMENTS REQUIRE. THE CONTRACTOR IS

ALSO RESPONSIBLE TO CONDUCT AND PERFORM ALL INSPECTION AND SEISMIC VIBRATION TESTING THAT IS REQUIRED TO

MONITOR THE EFFECTS ON ALL LOCAL STRUCTURES AND THE LIKE.

IN ACCORDANCE WITH FEDERAL, STATE, AND/OR LOCAL STANDARDS, THE CONTRACTOR MUST USE DUST CONTROL MEASURES

TO LIMIT AIRBORNE DUST AND DIRT RISING AND SCATTERING IN THE AIR. AFTER THE DEMOLITION IS COMPLETE, THE

CONTRACTOR MUST CLEAN ALL ADJACENT STRUCTURES AND IMPROVEMENTS TO REMOVE ALL DUST AND DEBRIS WHICH THE

DEMOLITION OPERATIONS CAUSE. THE CONTRACTOR IS RESPONSIBLE FOR RETURNING ALL ADJACENT AREAS TO THEIR

"PRE-DEMOLITION" CONDITION AT CONTRACTOR'S SOLE COST.

PAVEMENT MUST BE SAW CUT IN STRAIGHT LINES. ALL DEBRIS FROM REMOVAL OPERATIONS MUST BE REMOVED FROM THE

SITE AT THE TIME OF EXCAVATION. STOCKPILING OF DEBRIS OUTSIDE OF APPROVED AREAS WILL NOT BE PERMITTED,

INCLUDING BUT NOT LIMITED TO, THE PUBLIC RIGHT-OF-WAY.

THE CONTRACTOR MUST MAINTAIN A RECORD SET OF PLANS WHICH INDICATES THE LOCATION OF EXISTING UTILITIES THAT ARE

CAPPED, ABANDONED IN PLACE, OR RELOCATED DUE TO DEMOLITION ACTIVITIES. THIS RECORD DOCUMENT MUST BE

PREPARED IN A NEAT AND WORKMAN-LIKE MANNER AND TURNED OVER TO THE OWNER/DEVELOPER UPON COMPLETION OF THE

WORK, ALL OF WHICH IS AT THE CONTRACTOR'S SOLE COST.

THE CONTRACTOR MUST EMPTY, CLEAN AND REMOVE FROM THE SITE ALL UNDERGROUND STORAGE TANKS, IF ENCOUNTERED,

IN ACCORDANCE WITH FEDERAL, STATE, COUNTY AND LOCAL REQUIREMENTS, PRIOR TO CONTINUING CONSTRUCTION IN THE

AREA AROUND THE TANK WHICH EMPTYING, CLEANING AND REMOVAL ARE AT THE CONTRACTOR'S SOLE COST.
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THE GENERAL NOTES MUST BE INCLUDED AS PART OF THIS ENTIRE DOCUMENT PACKAGE AND ARE PART OF THE CONTRACT
DOCUMENTS. THE GENERAL NOTES ARE REFERENCED HEREIN, AND THE CONTRACTOR MUST REFER TO THEM AND FULLY
COMPLY WITH THESE NOTES, IN THEIR ENTIRETY. THE CONTRACTOR MUST BE FAMILIAR WITH AND ACKNOWLEDGE FAMILIARITY
WITH ALL OF THE GENERAL NOTES AND ALL OF THE PLANS' SPECIFIC NOTES.

EROSION CONTROL MEASURES MUST CONFORM TO THE DELAWARE  GUIDELINES FOR URBAN EROSION AND SEDIMENT

CONTROL UNLESS OTHERWISE NOTED, OR UNLESS THE PROFESSIONAL OF RECORD CLEARLY AND SPECIFICALLY, IN WRITING,

DIRECTS OTHERWISE. INSTALLATION OF EROSION CONTROL, CLEARING, AND SITE WORK MUST BE PERFORMED EXACTLY AS

INDICATED IN THE EROSION CONTROL CONSTRUCTION NOTES.

THE DISTURBED LAND AREA OF THIS SITE IS APPROXIMATELY 3.27 ACRES.

THE FOLLOWING EROSION CONTROL MEASURES ARE PROPOSED FOR THIS SITE:

A. STABILIZED CONSTRUCTION ENTRANCE/ EXIT - A TEMPORARY GRAVEL CONSTRUCTION ENTRANCE/EXIT IS TO BE INSTALLED
AT THE DESIGNATED LOCATION SHOWN ON THE PLAN. THIS AREA MUST BE GRADED SO THAT RUNOFF WATER WILL BE
RETAINED ON-SITE.

B. SEDIMENT FENCE - INSTALL SILT FENCE(S) AND/OR SILT SOCK AROUND ALL OF THE DOWNSLOPE PERIMETERS OF THE SITE,
TEMPORARY FILL AND SOIL STOCKPILES.

C. INSTALL FILTER FABRIC DROP INLET PROTECTION AROUND EACH DRAINAGE INLET AS DRAINAGE STRUCTURES ARE
INSTALLED TO REDUCE THE QUANTITY OF SEDIMENT. INSTALL TEMPORARY INLET PROTECTION ON INLETS DOWNSLOPE
FROM DISTURBANCE, WHICH MAY BE BEYOND THE LIMITS OF DISTURBED AREA.

INSTALLATION OF EROSION CONTROL DEVICES MUST BE IN ACCORDANCE WITH ALL OF THE MANUFACTURER'S

RECOMMENDATIONS.

THE CONTRACTOR MUST INSPECT EROSION CONTROL MEASURES WEEKLY. THE CONTRACTOR MUST REMOVE ANY SILT

DEPOSITS GREATER THAN 6" COLLECTED ON THE FILTER FABRIC AND/OR SILT SOCK BARRIERS AND EXCAVATE AND REMOVE

ANY SILT FROM DROP INLET PROTECTION.

THE CONTRACTOR MUST APPLY TEMPORARY SEED AND MULCH TO ALL DISTURBED AREAS THAT WILL NOT BE BROUGHT TO

FINISHED GRADE AND VEGETATED WITHIN 7 DAYS. WHEN AREAS ARE DISTURBED AFTER THE GROWING SEASON, THE

CONTRACTOR MUST STABILIZE SAME WITH GEOTEXTILE FABRIC AND MAINTAIN SAME IN STRICT ACCORDANCE WITH BEST

MANAGEMENT PRACTICES.

THE CONTRACTOR MUST INSTALL ADDITIONAL EROSION CONTROL MEASURES IF THE PROFESSIONAL OF RECORD SO REQUIRES,

TO PREVENT ANY, INCLUDING THE INCIDENTAL, DISCHARGE OF SILT-LADEN RUNOFF FROM EXITING THE SITE.

THE CONTRACTOR MUST BE RESPONSIBLE FOR INSPECTING AND MAINTAINING ALL EROSION CONTROL MEASURES ON THE SITE

UNTIL PERMANENT PAVING AND TURF/LANDSCAPING IS ESTABLISHED. THE COSTS OF INSTALLING AND MAINTAINING THE

EROSION CONTROL MEASURES MUST BE INCLUDED IN THE BID PRICE FOR THE SITE WORK AND THE CONTRACTOR IS

RESPONSIBLE FOR ALL SUCH COSTS.

THE CONTRACTOR MUST CONTINUE TO MAINTAIN ALL EROSION CONTROL MEASURES UNTIL THE COMPLETION OF

CONSTRUCTION AND THE ESTABLISHMENT OF VEGETATION.

THE CONTRACTOR MUST REMOVE EROSION CONTROL MEASURES, SILT AND DEBRIS AFTER ESTABLISHING PERMANENT

VEGETATION COVER OR OTHER INSTALLING A DIFFERENT, SPECIFIED METHOD OF STABILIZATION.

THIS PLAN REPRESENTS THE MINIMUM LEVEL OF IMPLEMENTATION OF TEMPORARY EROSION AND SEDIMENTATION CONTROL

FACILITIES, MEASURES AND STRUCTURES. ADDITIONAL FACILITIES, MEASURES AND STRUCTURES MUST BE INSTALLED WHERE

NECESSARY TO COMPLY WITH ALL APPLICABLE CODES AND STANDARDS AND/OR TO PREVENT ANY, INCLUDING THE INCIDENTAL

DISCHARGE OF SILT-LADEN RUNOFF FROM EXITING THE SITE.

THE CONTRACTOR MUST PROTECT ALL EXISTING TREES AND SHRUBS. THE CONTRACTOR MUST REFER TO THE LANDSCAPE

AND/OR DEMOLITION PLAN(S) FOR TREE PROTECTION, FENCE LOCATIONS AND DETAILS.

THE CONTRACTOR MUST REFER TO GRADING PLANS FOR ADDITIONAL INFORMATION.

THE CONTRACTOR MUST CLEAN EXISTING AND PROPOSED DRAINAGE STRUCTURES AND INTERCONNECTING PIPES ON OR

OFF-SITE AS THE JURISDICTIONAL AGENCY REQUIRES, BOTH AT THE TIME OF SITE STABILIZATION AND AT END OF PROJECT.

SOIL EROSION CONTROL MEASURES MUST BE ADJUSTED OR RELOCATED BY THE CONTRACTOR AS IDENTIFIED DURING SITE

OBSERVATION IN ORDER TO MAINTAIN THE COMPLETE EFFECTIVENESS OF ALL CONTROL MEASURES.

THE CONTRACTOR MUST IDENTIFY, ON THE PLAN, THE LOCATION OF WASTE CONTAINERS, FUEL STORAGE TANKS, CONCRETE

WASHOUT AREAS AND ANY OTHER LOCATIONS WHERE HAZARDOUS MATERIALS ARE STORED.

SITE LAYOUT NOTES
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GRADING NOTES

THE GENERAL NOTES MUST BE INCLUDED AS PART OF THIS ENTIRE DOCUMENT PACKAGE AND ARE PART OF THE CONTRACT
DOCUMENTS. THE GENERAL NOTES ARE REFERENCED HEREIN, AND THE CONTRACTOR MUST REFER TO THEM AND FULLY
COMPLY WITH THESE NOTES, IN THEIR ENTIRETY. THE CONTRACTOR MUST BE FAMILIAR WITH AND ACKNOWLEDGE FAMILIARITY
WITH ALL OF THE GENERAL NOTES AND ALL OF THE PLANS' SPECIFIC NOTES.

PRIOR TO THE COMMENCEMENT OF GENERAL CONSTRUCTION, THE CONTRACTOR MUST INSTALL SOIL EROSION CONTROL AND
ANY STORMWATER POLLUTION PREVENTION PLAN (SWPPP) MEASURES NECESSARY, AS INDICATED ON THE APPROVED SOIL
EROSION AND SEDIMENT CONTROL PLAN AND IN ACCORDANCE WITH APPLICABLE AND/OR APPROPRIATE AGENCIES' GUIDELINES
TO PREVENT SEDIMENT AND/OR LOOSE DEBRIS FROM WASHING ONTO ADJACENT PROPERTIES OR THE RIGHT OF WAY.

ALL DIRECTIONAL/TRAFFIC SIGNING AND PAVEMENT STRIPING MUST CONFORM TO THE LATEST STANDARDS OF THE MANUAL ON
UNIFORM TRAFFIC CONTROL DEVICES (MUTCD) AND ANY APPLICABLE STATE OR LOCALLY APPROVED SUPPLEMENTS,
GUIDELINES, RULES, REGULATIONS, STANDARDS AND THE LIKE.

THE LOCATIONS OF PROPOSED UTILITY POLES AND TRAFFIC SIGNS SHOWN ON THE PLANS ARE SCHEMATIC AND PRELIMINARY.
THE CONTRACTOR IS SOLELY RESPONSIBLE FOR FIELD-VERIFYING THEIR LOCATION. THE CONTRACTOR MUST COORDINATE THE
RELOCATION OF TRAFFIC SIGNS WITH THE ENTITY WITH JURISDICTION OVER THE PROJECT.

ALL DIMENSIONS SHOWN ARE TO BOTTOM FACE OF CURB, EDGE OF PAVEMENT, OR EDGE OF BUILDING, EXCEPT WHEN
DIMENSION IS TO A PROPERTY LINE, STAKE OUT OF LOCATIONS OF INLETS, LIGHT POLES, ETC. MUST BE PERFORMED IN STRICT
ACCORDANCE WITH THE DETAILS, UNLESS NOTED CLEARLY OTHERWISE.
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ACCESSIBILITY DESIGN GUIDELINES

THE GENERAL NOTES MUST BE INCLUDED AS PART OF THIS ENTIRE DOCUMENT PACKAGE AND ARE PART OF THE CONTRACT
DOCUMENTS. THE GENERAL NOTES ARE REFERENCED HEREIN, AND THE CONTRACTOR MUST REFER TO THEM AND FULLY
COMPLY WITH THESE NOTES, IN THEIR ENTIRETY. THE CONTRACTOR MUST BE FAMILIAR WITH AND ACKNOWLEDGE FAMILIARITY
WITH ALL OF THE GENERAL NOTES AND ALL OF THE PLANS' SPECIFIC NOTES.

SITE GRADING MUST BE PERFORMED IN ACCORDANCE WITH THESE PLANS AND SPECIFICATIONS AND THE RECOMMENDATIONS
SET FORTH IN THE GEOTECHNICAL REPORT AS REFERENCED IN THIS PLAN SET. IF NO GEOTECHNICAL REPORT HAS BEEN
REFERENCED, THE CONTRACTOR MUST HAVE A GEOTECHNICAL ENGINEER PROVIDE WRITTEN SPECIFICATIONS AND
RECOMMENDATIONS PRIOR TO THE CONTRACTOR COMMENCING THE GRADING WORK. THE CONTRACTOR MUST FOLLOW THE
REQUIREMENTS OF ALL MUNICIPAL, COUNTY, STATE, AND FEDERAL LAWS, WHICH HAVE JURISDICTION OVER THIS PROJECT.
THE CONTRACTOR IS REQUIRED TO SECURE ALL NECESSARY AND/OR REQUIRED PERMITS AND APPROVALS FOR ALL OFF-SITE
MATERIAL SOURCES AND DISPOSAL FACILITIES. THE CONTRACTOR MUST SUPPLY A COPY OF APPROVALS TO THE
PROFESSIONAL OF RECORD, BOHLER AND THE OWNER PRIOR TO THE CONTRACTOR COMMENCING ANY WORK.

THE CONTRACTOR IS FULLY RESPONSIBLE FOR VERIFYING EXISTING TOPOGRAPHIC INFORMATION AND UTILITY INVERT
ELEVATIONS PRIOR TO COMMENCING ANY CONSTRUCTION. SHOULD DISCREPANCIES BETWEEN THE PLANS AND INFORMATION
OBTAINED THROUGH FIELD VERIFICATIONS BE IDENTIFIED OR EXIST, THE CONTRACTOR MUST IMMEDIATELY NOTIFY THE
PROFESSIONAL OF RECORD AND BOHLER, IN WRITING.

THE CONTRACTOR IS RESPONSIBLE FOR REMOVING AND REPLACING ALL UNSUITABLE MATERIALS WITH SUITABLE MATERIALS
AS SPECIFIED IN THE GEOTECHNICAL REPORT. THE CONTRACTOR MUST COMPACT ALL EXCAVATED OR FILLED AREAS IN STRICT
ACCORDANCE WITH THE GEOTECHNICAL REPORT'S GUIDANCE. MOISTURE CONTENT AT TIME OF PLACEMENT MUST BE
SUBMITTED IN A COMPACTION REPORT PREPARED BY A QUALIFIED GEOTECHNICAL ENGINEER, REGISTERED WITH THE STATE
WHERE THE WORK IS PERFORMED. THIS REPORT MUST VERIFY THAT ALL FILLED AREAS AND SUBGRADE AREAS WITHIN THE
BUILDING PAD AREA AND AREAS TO BE PAVED HAVE BEEN COMPACTED IN ACCORDANCE WITH THESE PLANS, SPECIFICATIONS
AND THE RECOMMENDATIONS SET FORTH IN THE GEOTECHNICAL REPORT AND ALL APPLICABLE REQUIREMENTS, RULES,
STATUTES, LAWS, ORDINANCES AND CODES WHICH ARE IN EFFECT AND WHICH ARE APPLICABLE TO THE PROJECT. SUBBASE
MATERIAL FOR SIDEWALKS, CURB, OR ASPHALT MUST BE FREE OF ORGANICS AND OTHER UNSUITABLE MATERIALS. SHOULD
SUBBASE BE DEEMED UNSUITABLE BY OWNER/DEVELOPER, OR OWNER/DEVELOPER'S REPRESENTATIVE, SUBBASE MUST BE
REMOVED AND FILLED WITH APPROVED FILL MATERIAL, COMPACTED AS THE GEOTECHNICAL REPORT DIRECTS. EARTHWORK
ACTIVITIES INCLUDING, BUT NOT LIMITED TO, EXCAVATION, BACKFILL, AND COMPACTING MUST COMPLY WITH THE
RECOMMENDATIONS IN THE GEOTECHNICAL REPORT AND ALL APPLICABLE REQUIREMENTS, RULES, STATUTES, LAWS,
ORDINANCES AND CODES. EARTHWORK ACTIVITIES MUST COMPLY WITH THE STANDARD STATE DOT SPECIFICATIONS FOR
ROADWAY CONSTRUCTION (LATEST EDITION) AND ANY AMENDMENTS OR REVISIONS THERETO.

IN THE EVENT OF A DISCREPANCY/(IES) AND/OR A CONFLICT(S) BETWEEN PLANS, OR RELATIVE TO OTHER PLANS, THE GRADING
PLAN TAKES PRECEDENCE AND CONTROLS. THE CONTRACTOR MUST IMMEDIATELY NOTIFY THE PROFESSIONAL OF RECORD
AND BOHLER, IN WRITING, OF ANY DISCREPANCY(IES) AND/OR CONFLICT(S).

THE CONTRACTOR IS RESPONSIBLE TO IMPORT FILL OR EXPORT EXCESS MATERIAL AS NECESSARY TO CONFORM TO THE
PROPOSED GRADING, AND TO BACKFILL EXCAVATIONS FOR THE INSTALLATION OF UNDERGROUND IMPROVEMENTS.
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DRAINAGE AND UTILITY NOTES

ALL ACCESSIBLE (A.K.A. ADA) COMPONENTS AND ACCESSIBLE ROUTES MUST BE CONSTRUCTED TO MEET, AT A MINIMUM, THE
MORE STRINGENT OF: (A) THE REQUIREMENTS OF THE "AMERICANS WITH DISABILITIES ACT" (ADA) CODE (42 U.S.C. § 12101 ET
SEQ. AND 42 U.S.C. § 4151 ET SEQ.); AND (B) ANY APPLICABLE LOCAL AND STATE GUIDELINES, AND ANY AND ALL AMENDMENTS
TO BOTH, WHICH ARE IN EFFECT WHEN THESE PLANS WERE COMPLETED.

THE CONTRACTOR MUST REVIEW ALL DOCUMENTS REFERENCED IN THESE NOTES FOR ACCURACY, COMPLIANCE AND

CONSISTENCY WITH INDUSTRY GUIDELINES.

THE CONTRACTOR MUST EXERCISE APPROPRIATE CARE AND PRECISION IN CONSTRUCTION OF ACCESSIBLE (ADA)

COMPONENTS AND ACCESSIBLE ROUTES FOR THE SITE. FINISHED SURFACES ALONG THE ACCESSIBLE ROUTE OF TRAVEL FROM

PARKING SPACES, PUBLIC TRANSPORTATION, PEDESTRIAN ACCESS, AND INTER-BUILDING ACCESS, TO POINTS OF ACCESSIBLE

BUILDING ENTRANCE/EXIT, MUST COMPLY WITH THE ACCESSIBLE GUIDELINES AND REQUIREMENTS WHICH INCLUDE, BUT ARE

NOT LIMITED TO THE FOLLOWING:

A. ACCESSIBLE PARKING SPACES AND ACCESS AISLES SLOPES MUST NOT EXCEED 1:50 (2.0%) IN ANY DIRECTION.

B. PATH OF TRAVEL ALONG ACCESSIBLE ROUTE MUST PROVIDE A 36-INCHES MINIMUM WIDTH (48-INCHES PREFERRED), OR AS
SPECIFIED BY THE GOVERNING AGENCY. UNOBSTRUCTED WIDTH OF TRAVEL (CAR OVERHANGS AND/OR HANDRAILS) MUST
NOT REDUCE THIS MINIMUM WIDTH. THE SLOPE MUST NOT EXCEED 1:20 (5.0%) IN THE DIRECTION OF TRAVEL AND MUST NOT
EXCEED 1:50 (2.0%) IN CROSS SLOPE. WHERE ACCESSIBLE PATH OF TRAVEL IS GREATER THAN 1:20 (5.0%), AN ACCESSIBLE
RAMP MUST BE PROVIDED. ALONG THE ACCESSIBLE PATH OF TRAVEL, OPENINGS MUST NOT EXCEED 1/2-INCH IN WIDTH.
VERTICAL CHANGES OF UP TO 1/2-INCH ARE PERMITTED ONLY IF THEY INCLUDES A 1/4-INCH BEVEL AT A SLOPE NOT
STEEPER THAN 1:2. NO VERTICAL CHANGES OVER 1/4-INCH ARE PERMITTED.

C. ACCESSIBLE RAMPS MUST NOT EXCEED A SLOPE OF 1:12 (8.3%) AND A RISE OF 30-INCHES. LEVEL LANDINGS MUST BE
PROVIDED AT EACH END OF ACCESSIBLE RAMPS. LANDING MUST PROVIDE POSITIVE DRAINAGE AWAY FROM STRUCTURES,
AND MUST NOT EXCEED 1:50 (2.0%) SLOPE IN ANY DIRECTION. RAMPS THAT CHANGE DIRECTION BETWEEN RUNS AT
LANDINGS MUST HAVE A CLEAR LANDING OF A MINIMUM OF 60-INCHES BY 60-INCHES. HAND RAILS ON BOTH SIDES OF THE
RAMP MUST BE PROVIDED ON AN ACCESSIBLE RAMP WITH A RISE GREATER THAN 6-INCHES.

D. ACCESSIBLE CURB RAMPS MUST NOT EXCEED A SLOPE OF 1:12 (8.3%). WHERE FLARED SIDES ARE PROVIDED, THEY MUST
NOT EXCEED 1:10 (10%) SLOPE. LEVEL LANDING MUST BE PROVIDED AT RAMPS TOP AT A MINIMUM OF 36-INCHES LONG
(48-INCHES PREFERRED). IN ALTERATIONS, WHEN THERE IS NO LANDING AT THE TOP, FLARE SIDES SLOPES MUST NOT
EXCEED A SLOPE OF 1:12 (8.3%).

E. DOORWAY LANDINGS AREAS MUST BE PROVIDED ON THE EXTERIOR SIDE OF ANY DOOR LEADING TO AN ACCESSIBLE PATH
OF TRAVEL. THIS LANDING MUST BE SLOPED AWAY FROM THE DOOR NO MORE THAN 1:50 (2.0%) FOR POSITIVE DRAINAGE.
THIS LANDING AREA MUST BE NO FEWER THAN 60-INCHES (5 FEET) LONG, EXCEPT WHERE OTHERWISE CLEARLY PERMITTED
BY ACCESSIBLE STANDARDS FOR ALTERNATIVE DOORWAY OPENING CONDITIONS. (SEE ICC/ANSI A117.1-2009 AND OTHER
REFERENCES INCORPORATED BY CODE).

F.  WHEN THE PROPOSED CONSTRUCTION INVOLVES RECONSTRUCTION, MODIFICATION, REVISION OR EXTENSION OF OR TO
ACCESSIBLE COMPONENTS FROM EXISTING DOORWAYS OR SURFACES, THE CONTRACTOR MUST VERIFY ALL EXISTING
ELEVATIONS SHOWN ON THE PLAN. NOTE THAT TABLE 405.2 OF THE DEPARTMENT OF JUSTICE'S ADA STANDARDS FOR
ACCESSIBLE DESIGN ALLOWS FOR STEEPER RAMP SLOPES, IN RARE CIRCUMSTANCES. THE CONTRACTOR MUST
IMMEDIATELY NOTIFY THE PROFESSIONAL OF RECORD AND BOHLER, IN WRITING, OF ANY DISCREPANCIES AND/OR FIELD
CONDITIONS THAT DIFFER IN ANY WAY OR IN ANY RESPECT FROM WHAT IS SHOWN ON THE PLANS BEFORE COMMENCING
ANY WORK. CONSTRUCTED IMPROVEMENTS MUST FALL WITHIN THE MAXIMUM AND MINIMUM LIMITATIONS IMPOSED BY THE
BARRIER FREE REGULATIONS AND THE ACCESSIBLE GUIDELINES.

G. THE CONTRACTOR MUST VERIFY ALL OF THE SLOPES OF THE CONTRACTOR'S FORMS PRIOR TO POURING CONCRETE. IF
ANY NON-CONFORMANCE EXISTS OR IS OBSERVED OR DISCOVERED, THE CONTRACTOR MUST IMMEDIATELY NOTIFY THE
PROFESSIONAL OF RECORD AND BOHLER, IN WRITING, PRIOR TO POURING CONCRETE. THE CONTRACTOR IS SOLELY
RESPONSIBLE FOR ALL COSTS TO REMOVE, REPAIR AND/OR REPLACE NON-CONFORMING CONCRETE AND/OR PAVEMENT
SURFACES.

IT IS STRONGLY RECOMMENDED THAT THE CONTRACTOR REVIEW THE INTENDED CONSTRUCTION TO ENSURE SAME IS

CONSISTENT WITH THE LOCAL BUILDING CODE PRIOR TO COMMENCING CONSTRUCTION.
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THE GENERAL NOTES MUST BE INCLUDED AS PART OF THIS ENTIRE DOCUMENT PACKAGE AND ARE PART OF THE CONTRACT
DOCUMENTS. THE GENERAL NOTES ARE REFERENCED HEREIN, AND THE CONTRACTOR MUST REFER TO THEM AND FULLY
COMPLY WITH THESE NOTES, IN THEIR ENTIRETY. THE CONTRACTOR MUST BE FAMILIAR WITH AND ACKNOWLEDGE FAMILIARITY
WITH ALL OF THE GENERAL NOTES AND ALL OF THE PLANS' SPECIFIC NOTES.

LOCATIONS OF ALL EXISTING AND PROPOSED SERVICES ARE APPROXIMATE, AND THE CONTRACTOR MUST INDEPENDENTLY
VERIFY AND CONFIRM THOSE LOCATIONS AND SERVICES WITH LOCAL UTILITY COMPANIES PRIOR TO COMMENCING ANY
CONSTRUCTION OR EXCAVATION. THE CONTRACTOR MUST INDEPENDENTLY VERIFY AND CONFIRM ALL SANITARY CONNECTION
POINTS AND ALL OTHER UTILITY SERVICE CONNECTION POINTS IN THE FIELD, PRIOR TO COMMENCING ANY CONSTRUCTION. THE
CONTRACTOR MUST REPORT ALL DISCREPANCIES, ERRORS AND OMISSIONS IN WRITING, TO THE PROFESSIONAL OF RECORD
AND BOHLER.

THE CONTRACTOR MUST VERTICALLY AND HORIZONTALLY LOCATE ALL UTILITIES AND SERVICES INCLUDING, BUT NOT LIMITED
TO, GAS, WATER, ELECTRIC, SANITARY AND STORM, TELEPHONE, CABLE, FIBER OPTIC CABLE, ETC. WITHIN THE LIMITS OF
DISTURBANCE OR WORK SPACE, WHICHEVER IS GREATER. THE CONTRACTOR MUST USE, REFER TO, AND COMPLY WITH THE
REQUIREMENTS OF THE APPLICABLE UTILITY NOTIFICATION SYSTEM TO LOCATE ALL OF THE UNDERGROUND UTILITIES. THE
CONTRACTOR IS RESPONSIBLE FOR REPAIRING ALL DAMAGE TO ANY EXISTING UTILITIES WHICH OCCUR DURING
CONSTRUCTION, AT NO COST TO THE OWNER AND AT CONTRACTOR'S SOLE COST AND EXPENSE. THE CONTRACTOR MUST BEAR
ALL COSTS ASSOCIATED WITH DAMAGE TO ANY EXISTING UTILITIES WHICH OCCURS DURING CONSTRUCTION.

THE CONTRACTOR MUST FIELD VERIFY THE PROPOSED INTERFACE POINTS (CROSSINGS) WITH EXISTING UNDERGROUND
UTILITIES BY USING A TEST PIT TO CONFIRM EXACT DEPTH, PRIOR TO COMMENCEMENT OF CONSTRUCTION.

STORMWATER ROOF DRAIN LOCATIONS ARE BASED ON ARCHITECTURAL PLANS. THE CONTRACTOR IS RESPONSIBLE FOR
VERIFYING LOCATIONS OF SAME BASED UPON FINAL ARCHITECTURAL PLANS.

THE CONTRACTOR IS RESPONSIBLE FOR COORDINATING SITE PLAN DOCUMENTS AND ARCHITECTURAL PLANS FOR EXACT
BUILDING UTILITY CONNECTION LOCATIONS; GREASE TRAP REQUIREMENTS; AND DETAILS, DOOR ACCESS, AND EXTERIOR
GRADING. THE ARCHITECT WILL DETERMINE THE UTILITY SERVICE SIZES. THE CONTRACTOR MUST COORDINATE INSTALLATION
OF UTILITY SERVICES WITH THE INDIVIDUAL COMPANIES TO AVOID CONFLICTS AND TO ENSURE THAT PROPER DEPTHS ARE
ACHIEVED. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING THAT INSTALLATION OF ALL IMPROVEMENTS COMPLIES WITH ALL
UTILITY REQUIREMENTS OF THE APPLICABLE JURISDICTION AND REGULATORY AGENCIES AND ALL OTHER APPLICABLE
REQUIREMENTS, RULES, STATUTES, LAWS, ORDINANCES AND CODES AND, FURTHER, IS RESPONSIBLE FOR COORDINATING THE
UTILITY TIE-INS/CONNECTIONS PRIOR TO CONNECTING TO THE EXISTING UTILITY/SERVICE. WHERE A CONFLICT(S) EXISTS
BETWEEN THESE DOCUMENTS AND THE ARCHITECTURAL PLANS, OR WHERE ARCHITECTURAL PLAN UTILITY CONNECTION
POINTS DIFFER, THE CONTRACTOR MUST IMMEDIATELY NOTIFY THE PROFESSIONAL OF RECORD AND BOHLER, IN WRITING, AND
PRIOR TO CONSTRUCTION, MUST RESOLVE SAME.

ALL FILL, COMPACTION, AND BACKFILL MATERIALS REQUIRED FOR UTILITY INSTALLATION MUST BE EXACTLY AS PER THE
RECOMMENDATIONS PROVIDED IN THE GEOTECHNICAL REPORT AND THE CONTRACTOR MUST COORDINATE SAME WITH THE
APPLICABLE UTILITY COMPANY SPECIFICATIONS. WHEN THE PROJECT DOES NOT HAVE GEOTECHNICAL RECOMMENDATIONS,
FILL AND COMPACTION MUST COMPLY WITH APPLICABLE REQUIREMENTS AND SPECIFICATIONS. THE PROFESSIONAL OF
RECORD AND BOHLER ARE NOT RESPONSIBLE FOR DESIGN OF TRENCH BACKFILL OR FOR COMPACTION REQUIREMENTS
DURING THE INSTALLATION OF SANITARY, STORM, AND ALL UTILITIES, THE CONTRACTOR MUST MAINTAIN A CONTEMPORANEOUS
AND THOROUGH RECORD OF CONSTRUCTION TO IDENTIFY THE AS-INSTALLED LOCATIONS OF ALL UNDERGROUND
INFRASTRUCTURE. THE CONTRACTOR MUST CAREFULLY NOTE ANY INSTALLATIONS THAT DEVIATE, IN ANY RESPECT, FROM THE
INFORMATION CONTAINED IN THESE PLANS. THIS RECORD MUST BE KEPT ON A CLEAN COPY OF THE APPROPRIATE PLAN(S),
WHICH THE CONTRACTOR MUST PROMPTLY PROVIDE TO THE OWNER IMMEDIATELY UPON THE COMPLETION OF WORK.

THE CONTRACTOR MUST ENSURE THAT ALL UTILITY TRENCHES LOCATED IN EXISTING PAVED ROADWAYS INCLUDING SANITARY,
WATER AND STORM SYSTEMS, ARE REPAIRED IN ACCORDANCE WITH REFERENCED MUNICIPAL, COUNTY AND OR STATE DOT
DETAILS AS APPLICABLE. THE CONTRACTOR MUST COORDINATE INSPECTION AND APPROVAL OF COMPLETED WORK WITH THE
AGENCY WITH JURISDICTION OVER SAME.

FINAL LOCATIONS OF PROPOSED UTILITY POLES, AND/ OR POLES TO BE RELOCATED ARE AT THE SOLE DISCRETION OF THE
RESPECTIVE UTILITY COMPANY, REGARDLESS OF WHAT THIS PLAN DEPICTS.

WATER SERVICE MATERIALS, BURIAL DEPTH, AND COVER REQUIREMENTS MUST BE SPECIFIED BY THE LOCAL UTILITY COMPANY.
THE CONTRACTOR MUST CONTACT THE APPLICABLE MUNICIPALITY TO CONFIRM THE PROPER WATER METER AND VAULT, PRIOR
TO COMMENCING CONSTRUCTION.

THE TOPS OF EXISTING MANHOLES, INLET STRUCTURES, AND SANITARY CLEANOUT MUST BE ADJUSTED, AS NECESSARY, TO
MATCH PROPOSED FINISHED GRADES WITH NO TRIPPING OR SAFETY HAZARD IN ACCORDANCE WITH ALL APPLICABLE
STANDARDS, REQUIREMENTS, RULES, STATUTES, LAWS, ORDINANCES AND CODES.

LIGHTING NOTES

(Rev. 1/2023)

1.

THE GENERAL NOTES MUST BE INCLUDED AS PART OF THIS ENTIRE DOCUMENT PACKAGE AND ARE PART OF THE CONTRACT
DOCUMENTS. THE GENERAL NOTES ARE REFERENCED HEREIN, AND THE CONTRACTOR MUST REFER TO THEM AND FULLY
COMPLY WITH THESE NOTES, IN THEIR ENTIRETY. THE CONTRACTOR MUST BE FAMILIAR WITH AND ACKNOWLEDGE FAMILIARITY
WITH ALL OF THE GENERAL NOTES AND ALL OF THE PLANS' SPECIFIC NOTES.

THE LIGHTING CONTRACTOR MUST COMPLY WITH ALL APPLICABLE CONTRACTOR REQUIREMENTS INDICATED IN THE PLANS,
INCLUDING BUT NOT LIMITED TO GENERAL NOTES, GRADING AND UTILITY NOTES, SITE SAFETY, AND ALL AGENCY AND
GOVERNMENTAL REGULATIONS.

THE LIGHTING PLAN DEPICTS PROPOSED, SUSTAINED ILLUMINATION LEVELS CALCULATED USING DATA PROVIDED BY THE
NOTED MANUFACTURER. ACTUAL SUSTAINED SITE ILLUMINATION LEVELS AND PERFORMANCE OF LUMINAIRES MAY VARY DUE
TO VARIATIONS IN WEATHER, ELECTRICAL VOLTAGE, TOLERANCE IN LAMPS, THE SERVICE LIFE OF EQUIPMENT AND LUMINAIRES
AND OTHER RELATED VARIABLE FIELD CONDITIONS.

THE LIGHTING VALUES AND CALCULATION POINTS DEPICTED ON THIS PLAN ARE ANALYZED ON A HORIZONTAL GEOMETRIC
PLANE AT GROUND LEVEL UNLESS OTHERWISE NOTED. ILLUMINATION LEVELS ARE SHOWN IN FOOT-CANDLES (FC).

THE LUMINAIRES, LAMPS AND LENSES MUST BE REGULARLY INSPECTED/MAINTAINED TO ENSURE THAT THEY FUNCTION
PROPERLY. THIS WORK SHOULD INCLUDE, BUT IS NOT LIMITED TO, VISUAL OBSERVATION, CLEANING OF LENSES, AND
RE-LAMPING ACCORDING TO MANUFACTURER RECOMMENDATIONS. FAILURE TO FOLLOW THE ABOVE STEPS COULD RESULT IN
IMPROPER LIGHT DISTRIBUTION AND FAILURE TO COMPLY WITH THE APPROVED DESIGN. UPON COMPLETION AND OWNER'S
ACCEPTANCE OF THE WORK, THE ABOVE RESPONSIBILITIES BECOMES SOLELY THE OWNER'S.

THE LIGHTING PLAN IS INTENDED TO SHOW THE LOCATIONS AND TYPE OF LUMINAIRES. POWER SYSTEM, CONDUITS, WIRING
AND OTHER ELECTRICAL COMPONENTS ARE SOLELY THE ARCHITECT'S, MECHANICAL ENGINEER'S AND/OR LIGHTING
CONTRACTOR'S RESPONSIBILITY, AS INDICATED IN THE CONSTRUCTION CONTRACT DOCUMENTS. THE LIGHTING CONTRACTOR
MUST COORDINATE WITH THE PROJECT ARCHITECT AND/OR ELECTRICAL ENGINEER REGARDING ANY AND ALL POWER SOURCES
AND TIMING DEVICES NECESSARY TO MEET THE DESIGN INTENT. THESE ITEMS MUST BE INSTALLED AS REQUIRED BY STATE AND
LOCAL REGULATIONS. CONTRACTOR IS RESPONSIBLE FOR THE INSTALLATION OF LIGHTING FIXTURES AND APPURTENANCES IN
ACCORDANCE WITH ALL APPLICABLE BUILDING AND ELECTRICAL CODES.

THE CONTRACTOR MUST BRING IMMEDIATELY, IN WRITING, ANY LIGHT LOCATIONS THAT CONFLICT WITH DRAINAGE, UTILITIES,
OR OTHER STRUCTURE(S) TO THE PROFESSIONAL OF RECORD'S ATTENTION, PRIOR TO THE COMMENCEMENT OF
CONSTRUCTION.

THE CONTRACTOR IS RESPONSIBLE TO ENSURE THAT SHIELDING AND OR ROTATED OPTICS ARE INSTALLED AS INDICATED ON
THE PLAN IN ORDER TO ACHIEVE THE LIGHTING LEVELS THE REVIEWING AGENCY APPROVED.
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NOTES SURVEY NOTES

1. PROPERTY KNOWN AS PARCEL #18-046.00-024, AS SHOWN ON THE OFFICIAL TAX MAP OF NEW CASTLE COUNTY,
1. IMPROVEMENTS WITHIN DELDOT RIGHT OF WAY AND ALONG SITE FRONTAGE ARE TO BE DELAWARE.

COMPLETED BY DELDOT AND ARE NOT DEPICTED IN DETAIL ON THIS PLAN
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2. AREA = 157,137 SQUARE FEET OR 3.607 ACRES.

3. THE LOCATION OF ALL UNDERGROUND UTILITIES SHOWN ARE BASED UPON MARKOUT PROVIDED BY CONTROL
POINT ASSOCIATES, INC. USING GROUND PENETRATING RADAR AND ELECTROMAGNETIC DETECTION
EQUIPMENT. ALL LOCATIONS AND SIZES ARE BASED ON UTILITY MARK-OUTS, ABOVE GROUND STRUCTURES
THAT WERE VISIBLE & ACCESSIBLE IN THE FIELD, AND THE MAPS AS LISTED IN THE REFERENCES AVAILABLE
AT THE TIME OF THE SURVEY. BEFORE ANY EXCAVATION IS TO BEGIN, ALL UNDERGROUND UTILITIES SHOULD
BE VERIFIED AS TO THEIR LOCATION, SIZE, AND TYPE BY THE PROPER UTILITY COMPANIES.

A QUALITY LEVEL SYSTEM IS UTILIZED TO IDENTIFY THE SOURCE OF THE UNDERGROUND UTILITY
INFORMATION. THE METHOD OF DETERMINATION IS BASED ON CONTRACTUAL AGREEMENT WITH THE CLIENT
AND IS DEPICTED ON THE SURVEY BY THE LINE TYPES SHOWN IN THE DRAWING LEGEND. FOR REFERENCE,
THE QUALITY LEVELS ARE AS FOLLOWS:

QUALITY LEVEL D - UTILITIES SHOWN BASED UPON REFERENCE MAPPING OR ORAL HISTORY. NOT FIELD
VERIFIED.

© BOHLER

LAND SURVEYING
PROGRAM MANAGEMENT
LANDSCAPE ARCHITECTURE
PERMITTING SERVICES
TRANSPORTATION SERVICES
THE INFORMATION, DESIGN AND CONTENT OF THIS PLAN ARE PROPRIETARY AND SHALL NOT BE COPIED OR USED FOR ANY PURPOSE WITHOUT PRIOR WRITTEN

SUSTAINABLE DESIGN

QUALITY LEVEL C - LOCATION OF UTILITY SURFACE FEATURES SUPPLEMENTS REFERENCE MAPPING.
INCLUDES MARKOUT BY OTHERS.

QUALITY LEVEL B - UTILITY LOCATION DATA IS COLLECTED THROUGH GEOPHYSICAL SENSING
TECHNOLOGY TO SUPPLEMENT SURFACE FEATURES AND OR REFERENCE MAPPING.
INCLUDES MARKOUT BY CONTROL POINT ASSOCIATES, INC.

SITE CIVIL AND CONSULTING ENGINEERING

QUALITY LEVEL A - HORIZONTAL AND VERTICAL LOCATION OF UTILITIES ARE OBTAINED USING VACUUM
EQUIPMENT EXCAVATION OR OTHER METHODS TO EXPOSE THE UTILITY. LOCATION
SHOWN AT SINGLE POINT WHERE EXCAVATION OCCURRED UNLESS UTILITY WAS

(AKA. DE ROUTE 896) LOCATED PRIOR TO FILLING.

AUTHORIZATION FROM BOHLER. ONLY APPROVED, SIGNED AND SEALED PLANS SHALL BE UTILIZED FOR CONSTRUCTION PURPOSES
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pe P FP NOT TO SCALE 11. REPORT NOT P T TIME OF : o/ NS
— P P—— o . . . . . - - . - p P PP \ SOILS NAME SOILS DESCRIPTION HYDR%LRO(;%'C: SoILS ZONING REPORT NOT PROVIDED A OF SURVEY +]JTONAL B3
I~ ~ i~
12.  THIS SURVEY IS CLASSIFIED AS AN URBAN PER TITLE 24, RE N 2700, SECTION 12.4.1.
/ T | T A TBORO.CODORUS S CLASSIFI SURVEY , REGULATIO , SECTION 12.4.1 SHEET TITLE:
S
o o S Hw | COMPLEX, 0703 PERGENT g SURVEY REFERENCES EXISTING
\ EXISTING s 0 s SLOPES
WETLANDS AREA . . 1. THE OFFICIAL TAX ASSESSOR'S MAP OF CITY OF NEWARK, NEW CASTLE
\ e Up URBAN LAND COUNTY, DELAWARE, MAP NO #46. CONDITIONS AND
3
3 3
- 3 3

3 5 2. MAP ENTITLED "NATIONAL FLOOD INSURANCE PROGRAM, FIRM, FLOOD DEMOL ’T’ON

INSURANCE RATE MAP, NEW CASTLE COUNTY, DELAWARE AND
INCORPORATED AREAS, PANEL 140 OF 475", MAP NUMBER 10003C0140K, PLAN
EFFECTIVE DATE: JANUARY 22, 2020.

30 15 75 0 30
LEGEND MAP ENTITLED "NATIONAL FLOOD INSURANCE PROGRAM, FIRM, FLOOD SHEET NUMBER:
INSURANCE RATE MAP, NEW CASTLE COUNTY, DELAWARE AND
INCORPORATED AREAS, PANEL 120 OF 475", MAP NUMBER 10003C010K,

1"=30'
GnC SOIL CLASSIFICATION EFFECTIVE DATE: JANUARY 22, 2020. C - 2 O 1

3. MAP ENTITLED "SPECIFICATION AND CONSTRUCTION PLANS, FOR SR 896, 1-95
TO SR 4, CONTRACT NUMBER F-1033(8), AS BUILT PLAN" SHEETS 15, 17, 18, 19

SOIL DIVIDE OF 88, PREPARED BY THE STATE OF DELAWARE DEPARTMENT OF
TRANSPORTATION DIVISION OF HIGHWAYS, DATED 04-01-1996. ORG. DATE - 08/15/23

PARCEL 1-L
D.B. 1313 PG. 170




GENERAL CONSTRUCTION NOTES

INSTALL 4" THICK PRIVATE CONCRETE SIDEWALK (TYP.) AT WIDTH
SPECIFIED ON PLANS. SEE DETAIL ON SHEET C-901.
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G-1

G-2 |INSTALL 6" PIPE BOLLARD (TYP.). SEE DETAIL ON SHEET C-901.
PROPOSED 22.5' X 12" SIGHT TIGHT TRASH ENCLOSURE ON CONCRETE
PAD. GATE DOOR FRAME TO BE 7'-10". BRICK AND STONE FACADE TO BE
USED FOR SCREENING, REFERENCE ARCHITECTURE PLANS FOR MORE

INFORMATION. SEE HEAVY DUTY CONCRETE DETAIL ON SHEET C-901.

INSTALL FULL-DEPTH HEAVY DUTY ASPHALT PAVEMENT SECTION. SEE
DETAIL ON SHEET C-901.

PROPOSED MULTI PRODUCT DISPENSER (TYP.). CANOPY DESIGN IS BY
OTHERS. SEE CANOPY PLANS FOR ADDITIONAL INFORMATION.

G-3

G-5

G-6 |PROPOSED PARKING RESERVED FOR EV CHARGING SPACES

PROPOSED TRASH CAN (TYP.). NOT SHOWN FOR CLARITY. CONTRACTOR
TO COORDINATE EXACT LOCATION AND NUMBER OF TRASH CANS WITH
OWNER AND INCLUDE WITHIN BASE BID. CANOPY DESIGN IS BY OTHERS.
SEE CANOPY PLANS FOR ADDITIONAL INFORMATION.

CANOPY COLUMN (TYP.). CANOPY DESIGN IS BY OTHERS. SEE CANOPY
PLANS FOR ADDITIONAL INFORMATION.

PROPOSED I.D. SIGN (TYP.).SEE OWNER SPECIFICATIONS FOR
ADDITIONAL INFORMATION.

PROPOSED AIR/VAC. EQUIPMENT

PROPOSED (2) 20K GALLON UNDERGROUND FUEL STORAGE TANK AND
CONCRETE PAD. SEE FUEL PLANS BY OTHERS FOR ADDITIONAL
INFORMATION.

PROPOSED 7.33' HIGH RIGID CLEARANCE BAR. SEE OWNER
SPECIFICATIONS FOR ADDITIONAL INFORMATION.

PROPOSED CAR WASH MENU BOARD. SEE OWNER SPECIFICATIONS FOR
ADDITIONAL INFORMATION.

PROPOSED CAR WASH PAYMENT TERMINAL. SEE OWNER
SPECIFICATIONS FOR ADDITIONAL INFORMATION.

INSTALL STANDARD DUTY CONCRETE PAVEMENT (TYP.). SEE DETAIL ON
SHEET C-901.

PROPOSED WHEEL STOP (TYP.). SEE DETAIL ON SHEET C-903.

PROPOSED 6" CURB (TYP.). SEE HEADER CURB DETAIL ON SHEET C-901.
USE ON SITE EXCEPT WHERE SPECIFICALLY NOTED OTHERWISE.
PROPOSED FUEL CANOPY. CANOPY DESIGN IS BY OTHERS. SEE CANOPY
PLANS FOR ADDITIONAL INFORMATION. COORDINATE CANOPY

- INSTALLATION WITH THE CANOPY SUPPLIER WITH THE OWNER.
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LANDSCAPE ARCHITECTURE
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SOUTH COLLEGE AVENUE

REVISIONS

APPROX. LOCATION OF
PROP. PERMANENT
EASEMENT BY OTHERS
(6,983 SF)

DRAWN BY

R=5818.21"
A=00°48'00"
L=81.25"
CHB=S28°46"'55"E
CHD=81.25"

COMMENT

G-15

G-16

G-17

—_

PROP. ULTIMATE
RIGHT-OF-WAY
-

DEED LINE DEED LINE DEED LINE

PROPOSED 10 SPACE BIKE RACK. SEE DETAIL ON SHEET C-901.

| o as02 el
= N

—APPROX. LOCATION OF PROP. - ~ B
TEMPORARY CONSTRUCTION :
EASEMENT BY OTHERS (3,980+ SF)

m

- -

PROP. 12' WIDE DELDOT

ﬁm_p& & PERMANENT EASEMENT )
' ) — ( G17 ) f G-10 )
NS

v I

~ PROPOSED PROPANE STORAGE CAGE. CONTRACTOR TO VERIFY SIZE
AND LOCATION WITH THE OWNER PRIOR TO CONSTRUCTION.

PROPOSED 6" DEPRESSED CURB TO BE FLUSH WITH PAVEMENT. SEE
GRADING PLANS FOR MORE INFORMATION. SEE CURB TAPER DETAIL ON
SHEET C-901.

G-21

‘ é’o o g

PROPOSED HOSE BIB. REFERENCE MEP PLANS TO VERIFY LOCATION
PRIOR TO CONSTRUCTION.

T~ G-22

}

\PE
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<
<

S24°46°'05"¢

26‘3:
~

S W_Z//iﬁ

\ .
\ S e \«’5-‘15“ gl
—— : ) F\.\Pf
D’ v

PROPOSED CO, STORAGE. SEE OWNER SPECIFICATIONS FOR
ADDITIONAL INFORMATION. FINAL LOCATION TO BE DETERMINED BY
CONTRACTOR.

G-23
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/N 7 ERS 7 A 7 E G-24 |PROPOSED AIR VENT RISER WITH BOLLARDS (TYP.)
ROU TE 95' PROPOSED RETAINING WALL, DESIGNED BY OTHERS. MAX HEIGHT= 7+
FT

PROP. O it
DASH-IN o
CAR WASH
TUNNEL M
3,458+ SF Y
HEIGHT =
174" 5| O

FFE = 69.31 o r

Know what’s below.
Gall hefore you dig.

ALWAYS CALL 811

~ It's fast. It's free. It's the law.

~ STRIPING AND SIGNAGE
AN CONSTRUCTION NOTES

PROPOSED HANDICAPPED SIGN (R7-8) WITH VAN ACCESSIBLE MARKER

b

G-25

PR

~ G-26 |PROPOSED CURB CUT (TYP.) SEE DETAIL SHEET C-901

34'
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vy ad v N SN
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WF LANS OF ]
sioeq, L |
WST. 20141022-0047578

NOT APPROVED FOR

CONSTRUCTION

(R7-8A) (TYP.). SEE DETAIL ON SHEET C-901.
PROPOSED EPOXY STRIPING - 4" SOLID WHITE LINE (TYP.). THIS DRAWING IS INTENDED FOR MUNICIPAL AND/OR AGENCY
~ REVIEW AND APPROVAL. T IS NOT INTENDED AS A CONSTRUCTION

N PROPOSED EPOXY STRIPING - 4" SOLID WHITE CROSS HATCH (@45°, DOCUMERT UNLESS INDICATED OTHERWISE.
~ & SPACED 5' 0.C.) TO DELINEATE NO PARKING ZONE.

-
T

WITH BYPASS ||
5,796£SF |

PROP. CONVENIENCE
STORE

6.2 -20'—

\
4,160 + SF ‘
DOMING CANOPY | | 2
\

£l
7
< o)
<
~
<

#

HEIGHT: 20+ FT
=)

<
<)

o =3

v
3

<

=~ . 4,805+ SF
R HEIGHT: 25+ FT

=S TOTAL SPACES: 45
(EXCLUDING VAC

PROPOSED EPOXY STRIPING - 4" HANDICAPPED BLUE PARKING SYMBOL
(TYP.).

PROJECT No.:
DRAWN BY:
CHECKED BY:

DEA220023.00
EAC
DMK

H:\2022\DEA220023.00\CAD\DRAWINGS\PLAN SETS\PRELIMINARY DEVELOPMENT PLAN\DE220023.00 - SITE - 0----->LAYOUT: C-301 SITE
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SPACES)
FFE = 69.31

DATE:
CAD I.D.:

08/15/23
SITE -0

/ PROPOSED EPOXY STRIPING - 4" SOLID HANDICAPPED BLUE CROSS
® HATCH (@45°, SPACED 2' 0.C.) TO DELINEATE NO PARKING ZONE (TYP.).

PROPOSED 16" WIDE WHITE THERMOPLASTIC STOP BAR (TYP.) WITH
WHITE THERMOPLASTIC "STOP" AND "DO NOT ENTER".

PROPOSED WHITE THERMOPLASTIC OR EQUAL ARROW (TYP.).
FAPPROXIMATE LOCATION OF FEMA <°

FLOODWAY SEE NOTE 6 SHEET C-201 T-8 PROPOSED "STOP" AND "DO NOT ENTER" SIGN PER DEMUTCD, LATEST
® REVISION.

T-9 |PROPOSED "DO NOT ENTER" SIGN PER DEMUTCD, LATEST REVISION.

<

.

PROJECT:

PRELIMINARY
MINOR LAND
DEVELOPMENT
PLAN

FOR

=JASH IN

STORE NO. 1436

Al
B2
SN

N

)

N

T-10 |PROPOSED 36" X 36" "STOP" SIGN PER DEMUTCD, LATEST REVISION.

PROPOSED 16" WIDE WHITE THERMOPLASTIC OR EQUAL STOP BAR
(TYP.) WITH WHITE THERMOPLASTIC "STOP".

W LAWS OF
DO JEWW o0
) ST, 20190905-0069.02

T-12 |PROPOSED HANDICAPPED SIGN (R7-8) SEE DETAIL ON SHEET C-901.

o 0

N

2

PROPOSED 36" X 36" "STOP" AND "RIGHT ONLY" SIGN PER DEMUTCD,
LATEST REVISION

.o HATCH LEGEND

NOT TO SCALE

T-13

PROPOSED
DEVELOPMENT

1110 S. COLLEGE AVE.

. CITY OF NEWARK, DE 19713

NEW CASTLE COUNTY
TM: 18-046.00-024

BOHLER/

~ 18958 COASTAL HWY, SUITED
REHOBOTH BEACH, DE 19971
Phone:  (302) 644-1155
ZaS Fax: (302) 703-3173

a4 BohlerEngineering.com

. PROP. HEAVY DUTY
g ASPHALT PAVEMENT
29,120+ S.F.

PROP. ‘
STANDARD-DUTY >
CONC. A
23,526+ S.F. co

PROP. HEAVY-DUTY L
CONC.1,152+ SF. LS.

\ NOTE: CONTRACTOR TO VERIFY CONCRETE, HEAVY-DUTY CONCRETE, ”, %OFESSIONAL ENG'NEEBT;:

OJELAW RE LICENSE No. 14522 ((/

AND ASPHALT WITH DASH IN PRIOR TO BIDDING AND CONSTRUCTION. %, TARNARY ﬁ'g LICENSE %%%224§ O
QAR B0

4,08 /08116123 "\ &+

~,"' ONA\_ .{"\\

\ SHEET TITLE:

SITE PLAN NOTES

SITE AREA = 3.55+ AC
THIS PLAN REFERENCES AN ALTA/NSPS LAND TITLE
SURVEY COMPLETED BY CONTROL POINT ASSOCIATES,
\ INC., DATED 10/28/22.
3. QUANTITIES WITHIN HATCH LEGEND ARE APPROXIMATE
\ ONLY AND ARE NOT TO BE USED FOR BIDDING.
4. CONTRACTOR TO CONFIRM HOSE BIB LOCATIONS WITH
\ ARCHITECTURAL AND MEP PLANS PRIOR TO BIDDING AND
\ CONSTRUCTION.
5.  IMPROVEMENTS WITHIN DELDOT RIGHT OF WAY AND
\ ALONG SITE FRONTAGE ARE TO BE COMPLETED BY
30 15 75 0 30 DELDOT AND ARE NOT DEPICTED IN DETAIL ON THIS PLAN.

-

SITE PLAN

SHEET NUMBER:

ORG. DATE - 08/15/23

\ 1"=30'
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NOTES

1. IMPROVEMENTS WITHIN DELDOT RIGHT OF WAY AND ALONG SITE FRONTAGE ARE TO BE
COMPLETED BY DELDOT AND ARE NOT DEPICTED IN DETAIL ON THIS PLAN
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STORM SEWER CONSTRUCTION NOTES

PROPOSED STORMWATER MANAGEMENT FACILITY TO BE CONSTRUCTED IN ACCORDANCE WITH
DNREC REGULATIONS.

INSTALL PROPOSED STORM DRAIN (TYP). SEE PIPE SCHEDULES FOR PIPE SIZES, MATERIALS,
AND INVERTS.

INSTALL PROPOSED STORM DRAIN CATCH BASIN (TYP.). SEE CATCH BASIN SCHEDULES FOR
TYPE, SIZE, GRATE, AND INVERTS.

D-4

INSTALL PROPOSED ROOF DRAIN SYSTEM. INSTALL 6" ADS N-12 WT ROOF DRAIN LATERAL FOR
DOWNSPOUT CONNECTIONS (TYP). CONNECT PIPE USING ADS DUAL WALL WATER TIGHT
REDUCING WYE FITTING. GC TO CONFIRM DOWNSPOUT LOCATIONS AND CONNECTIONS WITH
CANOPY AND ARCHITECTURAL PLANS. CONTRACTOR TO VERIFY SIZE.

D-5

PROPOSED FLARED END SECTION

D-6

PROPOSED TRENCH DRAIN. SEE DETAIL SHEET C-901.

SANITARY SEWER CONSTRUCTION NOTES
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REVISIONS

S-1 | INSTALL PRE-CAST 1,000 GAL. GREASE INTERCEPTOR. SEE SHEET C-902 FOR DETAIL.
INSTALL 6" SDR-26 PVC SANITARY LATERAL (2.00% MIN. SLOPE) WITH CLEANOUTS SHOWN AT
S-2 | LOCATIONS HEREON (TYP.). SEE SHEET C-902 FOR CITY OF NEWARK DETAILS FOR PIPE BEDDING
AND CLEANOUTS.
SOU]'H COLLEGEA l/E'N CONNECT PROPOSED SANITARY SEWER TO EXISTING 6" LINE VIA MODIFIED MH PER CITY OF
S-3 | NEWARK REGULATIONS. SEE SHEET C-902 FOR DETAIL. CONTRACTOR TO FIELD VERIFY
LOCATION PRIOR TO CONSTRUCTION.
(AKA DE ROUTE 896)
0" WIDE ROW. S-4 | INSTALL PRE-CAST RECLAIM TANK (TYP.). SEE SHEET C-902 FOR DETAIL.
USPHALT ROADWAY,
(TWO WAY TRAFFI CONNECT PROPOSED SEWER TO BUILDING. SEE BUILDING PLUMBING DRAWINGS FOR TIE-IN
\ (OTHER PRINCIPAL ARTERIAL) S-5 | LOCATIONS AT BUILDING PRIOR TO CONSTRUGTION. CONTRACTOR MUST INSTALL PLUMBING
% (35 WPH) FOR SANITARY SEWER IN ACCORDANGE WITH SECTION 715 OF THE IPC.
- —2 — -6 | PROPOSED WYE CONNECTION
_
wt - S7 | PROPOSED MANHOLE
- 100 R——100
e s-8 | PROPOSED GLEANOUT (TYP.)
100 B~_\P 0 p— 100
] —100 R
f
10 R— % DOMESTIC WATER CONSTRUCTION NOTES
W-1 | INSTALL 6" SDR-9 PE DOMESTIC WATER SERVICE PER CITY OF NEWARK STANDARDS.
WIN !
2 .o | CONNECT 8" PROPOSED WATER LINE TO EXISTING 8" WATER SERVICE. CONTRACTOR TO
/ "2 | CONFIRM SIZE, LOCATION AND CONNECTION PRIOR TO CONSTRUGTION.
CONNECT WATER LINE TO BUILDING. SEE ARCHITECTURAL/MEP PLANS FOR ADDITIONAL
& W-3 | INFORMATION. CONTRACTOR TO CONFIRM LOCATION AND CONNECTION PRIOR TO
8 CONSTRUCTION.
\ s sur—" - w4 | INSTALL RECLAIM WATER LINES CONNECTING TO RECLAIM TANK AND CAR WASH. CONTRACTOR
. PN TO VERIFY SIZE OF WATER LINES AND LOCATION OF CONNEGTIONS PRIOR TO CONSTRUCTION.
e .5 | DEFLECT WATER LINE AROUND OTHER INSTALLED UTILITIES TO MAINTAIN MIN. OF 18"
/) , ; "5 | CLEARANGE (TYP).
= / oo !
g & —n S8 l\ a W-6 | PROPOSED 6'X6'X6' WATER METER VAULT. SEE CITY OF NEWARK DETAIL ON SHEET C-902
- —— d - - / W
\‘?e N ] S L‘/\eﬁ o : W-7 | PROPOSED 45° PIPE BEND.
/" / J TT—— =82 )
& . == ] \ S oo /N]'ER m 7'E W-8 | INSTALL 8" SDR-9 DOMESTIC WATER SERVICE PER CITY OF NEWARK STANDARDS.
o> \ {81} =
s 8§ { J \ \—/_\F
\ 51
l P == LN s N ROUTE 95 UNDERGROUND ELECTRIC
o — \ 1 oo O L@ N
: W7 )
A / L \ =L > o (VARMBLE WIDTH R.OMW,) CONSTRUCTION NOTES
\ m
~ \@« e ] \ N UE.1 | APPROXIMATE LOCATION OF PROPOSED ELECTRIC LINE. GC TO INSTALL PER PROVIDER
—10 wn—" B \ . Moo/ ~ SPECIFICATIONS. CONTRACTOR TO CONTACT UTILITY PROVIDER FOR DESIGN INFORMATION.
iy
R — N 1 ~ UE.2 | APPROXIMATE LOCATION OF PROPOSED PAD MOUNTED TRANSFORMER. GC TO INSTALL PER
—10 " ] <\ Vv (085 )~ ~ N PROVIDER SPECIFICATIONS.
W LS oF ~ g
K57 D758 - =i R 3 NN S UE-3 | PROPOSED BUILDING CONNECGTION. REFERENCE ARCHITECTURAL PLANS FOR EXACT LOCATION,.
__ __ _Z 1] i ~
|
- I I | \ Ry S UNDERGROUND GAS CONSTRUCTION NOTES
ol m
\ IH ™ | NGt | GASLINE TO BE INSTALLED BY PROVIDER FROM CONNECTION TO MAIN. CONTRACTOR TO
s = ¢ = L 4 CONTACT UTILITY PROVIDER FOR DESIGN INFORMATION.
| N \/
5 ‘ N
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PLANT SCHEDULE
TREES CODE |QTY |BOTANICAL NAME COMMON NAME SIZE CONTAINER
Y 7 TAXODIUM DISTICHUM APACHE CHIEF® BALD 2.5" CAL. B&B
'NELSON' CYPRESS
CANOPY TREES |CODE |QTY |BOTANICAL NAME COMMON NAME SIZE CONTAINER
LC 7 LAGERSTROEMIA X CHEYENNE CRAPE MYRTLE |2.5"-3" CAL. B&B
'CHEYENNE'
SOU; H COLLEGEA VEN‘/E uD 3 ULMUS AMERICANA DELAWARE #2 AMERICAN 2.5-3"CAL.,12-14" |B&B
'DELAWARE #2' ELM HT.
(AKA DE ROUTE B96)
80" WIDE R.OW. )
f%"’% )//P %%’f;’ EVERGREEN CODE [QTY |BOTANICAL NAME COMMON NAME SIZE CONTAINER
\ (OTHER PRINCIPAL ARTERIAL) TREES W, PR [5 PINUS RIGIDA PITCH PINE 6-8' B&B
% (35 MH) -
% 10" WOF SI6N ASHANT & KON — = ' Z S
" MW’—/ 2n s §=ggz 28?(;’0" My
® \wm/ [=81.25" o PS 9 PINUS STROBUS WHITE PINE 6-8' B&B
CHB=S28°46'55"E > fi :
\ CHD=81.25' wg/ P— 10 I
PROP. ULTIMATE =~ ___ | DEEDLINE —__DEED LINE "I~ — R RPLING 100 R———100 e— 100 sp— TO |3 |THUJA ORIENTALIS ORIENTAL ARBORVITAE  |6-8 B&B
RIGHT-OF-WAY ' \ (
IQ),
130.22" 10'“)
: L R 100 o— 7 ——10 L SHRUBS CODE [QTY |BOTANICAL NAME COMMON NAME SIZE CONTAINER
e
_[ZRE-T0BE SOTDED 0 w0 m—10 AA |20 |ARONIA ARBUTIFOLIA RED CHOKEBERRY 34" HT.& SPRD  |CONTAINER
S U 1~ eHy) @
POODL = =B 28 1317 A6 /Z/”/
Z it s s i .,-w Tt P
e W 6;\/ : \\\\ JP 43 | JUNIPERUS DAVURICA PARSON'S JUNIPER 18-24" HT. & SPRD | CONTAINER
CO" W s i — X = b ’ S ' '
RN — F o \\ , ; {3 PARSONI|
ROV L ‘ . rvARfEATOBESODDED @ R -g 10’ LANDSGAPE STRIP % AREA TO BE MULCHEB+_ N i T e .
I —p" 27 3 s 2
i’ \ - 74" 5 HETLAND ARA
T AREA TO BE SODDED L (W1,
G 27 - s 7
A Ly 144,28 L CITY OF NEWARK, DE COMPLIANCE CHART
] | (1)UD\ S SECTION REQUIREMENTS PROVIDED COMPLIANCE
£ ot ;
g MY & PROP. H‘ —==-0 EAST PROPERTY LINE: 202 L.F. -
S 4 n ‘ 83 L.F. EXISTING VEGETATION
o o DASH-IN TOREMAIN =119 LF
A\ = | CARWASH o COMPLIES
( ) | l§ TUNNEL m PROVIDED LANDSCAPE STRIP:
) 318 3,458+ SF 7 6' LANDSCAPE STRIP
wr—"" ‘g; HEIGHT = A | (4) JP
= ' n o B i
17'-4 5 r | -PROP. WM - (1)UD
4 _ e, AREA \| === (oe=— A/ SOUTH PROPERTY LINE: 530
s o || FFE=69.31 SRR F AWyt T rop. 5. MPD T L TN TdRk UTH PROPERTY LINE:
e e 142 L] ' ‘ . 8- H Ao o NN x:"“mf’*. X VEGETATION TO REMAIN = 207
ST 20141027-0047578 !I'| DOMINO CANOPY i TR | yiES "\ }AISLAND TO BE REQUIRED: (F3 TABLE) 6' - HIGH EVERGREEN SCREEN LF. COMPLIES
- 8| WITHBYPASS ||| MRS G R, <. T "%/ ] MULCHED (TYP . Z WITH 6' HIGH PLANTING STRIP
= 5 796+ SF H B R PROP. %(')rg\éEENIENCE D e A (TYP) [ ] 1 i PN 2N PROVIDED LANDSCAPE STRIP:
| HeiGHT: 208 FT | OO R T 4,805+ SF CUPL IR 6'LANDSCAPE STRIP
S e ,805+ e [ E c PER SEC 32-87 REQUIRED
=< .- vi? . Z HEIGHT: 25& FT Vl 3 Gas ”//4,. AREA TO BE SODDED LANDSCAPE SCREENING,
e ot A TemseacEs s [P g e aaPLe o ExisTiG
o R o 0h - T
SODDED e R ( SPACES VEGETATION TO REMAIN = 206
'y FRE < 59 %1 LF. COMPLIES
NOTE: CONTRACTOR PROVIDED LANDSCAPE STRIP:
TO ADJUST MATERIAL 6' LANDSCAPE STRIP
TO INSURE FLOW OF
RUNCS)I-:I-IE) %“gvmz\gﬁ APPROXIMATE LOCATION OF FEN
LANDSCAPEE FLOODWAY SEE NOTE 6 SHEET ( NORTH PROPERTY LINE: 500
T R I LIS o W
CONFLIGTARISES PLANTED WITH GROUND COVER OR COMBINATION OF LF - COMPLIES
' KR TURF AND LOW EVERGREENS; ALL PLANTS NOT TO o
R I A S 4 / EXCEED 18" TALL - 50% MAX SODDED AREA WITHIN PROVIDED LANDSCAPE STRip: | EXISTING NONCONFORMITY
WF NS OF NI e . ISLAND TO BE < PLANTING STRIP 8 LANDSCAPE STRIP \
DOMA JEW W00 RIS SODDED (TYP '
ST, 20190905~ 0069702 fiLCH DGY.P - (TP) 0'LANDSCAPE STRIP
\/(:o
N REQUIRED: (A) 1 ISLAND PER 25 SPACES - 250SQFT OF
ES \\\ N AREA PER 25 PARKING SPACES THAT MAY BE DIVIDED
Ao ey APPR W ﬂc m@N INTO ISLANDS OR CONTINUOUS STRIPS WITHIN THE PARKING SPACES: 64
\\ oF REY A\N % "y : : TOTAL AREA SET ASIDE FOR PARKING AND ACCESS TO REQUIRED ISLANDS: 3
o \\\‘ WA& K \‘ 7 \\ o \\\‘ "y AR \ PARKING. EACH ISLAND OR STRIP SHALL CONTAIN TURF PROVIDED ISLANDS: 4
3\ -\\ \ " AND GROUND COVER; TURF SHALL NOT EXCEED 50% OF | REQUIRED SHADE TREES: 3
\Fp Fp\_v__\, — . ’
‘Hﬁr m’ FR—HE&‘*—“\‘—#PN;\\‘——\“FR—\—H‘FPA—WA—}p THE TOTAL LANDSCAPED ISLAND. EACH ISLAND MUST PROVIDED SHADE TREES: 3 COMPLIES
\\\ \\\ \\, it \\ \\ \ \\\ \\\ PSRN \ Yy HAVE 1 SHADE TREE. AREAS USED FOR LANDSCAPED
A \\\ W N o \\‘\ W, ‘\‘ TR \\\ pon \.‘\ N \‘\‘ \\\ K v \\\ o \\\‘\ \\\ \ L " \\\ K \\\ " .\\ ISLANDS OR STRIPS SHALL BE PROVIDED IN AN AMOUNT
\.'\‘ a M Wt M \\‘\‘ w Mt My \\‘\ v e T Y \\'\ TR PR EQUIVALENT TO A MINIMUM OF 15% OF THE TOTAL PAVED | "A" INDICATES PLANT MATERIAL
o e e B oy T L R T VI P! \\‘\ AT PER SEC 32-87 REQUIRED PARKING FACILITY, NOT INCLUDING BUFFER AREAS TO FULFILL REQUIREMENTS.
\ \\‘\ it \\‘\‘ it \‘\‘ p e \\.\\ it \‘\' A \‘\‘ T \\\\ A \‘\‘ o \‘\‘ SRR I \‘\‘ W \‘\‘ N \‘\' SLSEICD;E:A% /?STR(EEA’\(IJIBN& SEPARATING THE PARKING FACILITY FROM ADJOINING
U AN W T B W e e e g e T e e STREETS OR PROPERTIES.
o \\,\‘ it \\\\ \ \\‘\ A \‘\‘ " \~\‘ \\\\ i \\\\‘ \ \\\ W, \.'\ " \\\‘ ,\\‘\\\\\ \\\\ it \\\\ it \‘\ A \\\‘ \\\\\\\\ \\\‘\ Ny SERVICE STATION
: N : W\ .\\‘ W \ A i\ ' . \ R \ W i\ \\ \\\\ W ) \ N\ '
- i) \\\\ o \\\\ " \\\‘\ N \\\‘\ A \\\\‘ " \\\\\ LT \\\\ i \\\\ & \\\‘ A \\\ " PER SEC 32.87 (4) OFF REQUIRED:(C) PARKING AREAS OF 25-125 SPACES SHALL
T S S e AT \\ s STREET PARKING BE SET BACK FROM ABUTTING STREET RIGHT-OF-WAY BY | oo\ oe o o ses e
TR \\'\‘ A, \\\‘ T \\.‘\ ) \\‘\‘ " \‘\‘ \ \\\\ \ ~ , \\. \\s~ ’ _— A LANDSCAPED STRIP AT LEAST 10' WIDE. CONTAINING AT STRIP
Sy g et 0 RN T y “ LEAST 1 STREET TREE SPACED AT A MINIMUM OF 30 FEET _
P \\\\ W \\‘\ T i ‘m A 5 ‘M\ AND A MAXIMUM OF 40 FEET; ALSO CONTAINING SHA%ELT EE/E;) *EEFQB'?)RED'
w = - - e i i EVERGREEN SHRUBS WITH A MINIMUM IN OF 24 INCHES IN | ¢ oE Tl e s bioy S
b L L s T are—— — e e R Sy e P HEIGHT PER THREE LINEAL FEET, EXPECTED TOREACHA | v ob or st or’o o COMPLIES
S , s s L s R e - %-f MINIMUM HEIGHT OF 36 INCHES AND MINIMUM SPREAD OF '
S L T e R S - (6)TC3 30 INCHES BY 3 YEARS.BERMS CAN BE USED TO MEET
o 3 3 S —
N , s ; S == THIS HEIGHT REQUIREMENT AND SUCH BERMS MAY
S o 2 = TE: N§5°§&44 W CONSIST OF SOLID WALLS OR EARTH BERMS Tg"?ﬁﬁfﬁ&'ﬁg&g@;ﬁ?g‘L
P— N - - INCORPORATED INTO THE LANDSCAPING AT A HEIGHT OF :
_ e —— 36 TO 48 INCHES.
N__ il 557°% -~ ALONG THE CENTERLINE
@;WM '+ “ALO
SR CHINE) N\ = pEeEe
WETAND ARS
— — 1 PARKING AREA CALCULATIONS
SR CHMNEL) .- ==
. \ . /
/ d = pd = - > - ' b -
: /
Ernst Conservation Seeds
ERNST 8884 Mercer Pike
Meadville, PA 16335
SEEDS (800) 873-3321 Fax (814) 336-5191 7
www.ernstseed.com K
/
Date: August 10, 2023 ?
30 15 75 0 30 é
Riparian Buffer Mix - ERNMX-178 %
4= 30" Botanical Name Common Name Price/Lb %

Virginia Wildrye, PA Ecotype
Deertongue, Tioga

Big Bluestem, 'Southlow'-MI Ecotype
Indiangrass, PA Ecotype
Switchgrass, 'Sheltsr’

Blackeyed Susan

Blue Vervain, PA Ecotype

Swamp Milkweed, PA Ecotype
Golden Alexanders, PA Ecotype

New England Aster, PA Ecotype
Wrinkleleaf Goldenrod, PA Ecotype
Lance Leaved Aster

Purplestem Aster, PA Ecotype

Wild Bergamot, Fort Indiantown Gap-PA Ecotype
Boneset, PA Ecotype

Common Sneezeweed, PA Ecotype

20.00 % Eymus viginicus, PA Ecolype
20.00 % Panicum dandestinum, Tioga
18.00 % Andropogon gerardii, Southiow -MI Ecotype
18.00 % Sorghastrum nutans, P4 Footype
10.00 % Panicum virgatum, Shefter
3.00 % Rudbeckia hirtz
3.00 % Verbena hastats, PA Ecotype
2,40 % Asclepias incarnata, PA Ecofype
1.50 86 Ziza aures, PA Eoolype
0.80 % Aster novae-anglias, P4 Ecotype
0.80 % Solidage rugosa, P4 Frotype
0.70 % Aster lanceolatus
0.70 % Asfer puniceus, PA Ecofype
0.50 % Monarda fistuloss, Fort Indiantown Gap-PA Ecotvpe
0.30 % Eupatorium perfoliztum, PA Ecotype
0.30 % Helenium autumnalke, PA Footype

100.00 % Mix Price/Lb Buli:

Seeding Rate: 20 Ib per acre with a cover crop at 30 |b per acre
(dry sites - grain oats, Jan 1-Aug 1; or, grain rye,
Aug 1-Jan 1; moist sites - grain rye year-round)

Grasses & Grass-like Species - Herbaceous Perennial; Herbaceous Flowering Species - Herbaceous Perennial; Riparian Sites

A diverse mix of upland and wetland grasses and forbs with extensive wildlife and pollinator value. Provides food and cover for

many of our songbirds, pheasants, deer and turkey. Mix formulations are subject to change without notice depending on the

10.36
22.13
12.85
14.60
12,32
31.20
38.40
177.60
72,00
336.00
264.00
432.00
432.00
96.00
182.00
216.00

$32.65

availability of existing and new products. While the formula may change, the guiding philosophy and function of the mix will not.

==
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PARKING LOT AREA 51,546 S.F.
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- INTERIOR LANDSCAPE AREA 8,156 S.F. (15%) COMPLIES
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LANDSCAPE SPECIFICATIONS

1. SCOPE OF WORK:

THE LANDSCAPE CONTRACTOR SHALL BE REQUIRED TO PERFORM ALL CLEARING, FINISHED GRADING, SOIL
PREPARATION, PERMANENT SEEDING OR SODDING, PLANTING AND MULCHING INCLUDING ALL LABOR, MATERIALS,
TOOLS AND EQUIPMENT NECESSARY FOR THE COMPLETION OF THIS PROJECT, UNLESS OTHERWISE CONTRACTED BY
THE GENERAL CONTRACTOR.

2. MATERIALS

A

GENERAL - ALL HARDSCAPE MATERIALS SHALL MEET OR EXCEED SPECIFICATIONS AS OUTLINED IN THE STATE
DEPARTMENT OF TRANSPORTATION'S SPECIFICATIONS.

. TOPSOIL - NATURAL, FRIABLE, LOAMY SILT SOIL HAVING AN ORGANIC CONTENT NOT LESS THAN 5%, A PH RANGE

BETWEEN 4.5-7.0. IT SHALL BE FREE OF DEBRIS, ROCKS LARGER THAN ONE INCH (1"), WOOD, ROOTS, VEGETABLE
MATTER AND CLAY CLODS.

. LAWN - ALL DISTURBED AREAS ARE TO BE TREATED WITH A MINIMUM SIX INCH (6") THICK LAYER OF TOPSOIL, OR

AS DIRECTED BY THE LOCAL ORDINANCE OR CLIENT, AND SEEDED OR SODDED IN ACCORDANCE WITH THE
PERMANENT STABILIZATION METHODS INDICATED WITHIN THE SOIL EROSION AND SEDIMENT CONTROL NOTES.
1.1. LAWN SEED MIXTURE SHALL BE FRESH, CLEAN NEW CROP SEED.

1.2. SOD SHALL BE STRONGLY ROOTED, WEED AND DISEASE/PEST FREE WITH A UNIFORM THICKNESS.

1.3. SOD INSTALLED ON SLOPES GREATER THAN 4:1 SHALL BE PEGGED TO HOLD SOD IN PLACE.

. MULCH - THE MULCH AROUND THE PERIMETER OF THE BUILDING SHALL BE A 3" LAYER OF DOUBLE SHREDDED

BLACK CEDAR MULCH ONLY. ALL OTHER AREAS SHALL BE MULCHED WITH A 3" LAYER OF DOUBLE SHREDDED
DARK BROWN HARDWOOD BARK MULCH, UNLESS OTHERWISE STATED ON THE LANDSCAPE PLAN.

. FERTILIZER

1.1. FERTILIZER SHALL BE DELIVERED TO THE SITE MIXED AS SPECIFIED IN THE ORIGINAL UNOPENED STANDARD
BAGS SHOWING WEIGHT, ANALYSIS AND NAME OF MANUFACTURER. FERTILIZER SHALL BE STORED IN A
WEATHERPROOF PLACE SO THAT IT CAN BE KEPT DRY PRIOR TO USE.

1.2. FOR THE PURPOSE OF BIDDING, ASSUME THAT FERTILIZER SHALL BE 10% NITROGEN, 6% PHOSPHORUS AND
4% POTASSIUM BY WEIGHT. A FERTILIZER SHOULD NOT BE SELECTED WITHOUT A SOIL TEST PERFORMED BY
A CERTIFIED SOIL LABORATORY.

. PLANT MATERIAL

1.1. ALL PLANTS SHALL IN ALL CASES CONFORM TO THE REQUIREMENTS OF THE "AMERICAN STANDARD FOR
NURSERY STOCK" (ANSI Z60.1), LATEST EDITION, AS PUBLISHED BY THE AMERICAN NURSERY & LANDSCAPE
ASSOCIATION.

1.2. INALL CASES, BOTANICAL NAMES SHALL TAKE PRECEDENCE OVER COMMON NAMES FOR ANY AND ALL
PLANT MATERIAL.

1.3. PLANTS SHALL BE LEGIBLY TAGGED WITH THE PROPER NAME AND SIZE. TAGS ARE TO REMAIN ON AT LEAST
ONE PLANT OF EACH SPECIES FOR VERIFICATION PURPOSES DURING THE FINAL INSPECTION.

1.4. TREES WITH ABRASION OF THE BARK, SUN SCALDS, DISFIGURATION OR FRESH CUTS OF LIMBS OVER 17",
WHICH HAVE NOT BEEN COMPLETELY CALLUSED, SHALL BE REJECTED.PLANTS SHALL NOT BE BOUND WITH
WIRE OR ROPE AT ANY TIME SO AS TO DAMAGE THE BARK OR BREAK BRANCHES.

1.5. ALL PLANTS SHALL BE TYPICAL OF THEIR SPECIES OR VARIETY AND SHALL HAVE A NORMAL HABIT OF
GROWTH: WELL DEVELOPED BRANCHES, DENSELY FOLIATED, VIGOROUS ROOT SYSTEMS AND BE FREE OF
DISEASE, INSECTS, PESTS, EGGS OR LARVAE.

1.6. CALIPER MEASUREMENTS OF NURSERY GROWN TREES SHALL BE TAKEN AT A POINT ON THE TRUNK SIX
INCHES (6") ABOVE THE NATURAL GRADE FOR TREES UP TO AND INCLUDING A FOUR INCH (4") CALIPER SIZE.
IF THE CALIPER AT SIX INCHES (6") ABOVE THE GROUND EXCEEDS FOUR INCHES (4") IN CALIPER, THE
CALIPER SHOULD BE MEASURED AT A POINT 12" ABOVE THE NATURAL GRADE.

1.7. SHRUBS SHALL BE MEASURED TO THE AVERAGE HEIGHT OR SPREAD OF THE SHRUB, AND NOT TO THE
LONGEST BRANCH.

1.8. TREES AND SHRUBS SHALL BE HANDLED WITH CARE BY THE ROOT BALL.

3. GENERAL WORK PROCEDURES

A

B.

CONTRACTOR TO UTILIZE WORKMANLIKE INDUSTRY STANDARDS IN PERFORMING ALL LANDSCAPE
CONSTRUCTION. THE SITE IS TO BE LEFT IN A CLEAN STATE AT THE END OF EACH WORKDAY. ALL DEBRIS,
MATERIALS AND TOOLS SHALL BE PROPERLY STORED, STOCKPILED OR DISPOSED OF.

WASTE MATERIALS AND DEBRIS SHALL BE COMPLETELY DISPOSED OF AT THE CONTRACTOR'S EXPENSE. DEBRIS
SHALL NOT BE BURIED, INCLUDING ORGANIC MATERIALS, BUT SHALL BE REMOVED COMPLETELY FROM THE SITE.

4. SITE PREPARATIONS

A

BEFORE AND DURING PRELIMINARY GRADING AND FINISHED GRADING, ALL WEEDS AND GRASSES SHALL BE DUG
OUT BY THE ROOTS AND DISPOSED OF IN ACCORDANCE WITH GENERAL WORK PROCEDURES OUTLINED HEREIN.

. ALL EXISTING TREES TO REMAIN SHALL BE PRUNED TO REMOVE ANY DAMAGED BRANCHES. THE ENTIRE LIMB OF

ANY DAMAGED BRANCH SHALL BE CUT OFF AT THE TRUNK. CONTRACTOR SHALL ENSURE THAT CUTS ARE
SMOOTH AND STRAIGHT. ANY EXPOSED ROOTS SHALL BE CUT BACK WITH CLEAN, SHARP TOOLS AND TOPSOIL
SHALL BE PLACED AROUND THE REMAINDER OF THE ROOTS. EXISTING TREES SHALL BE MONITORED ON A
REGULAR BASIS FOR ADDITIONAL ROOT OR BRANCH DAMAGE AS A RESULT OF CONSTRUCTION. ROOTS SHALL
NOT BE LEFT EXPOSED FOR MORE THAN ONE (1) DAY. CONTRACTOR SHALL WATER EXISTING TREES AS NEEDED
TO PREVENT SHOCK OR DECLINE.

. CONTRACTOR SHALL ARRANGE TO HAVE A UTILITY STAKE-OUT TO LOCATE ALL UNDERGROUND UTILITIES PRIOR

TO INSTALLATION OF ANY LANDSCAPE MATERIAL. UTILITY COMPANIES SHALL BE CONTACTED THREE (3) DAYS
PRIOR TO THE BEGINNING OF WORK.

5. TREE PROTECTION

A

CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL EXISTING TREES TO REMAIN. A TREE
PROTECTION ZONE SHALL BE ESTABLISHED AT THE DRIP LINE OR 15 FEET FROM THE TRUNK OR AT THE LIMIT OF
CONSTRUCTION DISTURBANCE, WHICHEVER IS GREATER. LOCAL STANDARDS THAT MAY REQUIRE A MORE
STRICT TREE PROTECTION ZONE SHALL BE HONORED.

. AFORTY-EIGHT INCH (48") HIGH WOODEN SNOW FENCE OR ORANGE COLORED HIGH-DENSITY 'VISI-FENCE', OR

APPROVED EQUAL, MOUNTED ON STEEL POSTS SHALL BE PLACED ALONG THE BOUNDARY OF THE TREE
PROTECTION ZONE. POSTS SHALL BE LOCATED AT A MAXIMUM OF EIGHT FEET (8') ON CENTER OR AS INDICATED
WITHIN THE TREE PROTECTION DETAIL.

. WHEN THE TREE PROTECTION FENCING HAS BEEN INSTALLED, IT SHALL BE INSPECTED BY THE APPROVING

AGENCY PRIOR TO DEMOLITION, GRADING, TREE CLEARING OR ANY OTHER CONSTRUCTION. THE FENCING
ALONG THE TREE PROTECTION ZONE SHALL BE REGULARLY INSPECTED BY THE LANDSCAPE CONTRACTOR AND
MAINTAINED UNTIL ALL CONSTRUCTION ACTIVITY HAS BEEN COMPLETED.

. AT NO TIME SHALL MACHINERY, DEBRIS, FALLEN TREES OR OTHER MATERIALS BE PLACED, STOCKPILED OR LEFT

STANDING IN THE TREE PROTECTION ZONE.

6. SOIL MODIFICATIONS

A

CONTRACTOR SHALL ATTAIN A SOIL TEST FOR ALL AREAS OF THE SITE PRIOR TO CONDUCTING ANY PLANTING.
SOIL TESTS SHALL BE PERFORMED BY A CERTIFIED SOIL LABORATORY.

. LANDSCAPE CONTRACTOR SHALL REPORT ANY SOIL OR DRAINAGE CONDITIONS CONSIDERED DETRIMENTAL TO

THE GROWTH OF PLANT MATERIAL. SOIL MODIFICATIONS, AS SPECIFIED HEREIN, MAY NEED TO BE CONDUCTED
BY THE LANDSCAPE CONTRACTOR DEPENDING ON SITE CONDITIONS.

. THE FOLLOWING AMENDMENTS AND QUANTITIES ARE APPROXIMATE AND ARE FOR BIDDING PURPOSES ONLY.

COMPOSITION OF AMENDMENTS SHOULD BE REVISED DEPENDING ON THE OUTCOME OF A TOPSOIL ANALYSIS

PERFORMED BY A CERTIFIED SOIL LABORATORY.

1.1. TO INCREASE A SANDY SOIL'S ABILITY TO RETAIN WATER AND NUTRIENTS, THOROUGHLY TILL ORGANIC
MATTER INTO THE TOP 6-12". USE COMPOSTED BARK, COMPOSTED LEAF MULCH OR PEAT MOSS. ALL
PRODUCTS SHOULD BE COMPOSTED TO A DARK COLOR AND BE FREE OF PIECES WITH IDENTIFIABLE LEAF
OR WOOD STRUCTURE. AVOID MATERIAL WITH A PH HIGHER THAN 7.5.

1.2. TO INCREASE DRAINAGE, MODIFY HEAVY CLAY OR SILT (MORE THAN 40% CLAY OR SILT) BY ADDING
COMPOSTED PINE BARK (UP TO 30% BY VOLUME) AND/OR AGRICULTURAL GYPSUM. COARSE SAND MAY BE
USED IF ENOUGH IS ADDED TO BRING THE SAND CONTENT TO MORE THAN 60% OF THE TOTAL MIX.
SUBSURFACE DRAINAGE LINES MAY NEED TO BE ADDED TO INCREASE DRAINAGE.

1.3. MODIFY EXTREMELY SANDY SOILS (MORE THAN 85%) BY ADDING ORGANIC MATTER AND/OR DRY, SHREDDED
CLAY LOAM UP TO 30% OF THE TOTAL MIX.

7. FINISHED GRADING

A

UNLESS OTHERWISE CONTRACTED, THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR THE
INSTALLATION OF TOPSOIL AND THE ESTABLISHMENT OF FINE-GRADING WITHIN THE DISTURBANCE AREA OF THE
SITE.

. LANDSCAPE CONTRACTOR SHALL VERIFY THAT SUBGRADE FOR INSTALLATION OF TOPSOIL HAS BEEN

ESTABLISHED. THE SUBGRADE OF THE SITE MUST MEET THE FINISHED GRADE LESS THE REQUIRED TOPSOIL
THICKNESS (1"+).

. ALL LAWN AND PLANTING AREAS SHALL BE GRADED TO A SMOOTH, EVEN AND UNIFORM PLANE WITH NO ABRUPT

CHANGE OF SURFACE AS DEPICTED WITHIN THIS SET OF CONSTRUCTION PLANS, UNLESS OTHERWISE DIRECTED
BY THE PROJECT ENGINEER OR LANDSCAPE ARCHITECT.

. ALL PLANTING AREAS SHALL BE GRADED AND MAINTAINED TO ALLOW FREE FLOW OF SURFACE WATER IN AND

AROUND THE PLANTING BEDS. STANDING WATER SHALL NOT BE PERMITTED IN PLANTING BEDS.

8. TOPSOILING

A

CONTRACTOR SHALL PROVIDE A SIX INCH (6") THICK MINIMUM LAYER OF TOPSOIL, OR AS DIRECTED BY THE
LOCAL ORDINANCE OR CLIENT, IN ALL PLANTING AREAS. TOPSOIL SHOULD BE SPREAD OVER A PREPARED
SURFACE IN A UNIFORM LAYER TO ACHIEVE THE DESIRED COMPACTED THICKNESS.

. ON-SITE TOPSOIL MAY BE USED TO SUPPLEMENT THE TOTAL AMOUNT REQUIRED. TOPSOIL FROM THE SITE MAY

BE REJECTED IF IT HAS NOT BEEN PROPERLY REMOVED, STORED AND PROTECTED PRIOR TO CONSTRUCTION.

. CONTRACTOR SHALL FURNISH TO THE APPROVING AGENCY AN ANALYSIS OF BOTH IMPORTED AND ON-SITE

TOPSOIL TO BE UTILIZED IN ALL PLANTING AREAS. THE PH AND NUTRIENT LEVELS MAY NEED TO BE ADJUSTED
THROUGH SOIL MODIFICATIONS AS NEEDED TO ACHIEVE THE REQUIRED LEVELS AS SPECIFIED IN THE MATERIALS
SECTION ABOVE.

. ALL PLANTING AND LAWN AREAS ARE TO BE CULTIVATED TO A DEPTH OF SIX INCHES (6"). ALL DEBRIS EXPOSED

FROM EXCAVATION AND CULTIVATION SHALL BE DISPOSED OF IN ACCORDANCE WITH GENERAL WORK
PROCEDURES SECTION ABOVE. THE FOLLOWING SHALL BE TILLED INTO THE TOP FOUR INCHES (4") IN TWO
DIRECTIONS (QUANTITIES BASED ON A 1,000 SQUARE FOOT AREA):

1.1. 20 POUNDS 'GROW POWER' OR APPROVED EQUAL

1.2. 20 POUNDS NITRO-FORM (COURSE) 38-0-0 BLUE CHIP

. THE SPREADING OF TOPSOIL SHALL NOT BE CONDUCTED UNDER MUDDY OR FROZEN CONDITIONS.

9. PLANTING

A

INSOFAR THAT IT IS FEASIBLE, PLANT MATERIAL SHALL BE PLANTED ON THE DAY OF DELIVERY. IN THE EVENT
THAT THIS IS NOT POSSIBLE, LANDSCAPE CONTRACTOR SHALL PROTECT UNINSTALLED PLANT MATERIAL.
PLANTS SHALL NOT REMAIN UNPLANTED FOR LONGER THAN A THREE DAY PERIOD AFTER DELIVERY. PLANTS
THAT WILL NOT BE PLANTED FOR A PERIOD OF TIME GREATER THAN THREE DAYS SHALL BE HEALED IN WITH
TOPSOIL OR MULCH TO HELP PRESERVE ROOT MOISTURE.

. PLANTING OPERATIONS SHALL BE PERFORMED DURING PERIODS WITHIN THE PLANTING SEASON WHEN

WEATHER AND SOIL CONDITIONS ARE SUITABLE AND IN ACCORDANCE WITH ACCEPTED LOCAL PRACTICE.
PLANTS SHALL NOT BE INSTALLED IN TOPSOIL THAT IS IN A MUDDY OR FROZEN CONDITION.

. ANY INJURED ROOTS OR BRANCHES SHALL BE PRUNED TO MAKE CLEAN-CUT ENDS PRIOR TO PLANTING

UTILIZING CLEAN, SHARP TOOLS. ONLY INJURED OR DISEASED BRANCHING SHALL BE REMOVED.

. ALL PLANTING CONTAINERS AND NON-BIODEGRADABLE MATERIALS SHALL BE REMOVED FROM ROOT BALLS

DURING PLANTING. NATURAL FIBER BURLAP MUST BE CUT FROM AROUND THE TRUNK OF THE TREE AND FOLDED
DOWN AGAINST THE ROOT BALL PRIOR TO BACKFILLING.

. POSITION TREES AND SHRUBS AT THEIR INTENDED LOCATIONS AS PER THE PLANS AND SECURE THE APPROVAL

OF THE LANDSCAPE ARCHITECT PRIOR TO EXCAVATING PITS, MAKING NECESSARY ADJUSTMENTS AS DIRECTED.

. PRIOR TO THE ISSUANCE OF ANY CERTIFICATE OF OCCUPANCY, THE PROPOSED LANDSCAPE, AS SHOWN ON THE

APPROVED LANDSCAPE PLAN, MUST BE INSTALLED, INSPECTED AND APPROVED BY THE APPROVING AGENCY.
THE APPROVING AGENCY SHALL TAKE INTO ACCOUNT SEASONAL CONSIDERATIONS IN THIS REGARD AS
FOLLOWS. THE PLANTING OF TREES, SHRUBS, VINES OR GROUND COVER SHALL OCCUR ONLY DURING THE
FOLLOWING PLANTING SEASONS:

1.1. PLANTS: MARCH 15 TO DECEMBER 15

1.2. LAWN: MARCH 15 TO JUNE 15 OR SEPT. 1 TO DECEMBER 1

. PLANTINGS REQUIRED FOR A CERTIFICATE OF OCCUPANCY SHALL BE PROVIDED DURING THE NEXT

APPROPRIATE SEASON AT THE MUNICIPALITY'S DISCRETION. CONTRACTOR SHOULD CONTACT APPROVING
AGENCY FOR POTENTIAL SUBSTITUTIONS.

. FURTHERMORE, THE FOLLOWING TREE VARIETIES ARE UNUSUALLY SUSCEPTIBLE TO WINTER DAMAGE. WITH

TRANSPLANT SHOCK AND THE SEASONAL LACK OF NITROGEN AVAILABILITY, THE RISK OF PLANT DEATH IS

GREATLY INCREASED. IT IS NOT RECOMMENDED THAT THESE SPECIES BE PLANTED DURING THE FALL PLANTING

SEASON:
ACER RUBRUM
BETULA VARIETIES
CARPINUS VARIETIES
CRATAEGUS VARIETIES PYRUS VARIETIES
KOELREUTERIA QUERCUS VARIETIES
LIQUIDAMBER STYRACIFLUA TILIA TOMENTOSA
LIRIODENDRON TULIPIFERA  ZELKOVA VARIETIES

PLATANUS X ACERIFOLIA
POPULOUS VARIETIES
PRUNUS VARIETIES

PLANTING PITS SHALL BE DUG WITH LEVEL BOTTOMS, WITH THE WIDTH TWICE THE DIAMETER OF ROOT BALL.
THE ROOT BALL SHALL REST ON UNDISTURBED GRADE. EACH PLANT PIT SHALL BE BACKFILLED IN LAYERS WITH
THE FOLLOWING PREPARED SOIL MIXED THOROUGHLY:
¢ 1 PART PEAT MOSS
¢ 1 PART COMPOSTED COW MANURE BY VOLUME
¢ 3 PARTS TOPSOIL BY VOLUME
¢ 21 GRAMS 'AGRIFORM' PLANTING TABLETS (OR APPROVED EQUAL) AS FOLLOWS:
A) 2 TABLETS PER 1 GALLON PLANT
B) 3 TABLETS PER 5 GALLON PLANT
C)4 TABLETS PER 15 GALLON PLANT
D) LARGER PLANTS: 2 TABLETS PER 2" CALIPER OF TRUNK

FILL PREPARED SOIL AROUND BALL OF PLANT HALF-WAY AND INSERT PLANT TABLETS. COMPLETE BACKFILL AND
WATER THOROUGHLY.

. ALL PLANTS SHALL BE PLANTED SO THAT THE TOP OF THE ROOT BALL, THE POINT AT WHICH THE ROOT FLARE

BEGINS, IS SET AT GROUND LEVEL AND IN THE CENTER OF THE PIT. NO SOIL IS TO BE PLACED DIRECTLY ON TOP
OF THE ROOT BALL.

ALL PROPOSED TREES DIRECTLY ADJACENT TO WALKWAYS OR DRIVEWAYS SHALL BE PRUNED AND MAINTAINED
TO A MINIMUM BRANCHING HEIGHT OF 7' FROM GRADE.

. GROUND COVER AREAS SHALL RECEIVE A 4" LAYER OF HUMUS RAKED INTO THE TOP 1" OF PREPARED SOIL

PRIOR TO PLANTING. ALL GROUND COVER AREAS SHALL BE WEEDED AND TREATED WITH A PRE-EMERGENT
CHEMICAL AS PER MANUFACTURER'S RECOMMENDATION.

. NO PLANT, EXCEPT GROUND COVERS, GRASSES OR VINES, SHALL BE PLANTED LESS THAN TWO FEET (2') FROM

EXISTING STRUCTURES AND SIDEWALKS.

. ALL PLANTING AREAS AND PLANTING PITS SHALL BE MULCHED AS SPECIFIED HEREIN TO FILL THE ENTIRE BED

AREA OR SAUCER. NO MULCH IS TO TOUCH THE TRUNK OF THE TREE OR SHRUB.

. ALL PLANTING AREAS SHALL BE WATERED IMMEDIATELY UPON INSTALLATION IN ACCORDANCE WITH THE

WATERING SPECIFICATIONS AS LISTED HEREIN.

10. TRANSPLANTING (WHEN REQUIRED)

A

B.

B.

C.

B.

ALL TRANSPLANTS SHALL BE DUG WITH INTACT ROOT BALLS CAPABLE OF SUSTAINING THE PLANT.

IF PLANTS ARE TO BE STOCKPILED BEFORE REPLANTING, THEY SHALL BE HEALED IN WITH MULCH OR SOIL,
ADEQUATELY WATERED AND PROTECTED FROM EXTREME HEAT, SUN AND WIND.

. PLANTS SHALL NOT BE DUG FOR TRANSPLANTING BETWEEN APRIL 10 AND JUNE 30.
. UPON REPLANTING, BACKFILL SOIL SHALL BE AMENDED WITH FERTILIZER AND ROOT GROWTH HORMONE.
. TRANSPLANTS SHALL BE GUARANTEED FOR THE LENGTH OF THE GUARANTEE PERIOD SPECIFIED HEREIN.

. IF TRANSPLANTS DIE, SHRUBS AND TREES LESS THAN SIX INCHES (6") DBH SHALL BE REPLACED IN KIND. TREES

GREATER THAN SIX INCHES (6") DBH MAY BE REQUIRED TO BE REPLACED IN ACCORDANCE WITH THE
MUNICIPALITY'S TREE REPLACEMENT GUIDELINES.

11. WATERING
A

NEW PLANTINGS OR LAWN AREAS SHALL BE ADEQUATELY IRRIGATED BEGINNING IMMEDIATELY AFTER PLANTING.
WATER SHALL BE APPLIED TO EACH TREE AND SHRUB IN SUCH MANNER AS NOT TO DISTURB BACKFILL AND TO
THE EXTENT THAT ALL MATERIALS IN THE PLANTING HOLE ARE THOROUGHLY SATURATED. WATERING SHALL
CONTINUE AT LEAST UNTIL PLANTS ARE ESTABLISHED.

SITE OWNER SHALL PROVIDE WATER IF AVAILABLE ON SITE AT TIME OF PLANTING. IF WATER IS NOT AVAILABLE
ON SITE, CONTRACTOR SHALL SUPPLY ALL NECESSARY WATER. THE USE OF WATERING BAGS IS RECOMMENDED
FOR ALL NEWLY PLANTED TREES.

IF AN IRRIGATION SYSTEM HAS BEEN INSTALLED ON THE SITE, IT SHALL BE USED TO WATER PROPOSED PLANT
MATERIAL, BUT ANY FAILURE OF THE SYSTEM DOES NOT ELIMINATE THE CONTRACTOR'S RESPONSIBILITY OF
MAINTAINING THE DESIRED MOISTURE LEVEL FOR VIGOROUS, HEALTHY GROWTH.

12. GUARANTEE
A

THE LANDSCAPE CONTRACTOR SHALL GUARANTEE ALL PLANTS FOR A PERIOD OF ONE (1) YEAR FROM APPROVAL
OF LANDSCAPE INSTALLATION BY THE APPROVING AGENCY. CONTRACTOR SHALL SUPPLY THE OWNER WITH A
MAINTENANCE BOND FOR TEN PERCENT (10%) OF THE VALUE OF THE LANDSCAPE INSTALLATION WHICH WILL BE
RELEASED AT THE CONCLUSION OF THE GUARANTEE PERIOD AND WHEN A FINAL INSPECTION HAS BEEN
COMPLETED AND APPROVED BY THE OWNER OR AUTHORIZED REPRESENTATIVE.

. ANY DEAD OR DYING PLANT MATERIAL SHALL BE REPLACED FOR THE LENGTH OF THE GUARANTEE PERIOD.

REPLACEMENT OF PLANT MATERIAL SHALL BE CONDUCTED AT THE FIRST SUCCEEDING PLANTING SEASON. ANY
DEBRIS SHALL BE DISPOSED OF OFF-SITE, WITHOUT EXCEPTION.

. TREES AND SHRUBS SHALL BE MAINTAINED BY THE CONTRACTOR DURING CONSTRUCTION AND THROUGHOUT

THE 90 DAY MAINTENANCE PERIOD AS SPECIFIED HEREIN. CULTIVATION, WEEDING, WATERING AND THE
PREVENTATIVE TREATMENTS SHALL BE PERFORMED AS NECESSARY TO KEEP PLANT MATERIAL IN GOOD
CONDITION AND FREE OF INSECTS AND DISEASE.

. LAWNS SHALL BE MAINTAINED THROUGH WATERING, FERTILIZING, WEEDING, MOWING, TRIMMING AND OTHER

OPERATIONS SUCH AS ROLLING, REGARDING AND REPLANTING AS REQUIRED TO ESTABLISH A SMOOTH,
ACCEPTABLE LAWN, FREE OF ERODED OR BARE AREAS.

13. CLEANUP
A

UPON THE COMPLETION OF ALL LANDSCAPE INSTALLATION AND BEFORE THE FINAL ACCEPTANCE, THE
CONTRACTOR SHALL REMOVE ALL UNUSED MATERIALS, EQUIPMENT AND DEBRIS FROM THE SITE. ALL PAVED
AREAS ARE TO BE CLEANED.

THE SITE SHALL BE CLEANED AND LEFT IN A NEAT AND ACCEPTABLE CONDITION AS APPROVED BY THE OWNER
OR AUTHORIZED REPRESENTATIVE.

DO NOT STAKE OR
WRAP TRUNK

PREPARE WIDTH OF
PLANTING HOLE 6 FT
OR TWICE THE WIDTH
OF THE ROOT BALL;
WHICHEVER IS
GREATER

PREPARED SOIL FOR
TREES 1 PART PEAT MOSS 1
PART COW MANURE 3
PARTS TOPSOIL

ONLY TREES WITH ONE MAIN LEADER
SHALL BE PURCHASED. DO NOT PRUNE
TREE AT PLANTING UNLESS DIRECTED
TO BY PROJECT LANDSCAPE
ARCHITECT

FOLD BURLAP AWAY FROM TOP OF
ROOT BALL

SET ROOT BALL FLUSH TO GRADE OR
SEVERAL INCHES HIGHER IN
POORLY DRAINING SOILS.

4" BUILT-UP EARTH SAUCER

3" THICK LAYER OF DARK
BROWN DOUBLE SHREDDED
HARDWOOD MULCH

BEFORE PLANTING ADD 3 TO 4"
OF WELL-COMPOSTED LEAVES
OR RECYCLED YARD WASTE TO

IA=T=N

UNDISTURBED
SUBGRADE

DIG WIDE, SHALLOW HOLE
WITH TAMPED SIDES

TAMP SOIL SOLIDLY AROUND
BASE OF ROOT BALL

T
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BED AND TILL INTO TOP 6" OF

= - \. : PREPARED SOIL.

4-6" DEEPER THAN ROOT BALL

REMOVE THE TOP 1/3 OF THE WIRE BASKET IF
PRESENT. ANY AND ALL TWINE SHALL BE REMOVED
FROM THE TREE BEFORE BACKFILLING. BURLAP SHALL
BE FOLDED BACK INTO PLANTING HOLE

SET ROOT BALL ON FIRM
PAD IN BOTTOM OF HOLE

REFERENCE: ARCHITECTURAL GRAPHIC STANDARDS 1998 CUMULATIVE SUPPLEMENT.

EVERGREEN TREE PLANTING DETAIL

NOT TO SCALE

NOTE: TREE STAKING TO BE REMOVED
AFTER 2 GROWING SEASONS

DO NOT WRAP TRUNK

REINFORCED RUBBER HOSE (1/2"
DIA)

12 GAUGE GALVANIZED WIRE GUYS TWISTED
2" DIA. HARDWOOD STAKES 2/3 TREE HT.

2 PERTREE
EXISTING GRADE

PREPARED SOIL FOR TREES
1 PART PEAT MOSS

1 PART COW MANURE

3 PARTS TOPSOIL

UNDISTURBED SUBGRADE

TAMP SOIL SOLIDLY AROUND BASE
OF ROOT BALL

ONLY TREES WITH ONE MAIN LEADER SHALL BE
PURCHASED. DO NOT PRUNE TREE AT PLANTING
UNLESS DIRECTED TO BY PROJECT LANDSCAPE
ARCHITECT

SET ROOT BALL FLUSH TO GRADE OR
SEVERAL INCHES HIGHER IN POORLY
DRAINING SOILS.

3" THICK LAYER OF DARK BROWN
DOUBLE SHREDDED HARDWOOD
MULCH

4" BUILT-UP EARTH SAUCER

BEFORE PLANTING ADD 3 TO 4" OF WELL-COMPOSTED
LEAVES OR RECYCLED YARD WASTE TO BED AND TILL
INTO TOP 6" OF PREPARED SOIL.

REMOVE THE TOP 1/3 OF THE WIRE BASKET IF
PRESENT. ANY AND ALL TWINE SHALL BE REMOVED
FROM THE TREE BEFORE BACKFILLING. BURLAP SHALL
BE FOLDED BACK INTO PLANTING HOLE

SET ROOT BALL ON FIRM PAD
INBOTTOM OF HOLE

TREE PLANTING ON SLOPE DETAIL

NOT TO SCALE

DO NOT STAKE
OR WRAP TRUNK

PREPARE WIDTH OF
PLANTING HOLE 6 FT OR
TWICE THE WIDTH OF
THE ROOT BALL;
WHICHEVER IS GREATER

PREPARED SOIL FOR TREES
1 PART PEAT MOSS

1 PART COW MANURE

3 PARTS TOPSOIL

UNDISTURBED

ONLY TREES WITH ONE MAIN LEADER
SHALL BE PURCHASED. DO NOT PRUNE
TREE AT PLANTING UNLESS DIRECTED
TO BY PROJECT LANDSCAPE ARCHITECT

FOLD BURLAP AWAY FROM
TOP OF ROOT BALL

SET ROOT BALL FLUSH TO GRADE
OR SEVERAL INCHES HIGHERIN
POORLY DRAINING SOILS.

4" BUILT-UP EARTH SAUCER

3" THICK LAYER OF DARK BROWN DOUBLE
SHREDDED HARDWOQOD MULCH

BEFORE PLANTING ADD 3 TO 4"
OF WELL-COMPOSTED LEAVES OR
e RECYCLED YARD WASTE TO BED

SUBGRADE

DIG WIDE, SHALLOW HOLE
WITH TAMPED SIDES

TAMP SOIL SOLIDLY
AROUND BASE OF
ROOT BALL

S E=[[=[]T ANDTILLINTO TOP 6" OF
— | PREPARED SOIL.
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4-6" DEEPER THAN ROOT BALL

REMOVE THE TOP 1/3 OF THE WIRE BASKET IF
PRESENT. ANY AND ALL TWINE SHALL BE
REMOVED FROM THE TREE BEFORE
BACKFILLING. BURLAP SHALL BE FOLDED BACK
INTO PLANTING HOLE

SET ROOT BALL ON FIRM
PAD IN BOTTOM OF HOLE

REFERENCE: ARCHITECTURAL GRAPHIC STANDARDS 1998 CUMULATIVE SUPPLEMENT.

DECIDUOUS TREE PLANTING DETAIL

PLANT SHALL BE
TRANSPLANTED AT THE SAME
GRADE AS IT BORE IN THE
NURSERY PLOT PRIOR TO
BALLING AND BURLAPPING.

PLANTING MIX:

1 PART PEAT MOSS

1 PART COW MANURE

3 PARTS TOPSOIL PLANTING
MIXTURE WILL CHANGE WITH
SOIL CONDITIONS

NOT TO SCALE

FOR CONTAINER-GROWN
SHRUBS, USE FINGER OR
SMALL HAND TOOLS TO PULL
THE ROOTS QUT OF THE QUTER
LAYER OF POTTING SOIL; THEN
CUT OR PULL APART ANY
ROOTS THAT CIRCLE THE
PERIMETER OF THE CONTAINER

3" THICK LAYER OF DARK
BROWN DOUBLE
SHREDDED HARDWOOD
MULCH

BEFORE PLANTING, ADD 3 TO 4"
OF WELL-COMPOSTED LEAVES
AND RECYCLED YARD WASTE
TOBED AND TILL INTO TOP 6"
OF PREPARED SOIL

REMOVE THE TOP 1/3 OF THE
WIRE BASKET IF PRESENT. ANY
AND ALL TWINE SHALL BE
REMOVED FROM THE SHRUB
BEFORE BACKFILLING. BURLAP
SHALL BE FOLDED BACK INTO
PLANTING HOLE

FINISHED GRADE
0

W ATV — i A4
e N s
=T : BOTTOM OF HOLE.

RENOANARY

UNDISTURBED
SUBGRADE

SOIL SURFACE ROUGHENED
TO BIND WITH NEW SOIL.

REFERENCE: ARCHITECTURAL GRAPHIC STANDARDS 1998 CUMULATIVE SUPPLEMENT

INCORPORATE 2" OF PEAT INTO

DECIDUOUS AND EVERGREEN
SHRUB PLANTING DETAIL

NOT TO SCALE

PLANT MATERIAL SPACED AS SPECIFIED.

6" OF SEE LANDSCAPE SCHEDULE FOR PROPOSED

PLANTING MIXTURE, AS SPECIFIED

3" THICK LAYER OF
DARK BROWN DOUBLE
SHREDDED HARDWOOD
MULCH

FINISHED GRADEN

MINIMUM &" TOPSOIL

LTI,

EXISTING SUBSOIL

TYPICAL PERENNIAL AND GROUND COVER PLANTING

D= PROPOSED ON CENTER

(0.C.) SPACING

SEE LANDSCAPE SCHEDULE
FOR FOR REQUIRED SPACING

D

TYPICAL PERENNIAL AND GROUND COVER SPACING & LAYOUT

PERENNIAL/IGROUND COVER PLANTING DETAIL

NOT TO SCALE

OWNER MAINTENANCE RESPONSIBILITIES

UPON OWNER'S (OR OWNER CONTRACTOR'S) COMPLETION OF LANDSCAPING WORK, THE OWNER IS
FULLY RESPONSIBLE FOR ALL FUTURE MAINTENANCE, CARE, UPKEEP, WATERING, AND TRIMMING OF ALL
INSTALLED VEGETATION, PLANTS, TREE, BUSHES, SHRUBS, GRASSES, GRASS, ORNAMENTAL PLANTS AND
FLOWERS, FLOWERS, GROUND COVER, AND LANDSCAPING, INCLUDING ALL LANDSCAPE ISLANDS AND
AREAS ADJACENT OR PART OF THE LANDSCAPED AREAS. THIS RESPONSIBILITY INCLUDES, BUT IS NOT
LIMITED TO, THE FOLLOWING:

e TREES ADJACENT TO WALKWAYS AND AREAS OF PEDESTRIAN TRAFFIC MUST BE MAINTAINED TO
ASSURE THAT ANY BRANCHES MUST BE LIMBED UP TO A CLEARANCE HEIGHT OF 7 FT. (FROM ALL
PEDESTRIAN SURFACES) OR PRUNED BACK TO AVOID ANY INTERFERENCE WITH THE TYPICAL PATH
OF TRAVEL.

e TREES WITHIN VEHICULAR SIGHT LINES, AS ILLUSTRATED ON THE LANDSCAPE PLAN, ARE TO BE
TRIMMED TO A CLEARANCE HEIGHT OF 7 FT. (FROM ALL PAVED, TRAVELED SURFACES), OR AS
OTHERWISE INDICATED ON THE PLANS.

e VEGETATIVE GROUND COVER, SHRUBS AND ORNAMENTAL PLANTS AND GRASSES MUST BE TRIMMED
SO THAT NO PORTION OF THE PLANT EXCEEDS 30 INCHES ABOVE GRADE (OF ALL PAVED, TRAVEL
SURFACES) ALONG AND WITHIN THE SIGHT LINES OF PARKING LOTS AND INGRESS-EGRESS WAYS.

e FALLEN PLANT FLOWERS, FRUIT, SEEDS AND DEBRIS DROPPINGS ARE TO BE REMOVED IMMEDIATELY
FROM VEHICULAR AND PEDESTRIAN TRAFFIC AREAS TO PREVENT TRIPPING, SLIPPING OR ANY
OTHER HAZARDS.

THESE REQUIREMENTS DO NOT AFFECT THE PLANT LIFE GUARANTEES THE LANDSCAPE CONTRACTOR IS
REQUIRED TO PROVIDE.
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GENERAL NOTE:

IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO REVIEW ALL OF THE DRAWINGS AND SPECIFICATIONS ASSOCIATED WITH THIS PROJECT
WORK SCOPE PRIOR TO THE INITIATION OF CONSTRUCTION. SHOULD THE CONTRACTOR FIND A CONFLICT WITH THE DOCUMENTS RELATIVE TO
THE SPECIFICATIONS OR APPLICABLE CODES, IT IS THE CONTRACTOR'S RESPONSIBILITY TO NOTIFY THE PROJECT ENGINEER OF RECORD IN
WRITING PRIOR TO THE START OF CONSTRUCTION. FAILURE BY THE CONTRACTOR TO NOTIFY THE PROJECT ENGINEER SHALL CONSTITUTE
ACCEPTANCE OF FULL RESPONSIBILITY BY THE CONTRACTOR TO COMPLETE THE SCOPE OF THE WORK AS DEFINED BY THE DRAWINGS AND IN

EULL CONFORMANCEWITH LOCAL REGULATIONS AND CODES
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ALL CONSTRUCTION SHALL BE PER MOST CURRENT CITY OF NEWARK STANDARDS AND
SPECIFICATIONS, BUILDING CODE AND FIRE CODE.

AS-BUILT PLANS AND CHECKLIST SHALL BE SUBMITTED TO THE CITY OF NEWARK PRIOR TO
ISSUANCE OF CERTIFICATE OF OCCUPANCY.

ALL HANDICAPPED PARKING STALLS, LOGOS, AND ACCESS AISLES SHALL BE MARKED WITH
BLUE PAINT AND HATCHED ACCORDINGLY.

ANY DAMAGE TO THE CITY STORM SEWER, WATER, OR SANITARY SEWER INFRASTRUCTURE
SHALL BE REPAIRED OR REPLACED TO THE SATISFACTION OF THE PUBLIC WORKS AND
WATER RESOURCES DIRECTOR OR THEIR DESIGNEE.

ALL ON-SITE STORM SEWER AND SANITARY SEWER IS PRIVATE. ON-SITE MANHOLES SHALL
NOT HAVE "NEWARK" ANYWHERE ON THE LID.

UNUSED WATER AND SEWER SERVICES SHALL BE TERMINATED AT THE UTILITY MAIN UNLESS
A MORE SUITABLE LOCATION IS DETERMINED BY THE PUBLIC WORKS WATER RESOURCE
DEPARTMENT DURING CONSTRUCTION.

WATER METER SHALL BE LOCATED AS CLOSE AS POSSIBLE TO WHERE THE DOMESTIC MAIN
ENTERS THE BUILDING. THE METER ROOM SHALL BE READILY ACCESSIBLE TO THE CITY OF

NEWARK. A 7 TURN LOCKING BALL VALVE SHALL BE LOCATED IMMEDIATELY ON BOTH SIDES
OF THE METER.

INDIVIDUAL WATER METER WILL BE PROVIDED FOR EACH DWELLING AND/OR COMMERCIAL
UNIT. THE DEVELOPER WILL BE RESPONSIBLE FOR THE COST OF THE METERS AND THE
METER PITS. THE CITY WILL DETERMINE THE SIZE OF THE METERS IN COORDINATION WITH
THE DEVELOPER. METER PITS SHALL BE MUELLER THERMAL-COIL METER PITS IN
ACCORDANCE WITH THE LATEST CITY OF NEWARK WATER AND WASTEWATER STANDARDS
AND SPECIFICATIONS.

METER PITS FOR WATER METERS 1" AND UNDER SHALL BE MUELLER THERMAL-COIL, 42"
DEPTH WITH INTEGRAL DUAL CHECK VALVE, AND 4" INSULATION PAD. THE LIDS FOR ALL
METER PITS SHALL BE H-20 RATED UNLESS OTHERWISE APPROVED.

THE DEVELOPER SHALL PAY FEES ASSOCIATED WITH THE NEW WATER METER PRIOR TO
ISSUANCE OF ANY BUILDING PERMIT.

THE DEVELOPER WILL BE RESPONSIBLE FOR THE INSTALLATION OF ADDITIONAL
TRANSMISSION EQUIPMENT SHOULD THE PROPOSED BUILDING NEGATIVELY AFFECT THE
PERFORMANCE OF THE CITY'S WIRELESS METER READING SYSTEM.

AN 'APPROVAL TO CONSTRUCT" WILL BE REQUIRED FROM THE DEPARTMENT F PUBLIC
HEALTH OFFICE OF DRINKING WATER. A COPY OF THE APPROVED PERMIT SHALL BE
FURNISHED TO THE CITY PRIOR TO CIP APPROVAL.

AN 'APPROVAL TO OPERATE' FROM THE DEPARTMENT OF PUBLIC HEALTH SHALL BE
PROVIDED TO THE CITY PRIOR TO THE USE OF ANY DOMESTIC WATER OR ISSUANCE OF ANY
CERTIFICATE OF OCCUPANCY.

DEVELOPER SHALL PROVIDE A SET OF WATER SYSTEM DRAWINGS IN ACCORDANCE WITH
THE STATE DEPARTMENT OF HEALTH DRINKING WATER STANDARDS FOR THEIR REVIEW AND
APPROVAL.

ALL WATER VALVES SHALL BE MUELLER UNLESS OTHERWISE APPROVED BY THE CITY OF
NEWARK PUBLIC WORKS AND WATER RESOURCES DEPARTMENT.

THE DEVELOPER SHALL PAY THE SEWAGE TREATMENT PLANT (STP) FEE PRIOR TO
RECEIVING A BUILDING PERMIT.

ANY SANITARY SEWER LATERALS PROPOSED TO BE REUSED SHALL BE VISUALLY INSPECTED
(TELEVISED) BY THE DEVELOPER AND APPROVED FOR THE RE-USE BY THE PUBLIC WORKS
AND WATER RESOURCE DEPARTMENT. CONTACT SHAWN GEALY, WATER AND WASTEWATER
INSPECTOR, AT 302-229-1396 A MINIMUM OF 48 HOURS IN ADVANCE OF THE CCTV WORK AND
PROVIDE A DIGITAL COPY TOT HE PUBLIC WORKS AND WATER RESOURCE DEPARTMENT.
THE DNREC 'CONSTRUCTION OF WASTEWATER COLLECTION AND CONVEYANCE SYSTEMS'
PERMIT WILL BE REQUIRED AND SHALL BE FURNISHED TO THE CITY PRIOR TO CIP APPROVAL
(REQUIRED FOR PROJECTS THAT GENERATE MORE THAN 2000 GALLONS PER DAY AVERAGE
SEWER FLOW).

A SIGNED AND SEALED COPY OF THE DNREC APPROVAL SANITARY SEWER AS-BUILT PLANS
SHALL BE FURNISHED TO THE CITY WITHIN 30 DAYS OF DNREC APPROVAL.

THE REQUIRED FIRE PROTECTION FLOW RATE IS TO BE PROVIDED.

THE DEVELOPER SHALL PAINT ALL EXISTING AND PROPOSED FIRE HYDRANTS ASSOCIATED
WITH THIS PROJECT TO REFLECT THE FLOW CAPACITY AND APPLY A 2-INCH REFLECTIVE
TAPE IN ACCORDANCE WITH THE STATE FIRE CODE.

SPRINKLERS ARE REQUIRED IN ALL UNITS AND ALL FIRE PROTECTION SYSTEMS SHALL BE
SUBMITTED TO THE CITY OF NEWARK FIRE MARSHAL'S OFFICE FOR REVIEW AND PERMITTING
PRIOR TO ISSUANCE OF BUILDING PERMIT.

A BLUE CARD HOLDER WILL BE ON SITE AT ALL TIMES DURING CONSTRUCTION TO ENSURE
ALL SEDIMENT AND STORMWATER REGULATIONS ARE ADHERED TO.

A CONCRETE WASHOUT AREA SHALL BE INSTALLED AND APPROVED BY THE PUBLIC WORKS
AND WATER RESOURCES DEPARTMENT.
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TAX MAP #: 18-046.00-024

SITE INFORMATION: 1110 S. COLLEGE AVENUE
CITY OF NEWARK, DE 19713
NEW CASTLE COUNTY
WHITE CLAY CREEK HUNDRED
PIEDMONT WATERSHED

SITE LOCATION: NORTHING: 601209.8579

EASTING: 562465.4040

CITY OF NEWARK APPLICATION NO.:
PLUS NO.:
DATUM:

HORIZONTAL: NAD 83
VERTICAL: NAVD 88
TEMPORARY BENCH MARKS SET:
TBM-A: MAG NAIL SET IN CONCRETE WALK NORTH WESTERLY OF
SURVEYED PROPERTY, ELEVATION = 66.89'
NORTHING: 601324.5970
EASTING: 562463.8710
TBM-B: MAG NAIL SET IN CONCRETE CURB SOUTHERLY CORNER OF
SURVEYED PROPERTY, ELEVATION = 61.92
NORHTING: 600995.0350
EASTING: 562440.1930

EXISTING AREAS:

EX. IMPERVIOUS:
EX. OPEN AREA:
EX. WOODED AREA:
EX. WETLANDS:
TOTAL=

137,712+ SF (3.16x AC) 87%
7,357+ SF 5%
8,573 = SF 5.4%
3,495 + SF 2.6%
157,137+ SF(3.61+AC) 100%

PROPOSED AREAS:

BUILDING COVER:

OTHER IMPERVIOUS COVER:
OPEN AREA:

WOODED AREA:

WETLAND AREA:

. DELDOT R.O.W DEDICATION
TOTAL GROSS ACREAGE:

8,290+ SF (0.19+ AC)
69,269+ SF (1.59+ AC)
65,102+ SF (1.49+ AC)
8,573+ SF (.20+ AC)
3,495+ SF (0.08+ AC)
2,407+ SF (0.06+ AC)
157,137% SF (3.61t AC)
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SITE COVERAGE AREAS:

EXISTING IMPERVIOUS:
EXISTING PERVIOUS:
TOTAL =

137,712+ SF
19,425+ SF
157,137+ SF(3.612AC)

87%
13%
100%

PROPOSED IMPERVIOUS:
PROPOSED PERVIOUS:
TOTAL =

77,559+ SF
77,188+ SF
154,729+ SF(3.55+AC)

50%
50%
100%

PROPOSED LIMIT OF DISTURBANCE: 3.27+ AC

PROPOSED DISCHARGE LOCATION(S):
POA 1: SOUTH-WESTERLY CORNER INTO CHRISTINA CREEK
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CONSTRUCTION SITE DETAILS AND NOTES

C-608

STANDARD SEDIMENT AND STORMWATER
CONSTRUCTION NOTES

1. THE CITY OF NEWARK PUBLIC WORKS MUST BE NOTIFIED IN WRITING FIVE (5) DAYS PRIOR TO

COMMENCING WITH CONSTRUCTION TO SCHEDULE A PRE-CONSTRUCTION MEETING.

FAILURE TO DO SO CONSTITUTES A VIOLATION OF THE APPROVED SEDIMENT AND

STORMWATER MANAGEMENT PLAN.

REVIEW AND/OR APPROVAL OF THE SEDIMENT AND STORMWATER MANAGEMENT PLAN

SHALL NOT RELIEVE THE CONTRACTOR FROM HIS OR HER RESPONSIBILITIES FOR

COMPLIANCE WITH THE REQUIREMENTS OF THE DELAWARE SEDIMENT AND STORMWATER

REGULATIONS, NOR SHALL IT RELIEVE THE CONTRACTOR FROM ERRORS OR OMISSIONS IN

THE APPROVED PLAN.

3. IF THE APPROVED PLAN NEEDS TO BE MODIFIED, ADDITIONAL SEDIMENT AND STORMWATER
CONTROL MEASURES MAY BE REQUIRED AS DEEMED NECESSARY BY DNREC OR THE CITY
OF NEWARK

5. FOLLOWING SOIL DISTURBANCE OR RE-DISTURBANCE, PERMANENT OR TEMPORARY

STABILIZATION SHALL BE COMPLETED FOR ALL PERIMETER SEDIMENT CONTROLS, SOIL

STOCKPILES, AND ALL OTHER DISTURBED OR GRADED AREAS ON THE PROJECT SITE WITHIN

14 CALENDAR DAYS UNLESS MORE RESTRICTIVE FEDERAL REQUIREMENTS APPLY.

ALL EROSION AND SEDIMENT CONTROL PRACTICES SHALL COMPLY WITH THE DELAWARE

EROSION AND SEDIMENT CONTROL HANDBOOK (LATEST EDITION).

AT ANY TIME A DEWATERING OPERATION IS USED, IT SHALL BE PREVIOUSLY APPROVED BY

THE AGENCY CONSTRUCTION SITE REVIEWER FOR A NON-EROSIVE POINT OF DISCHARGE,

AND A DEWATERING PERMIT SHALL BE APPROVED BY THE DNREC WELL PERMITTING

BRANCH.

8. APPROVED PLANS REMAIN VALID FOR 5 YEARS FROM THE DATE OF APPROVAL.

9. POST CONSTRUCTION VERIFICATION DOCUMENTS SHALL BE SUBMITTED TO THE CITY OF
NEWARK WITHIN 60 DAYS OF STORMWATER MANAGEMENT FACILITY COMPLETION.

10. APPROVAL OF A SEDIMENT AND STORMWATER MANAGEMENT PLAN DOES NOT GRANT OR
IMPLY A RIGHT TO DISCHARGE STORMWATER RUNOFF. THE OWNER/DEVELOPER IS
RESPONSIBLE FOR ACQUIRING ANY AND ALL AGREEMENTS, EASEMENTS, ETC., NECESSARY
TO COMPLY WITH STATE DRAINAGE AND OTHER APPLICABLE LAWS.

11. THE NOTICE OF INTENT FOR STORM WATER DISCHARGES ASSOCIATED WITH CONSTRUCTION
ACTIVITY UNDER A NPDES GENERAL PERMIT FOR THIS PROJECT IS # __ (TO BE FILLED
ONCE RECEIVED). THE PERMITTEE OF RECORD SHALL NOT BE RELIEVED OF THEIR
RESPONSIBILITIES UNTIL A NOTICE OF TERMINATION HAS BEEN PROCESSED BY DNREC.

12. THE CONTRACTOR IS RESPONSIBLE FOR CLEARING ANY SEDIMENT FROM PUBLIC ROADS IN
THE VICINITY OF THE STABILIZED CONSTRUCTION ENTRANCE DUE TO CONSTRUCTION
ACTIVITIES.

13. THE OWNER SHALL BE FAMILIAR WITH AND COMPLY WITH ALL ASPECTS OF THE NPDES
CONSTRUCTION GENERAL PERMIT.

14. BEFORE ANY EARTHWORK OR EXCAVATION TAKES PLACE, THE CONTRACTOR SHALL CALL
MISS UTILITY AT 811 OR 1-800-282-8555 AT LEAST 48 HOURS PRIOR TO CONSTRUCTION, TO
HAVE ALL EXISTING UTILITIES MARKED ONSITE.

15. THE CONTRACTOR SHALL AT TIMES PROTECT AGAINST SEDIMENT OR DEBRIS LADEN RUNOFF
OR WIND FROM LEAVING THE SITE. PERIMETER CONTROLS SHALL BE CHECKED DAILY AND
ADJUSTED AND/OR REPAIRED TO FULLY CONTAIN AND CONTROL SEDIMENT FROM LEAVING
THE SITE. ACCUMULATED SEDIMENT SHALL BE REMOVED WHEN IT HAS REACHED HALF OF
THE EFFECTIVE CAPACITY OF THE CONTROL. IN ADDITION, THE CONTRACTOR MAY NEED TO
ADJUST OR ALTER MEASURES IN TIMES OF ADVERSE WEATHER CONDITIONS, OR AS
DIRECTED BY THE NEW CASTLE COUNTY CONSTRUCTION SITE REVIEWER.

16. BEST AVAILABLE TECHNOLOGY (BAT) SHALL BE EMPLOYED TO MANAGE TURBID DISCHARGES
IN ACCORDANCE WITH THE REQUIREMENTS OF 7. DEL C. CH 60 AND THE CURRENT
DELAWARE CONSTRUCTION GENERAL PERMIT (CGP).

17. DOCUMENTATION OF SOIL TESTING AND MATERIALS USED FOR TEMPORARY OR PERMANENT
STABILIZATION INCLUDING BUT NOT LIMITED TO SOIL TEST RESULTS, SEED TAGS, SOIL
AMENDMENT TAGS, ETC. SHALL BE PROVIDED TO THE DEPARTMENT TO VERIFY THAT THE
PERMANENT OR TEMPORARY STABILIZATION HAS BEEN COMPLETED IN ACCORDANCE WITH
THE APPROVED PLAN.

18. THE CITY OF NEWARK MAY REQUIRE ADDITIONAL SOIL TESTING AND REAPPLICATION OF
PERMANENT OR TEMPORARY STABILIZATION IN ACCORDANCE WITH THE SPECIFICATIONS IN
THE DELAWARE EROSION AND SEDIMENT CONTROL HANDBOOK, OR ALTERNATIVE
MEASURES THAT PROVIDE FUNCTIONAL EQUIVALENCY.
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CERTIFICATION OF OWNERSHIP

CONSTRUCTION SITE DETAILS

DEVELOPER/APPLICANT

DAVE CANTERA
896 TRUST, LLC
2301 N. DUPONT HIGHWAY

EQUITABLE OWNER

NEW CASTLE DELAWARE, 19720
PHONE: 302-383-9705

DASH IN FOOD STORES, INC
102 CENTENNIAL STREET

LA PLATA, MD 20646

CONTACT: JASON BELT
PHONE: 240-320-6448

PREPARED BY

BOHLER/

CONTACT: CORY TIESTE

C-609 TO C-610

SEDIMENT AND STORMWATER APPROVAL STAMP

I, DAVE CANTERA, CERTIFY THAT: | AM THE OWNER OF THE PROPERTY WHICH IS SUBJECT OF THIS PLAN,
THE LAND USE ACTION PROPOSED BY THIS PLAN IS MADE AT MY DIRECTION, AND ALL LAND CLEARING,
CONSTRUCTION AND DEVELOPMENT SHALL BE DONE PURSUANT TO THE APPROVED PLAN AND THAT
RESPONSIBLE PERSONNEL (I.E. BLUE CARD HOLDER) INVOLVED IN THE LAND DISTURBANCE WILL HAVE A
CERTIFICATION OF TRAINING COURSE FOR THE CONTROL OF EROSION AND SEDIMENT DURING
CONSTRUCTION. IN ADDITION, | GRANT THE DNREC SEDIMENT AND STORMWATER PROGRAM AND THE CITY
OF NEWARK THE RIGHT TO CONDUCT ON-SITE REVIEWS, AND | UNDERSTAND MY RESPONSIBILITIES UNDER
THE NPDES CONSTRUCTION GENERAL PERMIT, AS REFERENCED ON THIS COVER SHEET.

DAVE CANTERA
2301 N. DUPONT HIGHWAY
NEW CASTLE DE, 19720

DATE

CERTIFICATION OF EQUITABLE OWNERSHIP

I, JASON BELT, CERTIFY THAT: | AM THE EQUITABLE OWNER OF THE PROPERTY WHICH IS SUBJECT OF THIS
PLAN, THE LAND USE ACTION PROPOSED BY THIS PLAN IS MADE AT MY DIRECTION, AND ALL LAND
CLEARING, CONSTRUCTION AND DEVELOPMENT SHALL BE DONE PURSUANT TO THE APPROVED PLAN AND
THAT RESPONSIBLE PERSONNEL (l.E. BLUE CARD HOLDER) INVOLVED IN THE LAND DISTURBANCE WILL
HAVE A CERTIFICATION OF TRAINING COURSE FOR THE CONTROL OF EROSION AND SEDIMENT DURING
CONSTRUCTION. IN ADDITION, | GRANT THE DNREC SEDIMENT AND STORMWATER PROGRAM AND THE CITY
OF NEWARK THE RIGHT TO CONDUCT ON-SITE REVIEWS, AND | UNDERSTAND MY RESPONSIBILITIES UNDER
THE NPDES CONSTRUCTION GENERAL PERMIT, AS REFERENCED ON THIS COVER SHEET.

JASON BELT
102 CENTENNIAL STREET
LA PLATA, MD 20460

DATE

CERTIFICATION OF PLAN ACCURACY - ENGINEER

I, DAVID M. KUKLISH, P.E., HEREBY CERTIFY THAT THIS PLAN HAS BEEN PREPARED UNDER MY SUPERVISION
AND TO THE BEST OF MY KNOWLEDGE COMPLIES WITH THE APPLICABLE STATE AND LOCAL REGULATIONS
AND ORDINANCES.

A )\

DAVID M. KUKLISH, P.E.
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Silt Fence

Min. 40" stake length e

Reinforcing strip over geosynthetic

fabric (typ. each stake) Min, 24" stake length above ground

| |
! ‘“TWWWW
7
i — Min. 18" stake length
driven into ground

Embed fabric min, &"
vertically into ground

Flow

— Ends placed upslope to
contain runoff

&4 6’ Max. ‘
" l =
‘)\E (¢ E B\ _5 ‘1_/
2" X 2" wooden post

DELAWARE
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S5 R B BT

Standard Detail & Specifications

Standard Detail & Specifications

[ contRoL

HANDBROOK

Silt Fence

Construction Detail

Fosts \ v Staple

1] (=53 Section B
=) g

, Method for joining
continuous sections

Section A

e
Staple

Top

Construction Notes:

1. Geosynthefic fabric to be fastened securely to fence posts with wire ties or staples.

2. When two sections of filier cloth adjoin each other they shall be overlapped by six
inches and folded.

3. Maintenance shall be performed as needed and material removed when “bulges”
develop in the silt fence.

Materials:

CONTROL
HANDBOOK

Super Silt Fence

10" Max.

L
(OGS

el e

L
TP T g s
I I ST R R SR

0’4.:‘:0.'0:":‘:‘:‘:’:?‘.: 5

7 36" Min,

2-1/2" dia. galvanized

or aluminum posts

Chaln link fence with — &" Min.

geotextile fabric

Fsrspective

/ Fost

Chain link fencin
4 ]
Geotextile fabric \

Flow
W
Embed fabric min, &" 4_;_ o %

33" min. post and Znd
layer geotextile fabric

18" min. 1st layer

? geotextile fabric

DELAUWARRE

EOMENT Standard Detail & Specifications

eSS Super Silt Fence
Construction Notes:

1. The poles do not need to be set in concrete.
2. Chain link fence shall be fastened securely to the fence posts with wire ties or staples.

3. Geotextile fabric shall be fastened securely to the chain link fence with ties spaced every
24" at the top and mid section.

4. Geotextile fabric shall be embedded a minimum of 8" info the ground.

5. When two sections of geotexiile fabric adjoin each other, they shall be overlapped by 6"
and folded.

6. Maintenance shall be performed as needed and silt buildups removed when "bulges”
develop in the silt fence.

Materials:

1. Fencing: Fencing shall be 42 inches in height and constructed in accordance with the
latest Delaware Department of Transportation (Del-DOT) Specificafions for Chain Link
Fencing (Section 727). The Del-DOT specification for a 6 foot fence shall be used,
substituting 42 inch fabric and 6 foot length posts.

SEQUENCE OF CONSTRUCTION

e R s geound 2. Geosynthetic Fabric: Type GD-I
3. Reinforcing strip: Wooden lath or plastic strip
- DATA
LAlL [an Max. controlled slope
. 1Aax. C =2 1
Max. cantrolled slope m P
Source: Symbol: Detail No. Source: Symbol: Detail No. Source: Symbol: Detail No. Source: Symbol: Detail No.
Adapted form SF DEggs‘if -f‘:-f-‘ Adapted from DE-ESC-3.1.2.1 Adapted from  ssF DEQSSE;S }1§2'3 il SSF DE—ﬁSC-a .:.2 3
MD Stds. & Specs. for ESC eena MD Stds. & Specs. for ESC SF Sheet 2 of 2 MD Stds. & Specs. for ESC oe g MD Stds. & Specs. for ESC sheet2 a2
Effective FEB 2019 Effective FEB 2019 Effective FEB 2019 Effective FEB 2019
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Compost Filter Log

DATA
Log diameter (D)

Sock Material

L Compost log sized for
application (min, &")

Disturbed area

Undisturbed
area to be

Upturn ends to
prevent bypaso

oy o
hardwood stake

protected

W Compost log sized for
application (min, &" i
i (\W ) Surface Option Shown for
v , Slopes less than &:1
Undisturbed :
area to be

(NOTE: For steeper 5|0|065, drive

probered stakes perpendicular to surface)

<<\0\“\ %,
/— area

2" x 2" hardwood
stake
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Compost Filter Log

Construction Noftes:

1. Priorto installation, clear bedding area of obstructions including rocks or debris larger than 1inch
and fill in any sharp depression areas.

2. If socks are prepared on-site, fill the sock fabric using a pneumatic blower so that the logs are rigid
and do not deform. Terminate at the desired length.

3. Forirenched applications, excavate 2 to 4 inches below grade along the width and length of the
compost filter log.

4. Install the compost filter logs perpendicular to the flow direction and parallel fo the slope with the
beginning and end of the installation pointing up the slope a minimum of 1 foot elevation difference.
On sites where this is not possible, upturn at a minimum length of 10" at a 30 degree angle to
prevent runoff bypass.

5. For untrenched applications, blow or hand pack soil, mulch, or compost on the upslope side of the
log, filling the bottom void area.

6. Stake the filled log every 10 feet maximum through the center of the sock for trenched applications,
or every 8 feet for untrenched. The stake shall be a 2" by 2" hardwood. It should extend 12" below
grade and protrude at least 3" above the top of the sock. If located on a slope greater than 8:1, the
stake shall be angled downslope at a 45 degree angle to prevent the force of the water from
dislodging to log.

7. Whenthe length of the compost fitter log needed exceeds the available compost filter sock length,
the next sock shall be overlapped a minimum of 12" before being filled, and a stake placed through
both socks at the overlap.

8. Remove accumulated sediment when it has reached half of the effective height of the log.
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Inlet Protection - Type 2

& <2
Dump straps, 2 ea.
Expansion restraint T~
(174" nylon rope
w/2" flat sashers)
Bag Detail
Dump strap
1" rebar for bag
removal from inlet
Dump strap

GD-ll geotextile inlet insert

NOTE: Pre-manufactured products
inatalled in accordance with

d DELAWARE
EROSION

Standard Dectail & Specifications

L contrOL
HANDBOOK

Inlct Protection - Type 2

Notes:

1. This practice shall only be used in situations in which Inlet Protection - Type 1 cannot be
used due to sife constraints. These include, but are not limited to partially completed
parking areas, streefs, roads, eic.

2. It may be necessary to transition from Type 1to Type 2 Inlet Protection as construction
proceeds.

3. For areas where there is a concern for oil run-off or spills, insert shall meet one of the
above specifications with an oil-absorbant pillow or shall be made completely from an oil-

absorbant material with a woven pillow.

Materials:

The geotexfile inlet insert shall meet or exceed the specifications of Type GD-lIl geotextile in
accordance with Appendix A-3 of the Delaware Erosion & Sediment Conirol Handbook.

lan : :
114l wfacturer mend t
9. Inspect weekly and after rain event. If sock is degrading or the sock is failing, vegetate to secure the gj;i:zsid a: ;?GSC;: i::;qmit‘o%
compost, replace the log, or reinforce with an additional log. If the log has been crushed due to substitute with Departmental
NOTE: Manufacturer's recommendations supersede any construction equipment, it can be “fluffed” back to its effective height. If the effective height can no approval.
installation details shown for this practice longer be restored, the log shall be replaced or reinforced with an additional compost filter log.
Perspective
Source: Symbol: Defail No. Source: Symbol: Detail No. Source: Symbol: Detail No. Source: Symbol: Detail No.
Adapted from DE-ESC-3.1.7 Adapted from DE-ESC-3.1.7 DE-ESC-3.1.5.2 Adapted from DE-ESC-3.1.5.2
MD Stds & Specs foresca | —— CFL Sheet 1 of 2 MD Sids & Specs for esC & | ——— CFL Sheet2 of 2 Adapted from IP-2 Sheet 1 0f 2 ACF Producs, Inc. Sheet 2 of 2
Filtrexoc™ International ) Filtrexx™ International . ACF Products, Inc.
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Geotextile Dewatering Bag

/
= Geotextile dewatering bag High 5t.rength
= strapping
=
—=— Flow
\ \L
Pump discharge
hose
Length 4
Plan
= | | —

Aggregate underlayment if
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Geotextile Dewatering Bag

Construction Notes:

1. The dewatering bag should be placed so the incoming water flows info and through the bag, and
then flow off the site without creating more erosion. The neck should be tied off fightly fo stop the
water from flowing out of the bag without going through the walls. The dewatering bag should be
placed on a gravel bed fo allow water to flow in all directions.

2. The dewatering bag is considered full and should be disposed when it is impractical for the bag to
filter the sediment out at a reasonable flow rate. At this point, it should be replaced with a new bag.

3. Disposal may be accomplished as directed by the construction reviewer. If the site allows, the bag

may be buried on site and seeded, visible fabric removed and seeded or removed from site o a
proper disposal area.

Materials:

1. The geotextile fabric shall be a Type GD-V.

2. The dewatering bag shall be sewn with a double needle machine using high strength thread. All
structural seams will be sewn with high strength, double stitched “J” type. Seam strength test will
have the following minimum average roll values:

Type TEST METHOD
Heavy duty ASTM D-4884

TEST RESULT
100 b/ in

3. The dewatering bag shall have an opening large enough to accommodate a four () inch discharge
hose with attached strap to tie off the hose to prevent the pumped water from escaping from the bag

CONTROL
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Riprap Outlet Protection - 1

| NOTE: Depress centerline
rian of apron slightly to prevent
edge-cutting

Type GS-| geotextile fabric
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Riprap Outlet Protection - 1

Construction Notes:

1. The subgrade for the riprap shall be prepared to the required lines and grades as shown on the
plan. Anyfill required in the subgrade shall be compacted to a density of approximately that of
the surrounding undisturbed material.

2. The riprap shall conform to the grading limits as shown on the plan.

3. Filter cloth shall be protected from punching, cutting or tearing. Any damage other than an
occasional small hole shall be repaired by placing another piece of cloth over the damaged
area. Allconneclingjoints should overlap a minimum of 1ft. Ifthe damage is extensive, replace
the entire filter cloth.

4. Stone for the riprap or gabion outlets may be placed by equipment. Riprap shall be placed in
a manner to prevent damage to the filter cloth. Hand placement will be required to the extent
necessary to prevent damage to the conduits, structures, efc.

placed on eoil surface wilfiowt belng hiexed. NOTE: Key into exist, gnd
DATA
Profile Fipe diameter (D,
IO ieter (U,) "
" Section A-A
Apron length (_LEJ
NOTE: Pre-manufactured products installed in accordance with manufacturer's A_prc’h “ji_dth W) T < 05D
recommendations may be used as an equivalent substitute with Departmental approval. Kiprapsize (K NO'? ¥ 9
Riprap thickness (T)
Source: Symbol: Detail No. Source: Symbol: Detail No. Source: Symbol: Detail No. Source: Symbol: Detail No.
DE-ESC-3.2.1.2 DE-ESC-3.2.1.2 - X
Adapted from Sheet 1 of 2 Adapted from ooy Adapted from BE SE; 2;13;?;0'1 Adapted from DE EhSC-3.3f 101
ACF Products, Inc. ACF Products, Inc. MD Stds. & Specs. for ESC MD Stds. & Specs. for ESC Sheet2.0 2
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NOTIFY THE CITY OF NEWARK PUBLIC WORKS AND WATER RESOURCE DEPARTMENT IN WRITING AT LEAST FIVE (5) DAYS
PRIOR TO THE START OF CONSTRUCTION. FAILURE TO DO SO CONSTITUTES A VIOLATION OF THE APPROVED SEDIMENT
AND STORMWATER MANAGEMENT PLAN.

OBTAIN ALL CITY AND STATE PERMITS PRIOR TO THE START OF CONSTRUCTION.

PRIOR TO ANY CLEARING, INSTALLATION OF SEDIMENT CONTROL MEASURES OR GRADING, A PRE-CONSTRUCTION
MEETING SHALL BE SCHEDULED AND CONDUCTED WITH THE AGENCY CONSTRUCTION SITE REVIEWER. THE
LANDOWNER/DEVELOPER, CONTRACTOR, AND CERTIFIED CONSTRUCTION REVIEWER ARE REQUIRED TO BE IN
ATTENDANCE AT THE PRE-CONSTRUCTION MEETING; THE DESIGNER IS RECOMMENDED TO ATTEND. REVIEW THE
EROSION AND SEDIMENT CONTROL PLANS AND STORMWATER MANAGEMENT PLANS PRIOR TO THE MEETING.

ALL PERIMETER CONTROLS ARE TO BE REVIEWED BY THE AGENCY CONSTRUCTION SITE REVIEWER AND APPROVED
PRIOR TO PROCEEDING WITH FURTHER SITE DISTURBANCE OR CONSTRUCTION. DELINEATE THE LIMITS OF
DISTURBANCE AND INSTALL PERIMETER CONTROLS PER THE APPROVED SEDIMENT AND STORMWATER MANAGEMENT
PLANS INCLUDING SILT FENCE, SUPER SILT FENCE, COMPOST FILTER LOG, INLET PROTECTION, STABILIZED
CONSTRUCTION ENTRANCE, AND CONCRETE WASHOUT.

THE CONTRACTOR SHOULD AT ALL TIMES PROTECT AGAINST SEDIMENT OR DEBRIS LADEN RUNOFF OR WIND FROM
LEAVING THE SITE. PERIMETER CONTROLS SHOULD BE CHECKED DAILY AND ADJUSTED AND/OR REPAIRED TO FULLY
CONTAIN AND CONTROL SEDIMENTATION ON THE SITE. ACCUMULATED SEDIMENT SHOULD BE REMOVED WHEN IT HAS
REACHED HALF OF THE EFFECTIVE CAPACITY OF THE CONTROL. IN ADDITION, THE CONTRACTOR MAY NEED TO ADJUST
TO REPAIR MEASURES IN TIMES OF ADVERSE WEATHER CONDITIONS, OR AS DIRECTED BY THE AGENCY CONSTRUCTION
SITE REVIEWER.

ONCE THE PERIMETER CONTROL INSPECTION IS APPROVED, IN WRITING, BY A AGENCY CONSTRUCTION SITE REVIEWER,
BUILDING PERMITS MAY BE ISSUED AND BULK GRADING MAY BEGIN.

BULK GRADE AREAS NECESSARY FOR TEMPORARY SEDIMENT BASIN INSTALLATION PER THE APPROVED STORMWATER
MANAGEMENT PLANS. NOTIFY THE PERSON RESPONSIBLE FOR STORMWATER MANAGEMENT SYSTEM CONSTRUCTION
REVIEW AT LEAST THREE (3) DAYS PRIOR TO THE START OF THE STORMWATER MANAGEMENT SYSTEM CONSTRUCTION;
STORMWATER FACILITIES MUST BE REVIEWED THROUGHOUT THEIR CONSTRUCTION.

CONTRACTOR TO PERFORM DEMOLITION/ABANDONMENT OF ALL ITEMS APPERTAINING TO THE SITES EXISTING
INFRASTRUCTURE, INCLUDING, BUT NOT LIMITED TO, THE EXISTING, SANITARY SEWER MANHOLES, PIPES, AND SEPTIC
SYSTEM, FOUNDATION AND STRUCTURES, AND CURBS IN THE AREA OF CONSTRUCTION PER THE APPROVED
DEMOLITION PLAN. THESE ITEMS SHALL BE REMOVED OR ABANDONED IN ACCORDANCE WITH THE EXISTING CONDITIONS
AND DEMOLITION PLAN AND/OR STATE OR COUNTY REQUIREMENTS.

CLEAR AND GRUB AREAS NECESSARY FOR CONSTRUCTION.
BEGIN RETAINING WALL EARTHWORK AND CONSTRUCTION.

ONCE SITE IS FILLED TO PROPOSED GRADES, INSTALL SEDIMENT TRAP AND REMAINING EROSION AND SEDIMENT
CONTROLS.

ESTABLISH TOPSOIL STOCKPILE(S), INCLUDING INSTALLATION OF PERIMETER CONTROLS AND ACCESS POINT, IN
ACCORDANCE WITH THE APPROVED PLANS. STABILIZE IMMEDIATELY IF NO WORK IS TO OCCUR WITHIN 14 DAYS AND/OR
UPON COMPLETION OF WORK. INSTALL TEMPORARY SEDIMENT TRAP TO ELEVATIONS SHOWN.

REMOVE SEDIMENT AND RESTORE TEMPORARY SEDIMENT TRAP TO ITS ORIGINAL DIMENSIONS WHEN SEDIMENT HAS
REACHED ELEV. --. INSPECT TEMPORARY SEDIMENT TRAP AND REPAIR AS NEEDED AFTER EACH RAIN EVENT.

ROUGH GRADE REMAINING AREAS AND BEGIN TO PREPARE BUILDING PAD. GENERAL CONTRACTOR MUST REFERENCE
GEOTECHNICAL REPORT FOR SUB-SURFACE CONDITIONS AND REQUIRED PREPARATION.

INSTALL ALL UTILITIES, INCLUDING STORM STRUCTURES AND MAINS, AND WATER LINES. SANITARY SEWERS MUST BE
INSTALLED IN ACCORDANCE WITH DEPARTMENT OF PUBLIC WORKS INSPECTIONS AND APPROVED PLANS.

BEGIN BUILDING CONSTRUCTION AS UTILITY STUBS ARE INSTALLED.
INSTALL CURB AND STONE BASE WITHIN ALL PAVED AREAS.
STABILIZE ANY DISTURBED AREAS.

NOTIFY THE PERSON RESPONSIBLE FOR STORMWATER SYSTEM CONSTRUCTION REVIEW AT LEAST THREE (3) DAYS
PRIOR TO THE START OF THE STORMWATER SYSTEM CONSTRUCTION; STORMWATER FACILITIES MUST BE REVIEWED
THROUGHOUT THEIR CONSTRUCTION.

CONVERT TEMPORARY SEDIMENT BASIN TO SUBMERGED GRAVEL WETLAND BMP (SEE POST-CONSTRUCTION SITE
STORMWATER MANAGEMENT PLANS FOR ADDITIONAL BMP SPECIFIC SEQUENCE OF CONSTRUCTION NOTES, OPERATION
AND MAINTENANCE PLAN, AND REQUIRED INFILTRATION CONFIRMATORY TESTING MEASURES).

21.1.  ANY STANDARD CONSTRUCTION EQUIPMENT USED TO EXCAVATE THE TEMPORARY SEDIMENT TRAP MUST
REMAIN ON THE PORTION OF THE TRAP THAT HAS NOT BEEN EXCAVATED TO THE FINAL GRADE. NO HEAVY
EQUIPMENT SHALL BE USED IN THE BOTTOM OF THE TRAP. LOW GROUND PRESSURE EQUIPMENT MAY BE USED IN
THE BOTTOM OF THE TRAP.

21.2. FOLLOWING CONSTRUCTION AND STABILIZATION OF THE UPSTREAM AREA, EXCAVATE THE REMAINING MATERIAL
TO THE ELEVATION SHOWN ON SHEET C-608. INSTALL ANY RIP-RAP, AND/OR ANY OTHER BASIN FEATURES IN AREAS
THAT CANNOT BE REACHED FROM THE SIDE SLOPES OF THE BASIN/TRENCH AS EXCAVATION OCCURS.

21.3. FINAL GRADE AND SCARIFY BOTTOM OF THE BMP.

21.4. INSTALL PRIMARY OUTLET CONTROL STRUCTURE, EROSION CONTROL MATTING, AND RIP-RAP OUTLET
PROTECTION AS SHOWN.

21.5. PROVIDE FINAL SEEDING AND STABILIZATION AS PER SEEDING AND STABILIZATION SCHEDULE. TOPSOIL AND
SEED ONLY THE SIDE SLOPES AND EMBANKMENT OF BASIN. BOTTOM OF BASIN/TRENCH SHALL REMAIN UNSEEDED.

21.6. POST CONSTRUCTION VERIFICATION DOCUMENTS OF THE SUBMERGED GRAVEL WETLAND BMP MUST BE
PREPARED AND SUBMITTED TO THE CITY OF NEWARK PUBLIC WORKS AND WATER RESOURCES FOR APPROVAL.
CONTRACTOR IS RESPONSIBLE FOR HAVING THESE DOCUMENTS PREPARED AND SUBMITTED, INCLUDING
COORDINATING AND OBTAINING CCR REPORTS, PHOTO DOCUMENTATION, AND CERTIFIED SURVEYING DOCUMENTS
AND CHECKLISTS. ALL COSTS ASSOCIATED WITH APPROVAL OF THESE DOCUMENTS ARE INCIDENTAL TO THE
CONTRACT.

INSTALL PAVEMENT (EXCLUDING FINAL TOP COAT). HEAVY CONSTRUCTION TRAFFIC SHALL NOT BE ALLOWED TO DRIVE
ON THE FINAL PAVEMENT TOP COAT.

INSTALL LANDSCAPING AND FINAL STABILIZATION OF THE SITE.
INSTALL FINAL PAVEMENT TOP COAT, AND FINAL GRADE THE REMAINING AREAS OF THE SITE.
INSTALL ALL REMAINING SITE FEATURES (SIGNING, STRIPING, ETC.).

PERMANENTLY STABILIZE DISTURBED AREAS IN ACCORDANCE WITH THE APPROVED LANDSCAPE PLAN. STAGING AND
MATERIALS STORAGE AREA(S) MAY NOT OCCUR IN AREAS THAT HAVE BEEN PERMANENTLY STABILIZED.

EROSION AND SEDIMENT CONTROL DEVICES TO BE REMOVED ONLY AFTER WORK IN AN AREA HAS BEEN COMPLETED
AND STABILIZED, WITH WRITTEN APPROVAL FROM THE AGENCY CONSTRUCTION SITE REVIEWER.

REMOVE ANY REMAINING PERIMETER CONTROLS ASSOCIATED WITH SITE CONSTRUCTION AFTER STABILIZATION IS
COMPLETED AND APPROVAL FROM THE EROSION AND SEDIMENT CONTROL INSPECTOR IS OBTAINED.

THE TERMINATION OF THE CONSTRUCTION GENERAL PERMIT WILL REQUIRE SUBMISSION AND ACCEPTANCE OF THE
POST CONSTRUCTION VERIFICATION DOCUMENTS, INCLUDING FINAL STABILIZATION THROUGHOUT THE SITE, ALL
ELEMENTS OF THE SEDIMENT AND STORMWATER MANAGEMENT PLAN IMPLEMENTED, AND ACCEPTANCE OF THE FINAL
OPERATION AND MAINTENANCE PLAN.

THE CONTRACTOR SHALL INCLUDE AND BE RESPONSIBLE FOR ALL NECESSARY DEWATERING COSTS AND SHALL BE
FAMILIAR WITH THE FINDINGS IN ANY/ALL SUBSURFACE REPORTS INDICATING GROUNDWATER CONDITIONS.
DEWATERING COSTS TO BE INDICATED IN THE REPORTS. IF DEWATERING IS USED, IT SHALL BE THROUGH A GEOTEXTILE
DEWATERING BAG PER DNREC ESC DETAIL 3.2.12 OR AN APPROVED EQUAL MEASURE.

THE CONTRACTOR SHALL BE PREPARED AND BUDGET FOR EXPECTED WEATHER CONDITIONS DURING CONSTRUCTION
AND SHALL TAKE NECESSARY PRECAUTIONS, AND INCLUDE IN CONTRACT PRICE, TO SAFEGUARD THE SITE. THIS SHALL
INCLUDE, BUT IS NOT LIMITED TO: WINTERIZATION OF UTILITY SERVICES/CONNECTIONS; WINTERIZATION OF BUILDINGS
AND SITE FEATURES; PROPER ASPHALT/CONCRETE ADDITIVES IN EXTREME TEMPERATURES; DUST CONTROL IN
DROUGHT CONDITIONS; AND INCREASED/SECURED STABILIZATION AND PERIMETER CONTROLS DURING HEAVY
CONSTRUCTION.

IT IS THE CONTRACTORS RESPONSIBILITY TO MAINTAIN AND REPAIR ALL EROSION AND SEDIMENT CONTROL AND
STORMWATER MANAGEMENT PRACTICES DURING CONSTRUCTION AND UTILITY INSTALLATION.
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Consfl'ud'lon Noms' : ; : PERMANENT SEEDING AND SEEDING DATES PERMANENT SEEDING AND SEEDING DATES {cont.) w w n (22
a. Materials - Topsoil shall be a loam, sandy loam, clay loam, silt loam, sandy clay loam, =z - W (&g
1. Site Preparation (Where Topsoil is to be added) loamy sand or other soil as approved by an agronomist or soil scientist. It shall not have TEMPORARY SEEDING BY RATES, DEPTHS AND DATES Saoding Mixtires A— Qi boading Des e Sondiig Hitidtinne Bioiibig Aokt Okt Seu Diuis * Fomarka % R Z @ g EE
a mixture of contrasting fextured subsoil and contain no more than 5 percent by volume A= Acceptatie Pianing Pariod _ A= Accepabo Plantng Porod Hoso Q0w |28
Note: When topsoiling, mainfain needed erosion and sediment control practices such as of cinders, stones, slag, coarse fragment, gravel, sticks, roots, trash or other extraneous [Mix No._JCertified Seed” — z{iuas}::_Pl%‘& 3”_: B A Mix No._]Certined Seod — z_f_ms;?:_p.,;,;s_ m_pi,;.:._m,m A oZm E & S ,_(})J ;(%
d|versqons‘ grude S'Qbmzqﬁon Struc‘ures’ bermsl dlkesl Watemays Gnd Sediment baS"ﬁIs mﬂTeriG!S IGFgEI’?hGﬂ ]"[/2 il"lches in dlﬂmeter TDDSOII mUSI be free Dfptﬂn's or pl(]m pCII’IS Mix # Speciesﬁ Seeding Rate Optimum Seeding Dates & Planting Depthﬂ Well Drained Soils A %u it A0 ;.fl-l'l 12:31 a3 | 71 Lo 10/31-21 - . Poorly Drained Soils [b.l,l\; soft | amo ) sia |1om] amo | 72 Diora 10i31-211 - _ % E 2 E e % > '% 3
Of bermUd{]gI'CISS, qUﬂCkgrUSS, JOhnSOnngSS, nUTSedge, poison i\l'y, fhisﬂes, or 01her5 as © = Optimum Planting Perlod, A = Acceplable Planting Period 1 Tall Fescue 140 3.2 A o A A (o} A .‘\ISSJLOCU T‘g;‘:::gﬁgaﬂ;ﬁ: ;r:;;s a ::a::;;g Bentorass ;g :3732 Q A [e] o A 5] ,?ssdf‘lai[l dismll-)b:lgk;;b;::t;r;::wa}s = E E &:D L_IIJ %) O % @
a. Gn]ding - Grades on the areas to be Topso"ed which have been previoUsw established Spedﬁed- All ‘t()pSO“ shall be fested b\/ a repu1ub|e ICI_bormoryfor orgunic matter content, CoastaTPlam Tredont =i Weeping Lovegrass 10 0.23 V\g:teer Iéo:r:sir;z;m d?TEL;I:\t:;?;:; ﬁz:ig?::iiss ig 0?9 Wé;:r a S5sS< 2 % 'E gg
shall be maintained. pH and soluble salts. A pH of 6.0 to 7.5 and an organic content of not less than 1.5 percent ) N wroool 20 [ 26 | ars. 2an o | vormie Z  [Deertongue 0 o [ A O] A 10 » [Adci08] Gooderasion control mix 10 [Reed Canarygrass” o | oz | A o] A o Good erosion control, wildiTe ZPW swZEE 238
by weight is required. If pH value is less than 6.0 lime shall be applied and incorporated Conified Snd BIACT | “sq | 40 | ara | tomt PP gar | rom | an b pr e baiss | | Smaiciovulhy ke — cover and welland revegotation. | 8 0z L 3E % EE
b. lelng - Where the tOpSUil is either hlghly Gdd or CGmpGSGd of hqu EIDYS, ground with fhe ?Ops(}il fo Qd|US‘ the pH t0 6.5 or hlgher TOpSOiI cont(]%ning SOIUblE SO"S greuter d e e b L G e @ i € 2_31“-5;:;322“5 3 'T;F;Estz:e (Turf-type) or 50 1.15 5] A [5] 5] A a AuRuy‘TUU Good rosion control mix " Tail FB::L:dem_,al a— 100 2.3 5] A [5] ] A [£] _ngh valua._ h_igh_majmanancs, (| 5 % 8 5 E 8—) %é{g
imeslone shall be spread at the e of 4-8 fons/acre (200-400 pounds per 1,000 square than 500 poris per milion shall not be used. o P BT BN S e e o e g oy oo r [ 50| 172 b | TalEmcmto gty e | 3 |48 G ey 2708262 |k
feet). Lime shall be distributed uniformly over designated areas and worked info the soil R L Z3_sandy soils | . ' Rye | Fascus for haavy shade. Flatpos a o <Z( o &( ==
in conjunction with tillage operations as described in the following procedures Note: No sod or seed shall be placed on soil which has been Ireated with soil sterilants or e EACALOLALOLCL O | e R — T2 [Tal Feseue WLz [o]A[o]o]~]° Woderate value, > — g2
2 . o v i PR " % - drong Creeping Red Fescue = uitable waterway mix —_— foRiil
chemicals used for weed control until sufficient time has elapsed to permit dissipation of toxic PR vy =T 15T~ tTol o135 s konuisky Bloegrass 70 | 16t ios /26 ki iR e 2 ] R nanee: O £z
. " . 1 3 i o i Perennial Ryegrass or 1€ % Winter drough rant, e = Ea
c. Tiling - After the areas fo be topsoiled have been broughtto grade, and immediately prior Pl g Annual Ryegrass 128 4 [§] A 9] [§] A 5] A : zﬂ.;ai:E::; = Rmmpa a ; g‘ﬁ RYL’ Hse Rr:m?:; ;::?”cr;ase‘i " g;imr;sﬁif:: - gg ::g NN moderse::d:atf%l:ﬁln;ance E g S
to dumping and spreading the topsoil, the subgrade shall be loosened by discing or by 1-2" sandy solls olios White Chover® s | oo drinightivleraice. Fiouch Blucgraes 2| o4 moderate maintenance, ) 2z
scarifying to a depth of a least 3 inches to permit bonding of the topsoil fo the subsoil. Pack ‘ _ , o N 6  [Winter Wheat 2 4 o[ afJofJolaJol] & 1-2inches 5 Jowichgrass™ or w0 | oz o ) Nalve warm-seascn mxure S G Tt — g5
bv poss|ng a bulldozer Up Gnd down over The en'ire Surfcce ared Df 'he Slope to credfe b Grﬂdlng - Thl‘—.‘: |OpSOI| ShO" be UnlfOfm!V dISTrIbUfed QHd CDmDGCfed 10 a minimum O‘f fO'.Jr = T M-ll - TR = ] = 2_30 gandhﬂ Coastal Panicgrass 150 gf? To‘er%‘::i{gm;;?::rm'lg Hougf.\ Bluegrass or a0 21 molsture tolerant. B{é
horizontal erosion check slots to prevent topsoil from sliding down the slope. (4) inches. Spreading shall be performed in such a manner that sodding or seeding can SHETANE : 1_2.65;:'; E;“S 5 001111 g hade :olm:_ca. . 5 :_“;,“"'T’;;;?;“: wl s lol~lolol~lo Monoeuture, bul perorms well §§
proceed with a minimum of additional soil preparation and tillage. Anyirregularitiesinthe 8 |Pear Millet 20PLS| 0.5 ) o 0.6 inches e N M e v e P N alone in lawns_Discouraged z
surface resulfing from topsoiling or other operations shall be corrected in order fo prevent AL R — — 1. When hydraseading i the chosen method of aplicaton, he loal ats of seed shaud be ncreased by 25% z
. p 4 T 3 ree:critvars oy AR 2. Winter seeding requires 3 tons per acre of siraw muich. Planting dates listed above are average for Delaware, These dates may require adjustment to T
2. Topsoil Material and Application the formation of 'd'epressmns orwater pockgts. Topsqal shall not be'ploced w‘h'lle inafrozen A VT Sl R 3 S e ST UIEH o7 Bt S, K B sk ) 20 | joas Bluegrass. Traffic toferant. refect loca cnrlndgilm;. " ° _ ¢ r ’ qu _: -
Oithddy ;DnéjTonn W'hT;" the SUbngE:ie IS ex;esswde::’v \Q’et orin "G condition that may 2. May be planted throughout summer if soil moisture Is adequate or seeded area can be imgated. & [Big Bluesiem’ W oz [o] A o[ A All species are native fn'ax.‘nfewfi":r'ﬂee?i‘iﬂ:ﬁ:ﬁ'ﬁfﬁ"ﬁ:&mxﬂ Sodh :oncrﬁ:;::: i??lﬁrT-:go:;R:“g:?a:L:ge‘::tde. o ot s
J i i i Y otherwise be detrimental to proper grading and seedbed preparation. 3. Applicabl ! 3:1 orless. Indian Grass’ 10 0.23 Indian Grass and Bluestem have 4. Cool season species may be planted throughout summer if soll moisturs is adequate or seeded area can be irrigated
N.QE-TOF‘SO" Sol\fﬂged .from the EX|5T|!'TQ ?I'e mGY Oﬁen be used bU' it should meet the same properg 9 prep 4 F;‘; Ic:U:d:np::::ri of :r:nz:? Lespedisa may bendded 1o:4 18 the seating rateolany.of e dhove species LiltI: Bluestem’ 8 D.18 fluffy seeds. Plant u:-itha 5. All leguminous seed mgs)!’ be inoculated ) REV’S’ONS
standards as set forth in these specifications. The depth of topsoil to be salvaged shall be i b2 y i o A (Creeping Red Fescue aw | oss specialized nalive seed drill S Ve aesson sa JUcsrd Feed Canan Srugs Lannol he mowed mote ten SITR pREYRG
P 3 i . 5. Use varieties currently recommended for Delaware. Contact a County Extension Office for information. plus one of: 7. Warm season grasses require @ soil temperature of at least 50 degrees in order to germinate, and will remain dormant until then,
no more than the depth described as a representative profile for that particular soil type as . b P ik Bed ' i & Werm-season prssses suchas Ml Weupion Loveamss mey.be ussd benvesn S/ snd O it dasied, Sssd o 35 bs: Partridge Pea 5 0.11 Creeping Red Fescue wil DRAWN BY
described in the soil survey published by USDA-5CSin cooperation with Delaware Agricultural N,gjg.:otpsm 5‘:} ST"U";S. Orl’ amefn n;nemls 105 Gﬁpmc"’e Yt‘-‘ ql:‘-’ I ‘? a%r?nqmlsl or ?}‘:' i i Gk o o B el wci s St s Mokl wouinhi Sifwvar a5 dupih ot 0% il ¥ | o b Sasasha COMMENT
Experimental Station. scientist, may be used in lieu of natural topseil. Compost material used to improve the Showy TickTrefol 2 | oo get established.
percentage of organic matter shall be provided by a certified supplier.
. . ) NOTE: Alternative seed mixes may be used with prior approval from the Departrment or Delegated Agency. NOTE: i i i i f D Dele A ; : i i i i .
Composmmendments‘rholaremtended tomeet speuﬁc post-construction stormwater management Alternative seed mixes may be used with prior approval from the Department or Delegated Agency. NOTE: Alternative seed mixes may be used with prior approval from the Department or Delegated Agency.
goals shall further meet the requirements of Appendix 3.06.2 Post Construction Stormwater
Management BMP Standards and Specifications, Section 14.0 Soil Amendments.
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DELAWARE DELRWARE DELAWARE DELRWARE DELAWARE
: 0SION . - J| enosion : OSION . - J| enosion . - J| enosion
| 5 SEDIMENT Standard Detail & Specifications Standard Detail & Specifications | 5 SEDIMENT | 5 SEDIMENT Standard Detail & Specifications Standard Detail & Specifications 5 SEDIMENT Standard Detail & Specifications | 5 SEDIMENTY
| % | |
HANDBOOHK HANDBOOH HANDBOOH HANDBOK HANDBOOH
egetative Stabilization ulching ulching ulching abilization Matting - Slope
Construction Notes: % iApplication: =
. a. Apply product fo geotechnically stable slopes that have been designed and constructed fo 2 -
1. Site Preparation 1. Materials and Amounts divert runoff away from the face of the slope. § 8 H
_ o , ) , o a. Straw- Straw shall be unrotted small grain straw applied at the rate of 1-1/2 fo 2 fons per acre, or 70 fo 90 b. Do not apply to safurated soils, or if precipitafion is anficipated within 24-48 hours. uEssss SEEBE|5E555[555858|558555|5858 % &
a. Prlor_T_o s§edlng, install needed erosion and sediment control prachc_es such as diversions, grade pounds {two bales) per 1,000 square feet. Mulch materials shall be relatively free of weeds and shallbe free c. During the spring (March 1to May 31)and fall (September 110 November 30) seasons, hydraulic ] 5 o g
stabilization structures, berms, dikes, grassed waterways, and sediment basins. of noxious weeds such as; thistles, Johnsongrass, and quackgrass. Spread mulch uniformly by hand or mulches may be applied in a one-step process where all components are mixed fogether in @ = Know what's below.
b. Final grading and shaping is not necessary for femporary seedings. mechanically. For uniform distribution of hand spread mulch, divide area into approximately 1,000 square single-fank loads. Ifis recommended that the product be applied from opposing directions fo = o Call hefore you dig.
feet sections and place 70-90 pounds (two bales) of muich in each section. achieve optimum soil coverage. & S
2. Seedbed Preparation d. During the summer (June 1fo Augu_stS]lcnd winter [December 1to February 28) seasons, the é" § ';é, : - ALWAYS CALL 811
' b. Wood chips- Apply at the rate of approximately 6 tons per acre or 275 pounds per 1,000 square feet when following two-slep process is required: e SEEE|s5855|:88585|:8885 £55|655=2| 3% 2
6 imBeHaH 1o brands - dood Seedbed 15 iNsiivethe siceess of ealabliskina veastatioh: The available and when feasible, These are particularly well suited for utility and road rights-of-way. If wood Step One- Mix and apply seed and soil amendments with a small amount of mulch for = S 222 It's fast. It's free. It's the law.
P peep 9 - | £ YEgeIdTon: chips are used, increase the application rate of nitrogen ferfilizer by 20 pounds of N per acre (200 pounds visual mefering. ] za>
seedbed should be well prepared, loose, uniform, and free of large clods, rocks, and other objectionable of 10-10-10 or 66 pounds of 30-0-0 per acre). Step Two — Mix and apply mulch at manufacturers recommended rafes over freshly L]
material. The soil surface should not be compacted or crusted. c. Hydraufically applied mulch -The following conditions apply fo hydraulically applied mulch: seeded surfaces. Apply from opposing direcfions to achieve opfimum soil coverage. 5 883
I q i. Defnifions: e. Minimum curing temperature is 40°F (4°C). The best results and more rapid curing are u Eg . g &z NOT APPROVED FOR
3. Soil Amendments ' ’ achieved af temperatures exceeding 60°F (15°C). Curing times may be accelerated in high = S v il 528
) o . : . . ] a. Wood fiber mulch shall consist of specially prepared wood that has been processed to a femperature fovi: humidity conditiongs on dry soils. 9 ¥ ¢ O | BB EE|EEEEB[EEEEBEBEEEESBEBBEEEZ E = 3 CONSTRU CTION
% Lene=Apply lrong materngls tosey oln hegepumimensigions o o soll el i goeordanee Wil uniform state, is packaged for sale as a hydraulic muich for use with hydraulic seeding vi. Recommended nppli'caiion rates are for informational purpeses only. Conformance with this standard E 5 " Z <3
gwel Gp_ri_ro[\_red nTu‘rrlen: monc:_:jenf\f?‘r 2p Ian‘ Ifa nulrien; mclinlqgerr;ent plolr; is nloI regqired. CIPPJY equipment, qnd consists .o.f a minimum of 70% virgin or recycled wood fiber combined with and specification shall be performance-based and requires 100% soil coverage. Any areaswith bare E ; 5 E THIS DRAWING IS INTENDED FOR MUNIGIPAL ANDIOR AGENGY
¢ 0 OrT'r!;II ICiimes on_e Gh e I’;] e_:) 0 £10ns per acre. Apply limesione uniformiy and incorporare 30% paper fiber and additives. soil showing shall be top dressed uniil full coverage is achieved. ﬁ & é E = REVIEW AND APPROVAL. [T IS NOT INTENDED AS A CONSTRUCTION
e melep4eis indesorsal), b. Blended fiber mulch shall consist of any hydraulic mulch that contains greater than 30% paper d. Compostblanket (CB)- Loosely applied with a pneumatic blower so that a 1" compostblanket uniformly covers n % 2 = % . ) o TR DOCUMENT UNLESS INDICATED OTHERWISE.
b. Ferfilizer - Apply ferfilizer based on the recommendations of a soil test in accordance with the fiber. The paper component must consist of specially prepared paper that has been processed the soil with 100% coverage. This applicafion can be used with seed to promote germination by applying the 2 5 | Fes Note: Use manufacturer's recommendations for SN
approved nufrient management plan. If a nutrient management plan is not required, apply a to a uniform fibrous state and is packaged for sale as a hydraulic mulch for use with hydraulic approved seed mix directly info the loosely blown compost. The compost blanket performs best on slopes less 'E‘_J 2 sxxxlesssslesssx|isssx £5x%|25% % E 5% stapling patterns for slope installations, PROJECT No.: DEA220023.00
formulation of 10-10-10 atthe rafe of 600 pounds per acre. Apply fertilizer uniformly and incorporate seeding equipment. than 2:1 and requires na mulch anchoring. 22 S| E8:5 - ) DRAWN BY: EAC
into the top 4 to 6 inches of soils. ¢. Abonded fiber matrix BFM) consists of long strand, specially prepared wood fibers that have 2. Anchoring mulch - Mulch mustbe anchored immediately fo minimize loss by wind or water. This may be done ol ¢ 5 s S‘;E e _P_g_r_‘_ﬁ_ ective CHECKED BY: DMK
been processed to a uniform state held together by a water resistant bonding agent. BFMs by one of the following methods, depending upon size of area, erosion hazard, and cost. z|8 282 g2 DATE: 08/15/23
4. Seeding shall contain no paper (cellulose) mulch but may contain small percentages of synthetic fibers a. Crimping - A crimper is a fractor drawn implement designed to punch and anchor mulch into the fop two § = _ g8 5 5 . CAD I.D.: CNDS -0
. ) o to enhance performance. (2) inches of soil. This practice affords maximum erosion control but is limited to flatter slopes where 2 | E £ £ £ 88¢EE Construction Noftes:
a. ZZ?;:?':;:UTE?:&";::;"‘Z s;'f;:;ggﬁ;;ﬂ;;gﬁ; éoggirlignm:?::ntv::::::n?:; d. Refer to Figure 3.4.5a for condifions and limitations of use for each of the above categories of eq”’l?;‘em can operate safely. On sloping land, crimping should be done on the confour whenever 2|e g £, 8 . 8 g B z2 “:iﬁ, £ E PROJECT:
i ) hydraulic mulch. possibye: gls & B 8 & 8 E 8 E, EgvECE . . . L ? - . S
may be used with prior approval from the Department or Delegafed Agency. ; Y , , b. Tracking - Tracking is the process of cutfing mulch (usually siraw) info the soil using a bulldozer or other 2z s c . #HlEe. Hles. Hlee sl st | 82524 £ 1. Prepare soil before installing matting, including application of lime, fertilizer, and seed. PREL’M’NARY
) ii.  All components of the hydraulically applied mulches shall be pre-packaged by the manufacturer to equipment that runs on cleated tracks. Tracking is used primarily on slopes 3:1 or steeper and should be slefes, o2z, offzE. o8 gc: YB3 EE: gzE: 9 G % Bés25 M’NOR LAND
i i i i i i i t e Sleao g g zlz Z zle = Tl = sl o 4 Bl o 2O g 6% -2 s " s W o gw
b. AF':IPILV seedi_ur;forrr:ywiha broa;icgst seecfzr_ clirlll,_cultépccier seeder or hydroseeder. All seed assure mc;lerlalperformunce. ;tei‘d mixing of the r};nu[ch components is acceptable, but must be done done up and down the slope with cleat marks running across the slope 358 % gg E % gg g3 % 5% ggs 5% g4 % E% g § E*E % % e é 2. Begin at the top of the slope by anchoring the mat in a 6" deep X 6" wide french. Backiil
will be applied at the recommended rate and planting depth. per manufacturers recommendafions to ensure the proper resuls. ¢. Liguid mulch binders - Applications of liquid mulch binders should be heavier at edges, in valleys, and at Slzess2alegs2alelf2alel s2alez 28153 &5 EEdc and compact french after stapling. DEVEL OPMENT
¢. Seed that has been broadcast should be covered by raking or dragging and then lightly tamped fii. Hydraulic mulches shall be applied with a viable seed and at manufacturer’s recommended rates. crests of banks and other areas where the mulch will be moved by wind or water. All other areas should H § ] %% gls s & _E g8 2 = % R 52 g g = 82 gls %g gl §09 E5%
into place using a roller or culfipacker. If hydroseeding is used and the seed and fertilizer is Increased rates may be necessary based on site conditions. have auniform uppl_lccllion of binder. The use of synthefic binders is the preferred method of mulch binding Flg=z g =2 £l g = El= g 3= Els g‘ 25 § 2 g’ :% 5 g’ z = 5 Eg ﬁ i e 3. Roll the mats (A) down or (B) horizontally across the slope.
i " . 1y ’ . 0 P al|ssPalofEasl|lefBsP8EERD Bgl ZZ . y P
mixed, they will be mixed on site and the seeding shall be done immediately and without iv. Hydraulically applied mulches and additives shall be mixed according to manufacturers and should be applied at the rafes recommended by the manufacturer. BEBEat|EEsofcEab|Eaon]chab|sans] Tii8ER FOR
interruption recommendations. d. Paper fiber - The fiber binder shall be applied at a net dry weight of 750 Ibs/ac. The wood cellulose fiber < X N
’ iv. Materials within this category shall only be used when hydraulically applied mulch has been specified shall be mixed with water, and the mixture shall contain a maximum of 50 Ibs. of wood cellulose fiber per ol 5 4. The edges of parrallel mats must be stapled with approx. 2" overlap.
i ’ ; 100 gallons. bl =2 £ 2 & s
; | HE s : 3 2 . , ,
5 ‘Mulching g’;pﬁ‘: ac;r;g;i;p: cr:gvl:?:eﬁe:t:?;ier?eidaadwizlrﬂg\;?frsgfgii CO ;::Gpplememﬂ appraval from fhe plan e. Nettings - Synthetic or organic neftings may be used to secure straw mulch. Install and secure according 8 % w 5 S ° 2 5. When mats must be spliced down the slope, place mats end over end (shingle style) with
All mulching shall be done in accordance with detail DE-ESC-3.4.5. ' to the manufacturers recommendations. a|§ S é ¢ LE L§ approx. 4" overlap. Staple through overlapped area, approx. 12" apart. Asﬂ ’N
Source: Symbol: Detail No. Source: Symbol; Detail No. Source: Symbol: Detail No. Source: Symbol; Detail No. Source: Symbol: Detail No. STORE NO. 1436
DE-ESC-3.4.5 DE-ESC-3.4.5 DE-ESC-3.4.5 DE-ESC-3.4.6.1 :
Delaware ESC Handbook DE-ESC-3.4.3 Delaware ESC Handbook Sheet 1 of 3 Delaware ESC Handbook Sheet 2 of 3 Delaware ESC Handbook Sheet 3 of 3 Adapted from Sheet 1of 2
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1110 S. COLLEGE AVE.
% DELAWARE % DELAWARE DELAWARE CITY OF NEWARK. DE 19713
» nos'°“ . 4 (] - . gme ] » NSIon . 4 ] . T . ‘nosm“ . . gme - Y
| 5 SEDIMENY Standard Detail & Specifications Standard Detail & Specifications 5 SEDIME | 5 SEDIMENY Standard Detail & Specifications Standard Detail & Specifications 5 SEDIMENT Standard Detail & Specifications NEW CASTLE COUNTY
L conTROL — ° ® oge CONTROL L conTROL og® L contRoL CONTROL TM: 18-046.00-024
wwscox Stabilization Matting - Slope Stabilized Construct. €ntrance TS wosoor Stabilized Construct. €ntrance Dust Control HNGeEGH Concrete Washout Nt
Equipment wheel track + 2 Temporary Methods:
i f B 50" min. ' { DATA TO BE PROVIDED
‘ _1_ [ 1 ] | | 1. Mulches - See DE-ESC-3.4.5, Standard Detail and Specifications for Mulching. o Plan View
w i A Wash rack I Tz o . . ) : ! o engLeh Concrete Washout Sign
T .4 t T__ . __T (optional) % 10" min. 2. Vegetative cover - See DE-ESC-3.4.3, Std. Detail and Specifications for Vegetative Stabilization. E“;“;i” k,: Berm requived on all
: . . ; : ; : j : : sides (excluding 18958 COASTAL HWY, SUITED
% 5 3. Adhesives - Use on mineral soils only (not effective on muck soils]. Keep fraffic off these areas. / ams,; dl.i:: location) REHOBOTH BEACH I,DE 19971
N i : . The following table may be used for general guidance. 7 Access drivé to be paved or ’
X % y Edge exist. pave Metal bars set in reinforced conc. Provide space for drainage 2 meet material specifications Phone:  (302) 644-1155
(traffic bearing grates, timber mats or // Enfrj;f::rﬁlz?g:@f?%wcr Fax: (302) 703-3173
% 10" min. other approved equiv. may be substituted) toiaat —_ e K JANRS Sk Rt BohlerEngineering.com
0.7 Staples per Sq. Yd. 1.2 Staples per ©q. Yd. e ey P PRl i &' rmin.
Section A-A (Opt.) Emulsion Dilution Nozzle Gal/Ac. A - = s : : A
ection A- . [ - )
< . 10" min.
\ ' Latex emulsion 12.5:1 Fine spray 235 \ w 1, eri m
-f‘—‘—;s—-- T&-* A Frovide positive drainage to sediment trapping device Consh-ucﬁon Notes: J
s ¥ ;] ” Plan Resin-in-water emulsion 41 Fine spray 300 T
T J_ _L_ Vj T. — 1. Stone size - Use DE #3 stone. herdl ision bon-idfiicl 7 # A5h 24Typ
s X X X crylic emulsion (non-frafimc 4 odarse spray il
" —"T r o Mountable berm 2. Length - Asrequired, but notless than 50 feet fexcept on a single residence lot where a 30 foot minimum Connect to paved
L D | o ./ (a5 needed) length would(gipplvl e ’ Acrylic emulsion firaffic) 354 Coarse Sproy 350 : L’o:;iavslljf;;;
c 5:', e ‘ grave
X Exist. ' - 'OFESSIONAL ENGINERR: ~
pave 3. Thickness - Not less than size (6) inches. 4. Tillage - For emergency femporary treatment, scarify the soil surface to prevent or reduce the o - O&%@N RELICENSE NOQQZF’QZ?:E?;:
i . . ‘ . amount of blowing dustuntila more appropriate solution canbe implemented. Begin the tillage Section A-A 0} V@e{ "rAJ:‘%;DE\jAaN@()%Qo" ;‘?;‘
_ ) 4. Width - Ten (10} foot minimum, but not less than the full width at points where ingress or egress occurs. operation on the windward side of the site using a chisel-type plow for best results. —— ‘s, S " 08/15/23 &@ o
1.75 Staples per Sq. Yd. 3.5 Staples per 5q. Yd. G-l geotextile 6" min. Culvert pipe . Compacted Berm with liner o, /ONA L E Wt
. (as needed) 5. Geotexiile - Type GS-I; placed over the entire area prior to placing of sione. 5. Sprinkling - Sprinkle site with water until the surface is moist. Repeat as needed. lz_‘" Lr keyed underneath (or see 2% slope ' s
Exist. grnd ¥ J'I sandbag option below) e p———
I Profil 6. Surface Water - All surface water flowing or diverted toward consiruction enfrances shall be piped across 6. Calcium Chloride - Apply as flakes or granular material with a spreader at a rate that will keep -i\_’dm%‘t "Ll‘l ] , /!_’—\’f’ N = = SHEET TITLE:
L X X X rrotile the enfrance. If piping is impractical, a mountable berm with 5:1 slopes will be permitted. the soil surface moist. Re-apply as necessary. T \l il }j = & ; ;?‘T/;l_ﬁ?ﬂ
. Faris 1 &0 i, ’ = - —
v NOTE: These patterns are provided iers - i i i 10 mil " ‘i‘)‘ P A Faved ord i
f T- R 1 P I 10° wiiii. 7. Maintenance - The entrance shall be maintained in a condition which will prevent fracking or flowing of 7. Barriers - Place barriers such as soild board fences, snow fences, hay bales, efc. at right angles polyethylene liner | P8 min.—= (| aceess drive to CONS TR uc T'ON
for general guidance only. They shall di blic rights-of hi : iodi drassl ith additional to the prevailing air currents at infervals of approx. 10X their height. pli=== =T connect £o
¥ X X N S SO W~ sediment onfo public rights-of-way. This may require periodic top dressing with additional stone as ) e L _ colld alitete S’TE
o % e i conditions demand and repair and/or cleanout of any measures used to frap sediment. All sediment Permanent Methods: Undisturbed or : -
. ranufacturlrs recommendations. 3 min. spilled, dropped, washed or fracked onto public rights-of-way must be removed immediately. : /_}/— Compacted Berm with compacted earth
3" min. 1. Vegetative cover - See DE-ESC-3.4.3, Std. Detail and Specifications for Vegetative Stabilization. N D . ey corop il & DETAILS
. | . 4 o S\ e — sandbag or concrete R
8. Washing - Vehicle wheels shall be cleaned to remove sediment prior fo enfrance onto public rights-of- BT \\::\ V= L'ﬁ\‘ block anchor Note: Prefabricated concrete
3.75 Staples per 9. Yd Tupe G&-1 sile fabri way. When washing is required, it shall be done on an area stabilized with stone and which drains info 2. Stone - Apply layer of crushed stone or coarse gravel to protect soil surface. N M ey washout option not shown,
= - S ype GS-1 geotextile fapric ; ; ; . " ; ;
F Section A-A (Std.) . approve dsed Foedt i REng deike. gandvagor  Alternate Liner Option SHEET NUMBER:
i ection A- . soncrete bl
5153?“"41 Fatterns : ! 9. Inspection - Periodic inspection and needed maintenance shall be provided after each rain. C ( ; O 9
|
Source: Symbol: Detail No. Source: Symbol: Detail No. Source: Symbol: Detail No. Source: Symbol: Detail No. Source: Symbol: Detail No.
Adclp19d from DE'ESC'S .4.6 .1 Adﬂpled fom DE'ESC‘3.4.7 Adclp19d from SCE DE'ESC'S .4-7 Adcp]ed from DE'ESC‘3.4.B Adap]ed from DE-ESC-3.6.2
North American Green, Inc. Sheet 2 of 2 VA ESC Handbook Sheet 1 of 2 VA ESC Handbook Sheet 2 of 2 VA ESC Handbook Sheet 10f 1 Colorado Urban Storm Drainage| Ccw Sheet 10f 2
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HANDBOOK

ARBESS Concrete Washout

Construction Notes:

1. Locate washout area a minimum of 50 feet from open channels, stormdrain inlets, wetlands or
waterbodies.

2. Locate washout area so that it is accessible fo concrete equipment (service with a minimum 10 foot
wide gravel accessway), but so it is not in a highly active construction area causing accidental
damage.

3. Minimum dimensions for prefabricated units are 4 feet by 4 feet by 1 foot deep with a minimum
4mil polyethylene plastic liner. Minimum dimensions for constructed concrete washout areas are 6
feet by 6 feet by 3 feet deep, with a minimum 10mil polyethylene liner, 2:1 side slopes, and a 1 foot
high by 1 foot wide compacted fill berm.

4. The liner must be free of tears or holes and placed over smooth surfaces to prevent puncturing.
For excavated washouts, anchor the liner underneath the berm or overtop with sandbags or
concrete blocks fo hold in place.

5. Provide a sign designating the washout area, and for large construction sites, provide signs
throughout directing traffic to its location.

6. Allow washed out concrete mixture to harden through evaporation of the wastewater. Once the
facility has reached 75 percent of its capacity, remove the hardened concretfe by reusing the broken
aggregate onsite, recycling, or disposing of offsite. The hardened material can be buried on site
with minimum of 1 foot of clean, compacted fill.

7. Apply a new liner before reusing the station for additional washoutis after maintenance has

Soil Stockpile

DATA

A\
D
=

Max. height 207

(10" on residential lot)
unless local requirements

more restrictive

Max. height (H)

A

CONTROL

Stockpile entrance to be located on upslope side

3’ separation (min.)

Ferimeter control
(l.e, silt fence)

Stabilize per Temporary
Stabilization specifications

max.

HANDBOOHK

 CEMIMENT Standard Detail & Specifications

™

HANDBOOK

L contRoL s°. ° ® e
il Stockpil

Construction Notes:

1. Locate stockpiles so that they are 50 feet from any storm drain inlet, open channel, wetland
or waterbody. Redirect any concentrated flow around the stockpile using an approved
erosion and sediment control measure.

2. Secure the perimeter of the stockpile with an approved erosion and sediment control
perimeter device.

3. If stockpile is to remain inactive for more than 14 calendar days, the stockpile must be
vegetated. Follow the temporary vegetation specifications. The vegetation chosen shall
last the duration of the stockpile; the stockpile shall be restabilized if the temporary
vegefation dies or erosion results.

BOHLER/

SITE CIVIL AND CONSULTING ENGINEERING
LAND SURVEYING
PROGRAM MANAGEMENT
LANDSCAPE ARCHITECTURE
SUSTAINABLE DESIGN
PERMITTING SERVICES
TRANSPORTATION SERVICES
THE INFORMATION, DESIGN AND CONTENT OF THIS PLAN ARE PROPRIETARY AND SHALL NOT BE COPIED OR USED FOR ANY PURPOSE WITHOUT PRIOR WRITTEN

REVISIONS

COMMENT

occurred. r
Nl = =it iy T e \"ﬁﬁﬂ"ﬁ’ﬂhﬁﬁ%‘%ﬁiu
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